RJ45 JACK

CND-tek

1X1 Tab-Down 10GBase-T RJ45

Designed to Support 10GBASE-T Transceivers

M FEATURES
O Compliant with IEEE 802.3 standard

O Qualified with top 10Gig PHY Manufacturers RoHS peak wave solder

O temperature rating 260°C
O Low profile package for PCI Express
O Fine-tune magnetics to specific PHY vendors

Series/Type: ,JT4-1 160HLPH

I ELECTRICAL SPECIFICATIONS @25°C
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Electrical Specifications @ 25°C - Operating Temperature 0°C to 70°C

SUGGESTED FOOTPRINT (JT4-1108HL SIDE SHOWN)
THE FOLLOWING TOLERANCES APPLY:
0 [200x] = +.008 [.003]

JT4-1160HLPH
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Notes:

1. LEDs: (Left/Right) G = green, Y = yellow, A = amber

Common to Differential
Insertion Loss Return Loss Mode Rejection Cross Talk Hinot
Part Channel | | Eps?2 (dB MAX) (dB MIN) (dB MIN) (dB or better) (VDF()J MIN)
Number | Option | (L/R)
100 KHz | 1-400 MHz 1-100 MHz 200 MHz| 300 MHz| 500 MHz| 1-300 MHz | 300-500 MHZ 1-100 MHz| 100-500 MH.
JT4-1160HLPH 5 GY/G -3.0 2.0 -22.0 -16.5 -13.2 -9 -30 -22 -28 -19 2250
*Testing Conditions:100KHz 0.1V
M DIMENSIONS & MARKING B SCHEMATICS
TRD1+ 8 1 TRP1+
GEEE won 7 o7
CND-tek ® 3.30 [.130] NV, 75 OHM
f = 7 (POST) TRD1- 9 —0 2 TRP1-
JT4-1160HL 3.18 [.125] 3.81 [.150]
YYWW-X CN 28.57 [1.125] (LED AND S\GNAL)LEI DJ(GPOUND TABS) TROZ 2 - [0 3 TRP2+
T S TRCT2 1 @
ﬂ ﬂ 3,20 [.126] ‘ ? 8 TRD2- 3 = 75 o —o0 6 TRP2- 3
13.21 [:520] — -— g TRD3+ 4 o —O 4 TRP3+ g
S TRCT3 6 @ 3
75 OHM
TRD3- 5 — +—O 5 TRP3-
*‘ f.%gf tt.%fg] TRD4+ 10 _ . —o0 7 TRP4+
—= 17.53 [.690] TRCT4 12 o
LED 300 OHM
TRD4— 11 = +—O 8 TRP4-
K = CMS+ 14 é
11.92 [.469] ’ CMCT 13 SReT,
j; i CMS- 15 —
—< 1000 pF, 3KV
B Per Vendor's Specifivation
EMMITTED COLOR GREEN YELLOW
IWAVELENGTH (nM) 565 588
- 1 o POWER DISSIPATION (Pd) 105 mW MAX | 100 mW MAX
mfm% %Sﬁfmw - me{m IDC FORWARD CURRENT 25 mA MAX 30 mA MAX
o= e FORWARD VOLTAGE (VF) ©20mA| 2.2 v TYP 21V TYP
BICOLOR

NOTE: PER VENDOR’S SPECIFICATION
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