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PRODUTC SPECIFICATIONS

1.0 P2 R HtnEEds
PRODUCT DESCRIPTION: Battery Connector
1.1 =S K76011-2P
PRODUCT NAME AND SERIES NUMBER: K76011-2P

2.0, IREEVEH

2.1 BRI VT

Temperature range for use

Temperature range

-55C ~125C

-55C ~125C

3.0 AW, B FAS i

Appearance . structure and dimension
3.1 4N Appearance:

ISR WHDIR. AR, B, MEIR.

Nice appearance, No scar.bad platting. denude, normal action, clear conversion.

3.2 A5 AN LA -
Materials & Finishes
ZA{F Component #1 )5 Materials 43 Finishes
A4 Insulator PA9T {4 Black
k& Cover PAQT H {5 Black
e v G B 70~100u”, #%4:: 3~5u”
Contact Beryllium Copper 70~100u” nickel, 3~5u” Au over Ni
Uiy i BJK70-100u", %4:3-5u"
Termination Copper alloy 70~100u” nickel, 3~5u” Au over Ni

3.3 fuke: Ak, RBEE 16mm. 387 5 5 Bhi AR 7 B 300 2 400mm 7 RbAT.
Packing : Packed by tape and reel ; adjacent holes center distance is 16mm , keep 300mm —
400mm of empty pockets for back of the tape.

4.0. FiElE
Rating

4.1, FE Bk DC 30V
Voltage Rating: DC30Vv
4.2, FE B DC 3A
Current Rating: DC 3A
4.3, 8k FLFH - 25mQ max
Contact resistance: 25mQ max
4.4 T HL s AC 500 V
Dielectric Voltage:  AC 500 V
4.5 42 H[H: 500M @
Insulation resistance: 500M €2
7l 2 Y
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i H WA %A S
ltem Test Condition Performance
5.0. ML BE Mechanical Performance
T MNEE Al P TR 0 ) B BT 1.3mm. = 100ef
5.1 Normal Vertical pushing 1.3mm from the contact 1/00 fams min
Force vertices 9
HSPERETO PR,
5.2 AT . 100 IR
DAEES) B 10-20 RIFIREER I 5000 k. | Gy ik =100gf
A Rotate 5000 cycles per 10-20cycles per Electrical performance is not
[N ,
Durability minute , one cycle means rotate from full reduced
CCW position to full CW and then turn back . ﬁontact impedance:100° mQ
ax
Terminal force:100gf Min
6.0. M2 ENVIRONMENTAL REQUIREMENTS
£ 125£2 CI I CE 120 /M, FE IR | 1. $&fikfifH 25 ZBRCA T
6.1 M il ik | P 60 208 5 BEAT A Contact resistance
' Heat test | Putting at 125+2°C for 120 hours. Test after 25mQ MAX.
keeping in normal condition for60 minutes. | 2. 452 FFH 500 JKEK L F
FERE N 50+ 2°C, X E AN 90%—-95%RH | Insulation resistance
AR HCE 96 /I, FRAEIEFHEH 60 | 500MQ MIN.
it R I g3t a AT 3. ML
6.2 Antichumid | Putting at 50 £2C, 90%~95%RH for 96 | 500VDC,5mA . 1MIN i
test hours. Test after keeping in normal condition %
for 60 minutes. Withstand voltage
500VDC,5mA, 1MIN No
g | 052 CHUFEAE 48 AT, FiEIES | breakdown.
A gk k60 4VED S HEAT IR 4 TCATAE BB 7R B A F S
6.3 Anti-low _ . VERE > B R
temperature Putting at -55+2C for 48 hours. Test after H.b Sl
P keeping in normal condition for 60 minutes. No sign of damage
test mechanical and
y . ) electrical performance.
EfCiR R | A-5522 C /NI E] 12522 C NI SRIEE | g g1 s amr
. J A Ex
High-low | ¥fisds 10 4. No damage to appearance
6.4 temperature | Mate connectors; expose to 10 cycles of -55
test degree for 0.5h,125degree for 0.5h
it 0 5%V AL 1A S AE BLRTCE 96 /N iR
J¥ 35+2°C.
#$h %% | Duration:96 hours exposure
6.5 0 i
Salt spray | Atmosphere: salt spray from a 5% solution,
Temperature: 35+2°C
RS A Y
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7.0. 1R

L FLEEEERR 350C£5C, 3/
7.1 Soldering | 2- EIANFFHEIR B e v 260°C, 10 £

heat-resistance Auto soldering Max. 260°C at 10 sec

i A SolderinEg iron Max ,350C £5°C at 3 sec

BRI 2/ DA 75%, 1F5EE 235+5C, 3+0.5 7

Average tamp-up rate
150°C--2007C:

CIFSEis With being covered 75% min. of immersed area.
7.2 Solderability Solder temperature:235+5C
Solder dipping time: 3£0.5 sec
Condition Exposure
) EFHER(30-217C): NT 3CIRD

Less than 3°C/§econds
360-600 b2 |f]

260°C
217°C
200°C

160°C

150 Ct02007C: Between 360-600seconds
KTF 217C: 60-150 752 ]
>217°C Between 60-150seconds
7.3 FRIEESR | 5°C iz PR ) 20-40 Fhz (]
reflow Time within 5°C of Peak 20-40 seconds
requirements: fE I 260+0/-5C
q " | Peak temperature 260+0/-5C

TER(EIEF] 507C): NF 6°CHED
Cool down rate(peak to 50°C) Less than 6°C/seconds
M 25°C F| s e F I T AR T 480 B
Time from 25°C to peak No greater than 480 seconds

T 5

Temperature

N L

>
< L <_»' A
< BT (FD)
360-600s 20-40s :
“a0-150¢ Time

LIRS B % %
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1. J5ER DC 30V 3A
2. PEf T : 25m Q  MAX \ ||
3. ML s AC 500V /1434 — g
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