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Y GANGYUAN APPROVAL SPECIFICATIONS

CUSTOMER CUSTOMER’S P/N GYE’S P/N PRODUCT REVISION

KANO0647-0342B TACT SWITCH A

1. R
GENERAL
1.2 &IV
APPLICATION
SRR 538 T T BB U A T 5 R AH DR SR
This specification is applied to the requirements for TACTILE SWITCH (MECHANICAL CONTACT)
1.3 ARG
Operating Temperature Range
—20°C~T70°C({EntE R FRitEl BESCATT)
-20°C~70°C (Normal humidity, normal-air pressure )
1.4 Wil 3 e
Storage| Temperature Range
—30°C 80 C(TERRHER T ArAERe B 5 A1 T )
-30°C~80°C (Normal humidity, normal air pressure)
1.5 AT
Test Conditions
TERAHER RN, NAZE LT R4 N BT MR &
Unless otherwise specified, tests and measurement shall be made in the following standard conditions:

Normal temperature.................. 5C~35C

FRUETREIE oo FHXE R 25%~85%
Normal humidity..................... relative humidity 25%~85%
BRI R AR e 86KPa~106Kpa

Normal air pressure..................... 86Kpa~106Kpa

LElE A, DU B Y AR BT A N AT
If any doubt arise from the judgment, tests shall be conducted at the following conditions:
T 20°C+2°C

Temperature...............c..ooeee. 20C+2°C
FHSHERE oo, 65%+5%
Relative humidity.................. 65%15%
FRBE e 86KPa~106Kpa
Air pressure........c.coovveveeiiinan.. 86KPa~106Kpa
APPROVE BY B4y 14.03.05 CHECKED BY #7% 14.03.05 PRPARE BY &% 14.03.05
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Y GANGYUAN APPROVAL SPECIFICATIONS

CUSTOMER CUSTOMER'’S P/N GYE'S P/N PRODUCT REVISION

KANO0647-0342B TACT SWITCH A

2. WY
Detailed specification
2.1 AN CEEM BRI PR RE AR
Appearance: There should be no defects that affect the serviceability of product.
2.2 SRR R AT BT I I 25K
Style and dimension: shall conform to the assemble drawings.
2.3 BAEIEI A fbbE S AR
Type of actuating: Tactile feedback.
2.4 JTOR&5H . FAnlik i CRAA RGeS K D g i)
Contact arrangement:| 1\polé; 1 throw
(Details of contact arrangement are given in the assembly drawings.)
2.5 JFFRTAEHUEM: DC 12V, 50mA Cf (i)
Ratings: 12V DC, 50mA (effective value)

3. HEMEE:
ELECTRICAL SPECIFICATION
moH o SR FER
ITEM TEST CONDITIONS REQUIREMENTS
FELL 5V 10mA (1) B FE BAMIC T 1KHz R AZ I HL A
PrEE TR, BL—ANEET 2 A5 ) IR SO 0 T T b
P A HL BH Applying a static load of 2 times operating force to
< Q
! antact the center of the stem, measurements shall be made by o0m
Resistance
5V DC 10mA or more than 1KHZ AC small-current
contact resistance meter.
LE 32 1A DC 500V /Imin (444 R, W& i 1
Y25 v P B JECAE L i AR 1 H LA
92 Insulation Measurement shall be made following application of >100MQ
Resistance 500V DC potential, across terminals, and across
terminals and cover, for one minute.
e e . TigE. okl
I BT Hs FE31- 2 [N 250V AC (50HZ B 60HZ) /1min
_ There should be
3 Dielectric 250V AC (50HZ or 60HZ) shall be applied across
no breakdown and
voltage proof terminals, for one minute.
flashover
APPROVE BY BIHI4Y 14.03.05 CHECKED BY # 7 14.03.05 PRPARE BY T3 14.03.05
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. GANGYUAN

CUSTOMER CUSTOMER’S P/N GYE'S P/N PRODUCT REVISION
KANO0647-0342B TACT SWITCH A
1 H oA K R
ITEM TEST CONDITIONS REQUIREMENTS
fiik L)
Bounce
FIRIE WAL T I ) R T L (RERD 3~4 10,
A ERR I A eh TSGR 3
Lightly striking the center of the stem at a rate encountered in
normal use (3 to 4 times per second), and bounce shall be
tested at “ON” and “OFF”
SIS
Switch
—  0— 0——Fb
— RN ON-3msec.max
4 fovipc = 10KQ i OFF-8msec.max
T scillograph
— |¥ —>
" "l
“ON” “‘OFF”
4. HHTERE:
MECHANICAL SPECIFICATION
TEORTE T HRAE 7 10 JBCE, AR TFORIR B T i Lo it g, U
gy | EIERRITE MR
; Placing the switch such that the direction of switch operation is
1 Operating ; . , X 1.6£0.5N
Force vertical and then gradually increasing the load applied to the
center of the stem, the maximum load required for the switch to
come to a stop shall be measured.
TFRIEETHRAETT IMTBCE,, BA—NA5T 2 A 4% ) B S g it In /2
. TEORIR BTt v, 00 T A% 20 ) P
9 RKATRE Placing the switch such that the direction of switch operation is 0.25+0.1mm
Full Travel vertical and then applying static load of 2times operating force to D
the center of the stem; the travel distance for the switch to come
to a stop shall be measured.
APPROVE BY B4 14.03.05 CHECKED BY # AN 14.03.05 PRPARE BY 757 14.03.05
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. GANGYUAN

CUSTOMER CUSTOMER’S P/N GYE'S P/N PRODUCT REVISION
KANO0647-0342B TACT SWITCH A
sl A S R
ITEM TEST CONDITIONS REQUIREMENTS
[EEL ]
Return Force
TFORHE BT 1RAE T M BCE,, 72T RSl A Tl rhoty R R AT 1R
Jei s DR T ) R B AR ) B
The sample switch is installed such that the direction of switch 0.4N MIN
operation is vertical and upon depressing the stem in its center
to the whole travel distance, the force of the stem to return to its
free position shall be measured.
) SAETT MR, RET IRAN AT 30N [¥)H A . o
ﬁaﬁ%ﬁﬂﬂ’ﬁﬁmﬁﬁ MAGAE 7 18] 1) K B - it HOFE SR LB B
- - faf FEEE 1min. i
{5 15 L Placing th ftch such that the direction of swild iion is| There shall be no sign of
Stop Strength acing the switch such that the direction of switch operation is damage mechanically and
vertical, and then a static load of 30N shall be applied in the :
M . ; . electrically.
direction of stem operation for a period of 1 min.
Ttk TEORTE T HRAET7 10 JBCE, 7 1) SE T KARAE ), IR T4
W | BRI p—
Stem Placing the switch such that the direction of switch operation is T
Strength vertical, and then the maximum force to withstand a pull applied
opposite to the direction of stem operation shall be measured.
FELAR B8 F A T BEAT I
Measurements shall be made following the test set forth below: | &1 2 4% 2 N 3 5 8 o5
——_— (1) 4l 24545°C 90%Ll I
Solderabilit Solder temperature : 245+5C Except for the edge, the
y (2) ®AlE]:25+0.5s8 coating should cover a
Immersion time: 2s+0.5s minimum 90%
ST HE S ES% (GB 5095.6—86) ikl 12a
The other steps please refer to {GB 5095.6-86) TEST 12a
APPROVE BY B4+ 14.03.05 CHECKED BY #7% 14.03.05 PRPARE BY T 7% 14.03.05
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. GANGYUAN

APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER'S P/N GYE'S P/N PRODUCT REVISION
KAN0647-0342B TACT SWITCH A
HiH B & ZLR
ITEM TEST CONDITIONS REQUIREMENTS

5. RAR S 1ERE:

ENVIRONMENTAL SPECIFICATION

[ BRI LSS0 A PRI T IR, 51206 I B LR 36 2%
o tomarature. | PRIEREILIEEAITh 1 NS G RENA:
Following the test set forth below the sample shall be left in | £ HiFH: <200mQ
normal temperature and humidity conditions for 1 h before | Contact resistance:
1 measurements are made: <200mQ
(1) R -30£2°C iH 3,4.1,424.3
Temperature : -30+2°C ltem 3,4.1,4.2,4.3
(2)  If[A): 96h
Time: 96h
B R DT SER AR HEAT DN, SO0 i A ol SO 6 ¥ A
FRUEREE IR EREE TR 1 /N A REDIR -
Following the test set forth below the sample shall be left in | {fiitifH: <200mQ
e it normal temperature and humidity conditions for 1 h before | Contact resistance:
5 fey it X _ <200mQ
Heat resistance | Mmeasurements are made:
(1) . 80+2°C UiH 3,4.1,424.3
temperature:80+2°C ltem 3,4.1,4.24.3
(2)  If[A): 96h
time: 96h
AR T R SR AT 5 IRARFA il B2 PR, SEge )
FF it I O 8 ik S b R B PR EA S o 1 /NN S Ak et U
T IYT IRV ity Y R A T
After 5 cycles of following conditions, the sample shall be
allowed to stand under normal temperature and humidity
conditions for 1 h. and measurements shall be made. During
the test water drops shall be removed.
Temperature Time Fefu i BH: <200mQ
TS S SR . Contact resistance:
3 Change of 2 -10£2°C 2(hour) <200mQ
temperature S 10 —RE" UiH 3,41,424.3
® 10~65¢€ L ltem 3,4.1,4.2,4.3
65+2°C 2
65~-10C 1
APPROVE BY BEHH45 14.03.05 CHECKED BY # A 14.03.05 PRPARE BY T3 14.03.05
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. GANGYUAN

CUSTOMER CUSTOMER’S P/N GYE’'S P/N PRODUCT REVISION
KANO0647-0342B TACT SWITCH A
Tt H S S R
ITEM TEST CONDITIONS REQUIREMENTS
4
FE R DU SER AP EAT IS, S50 A it S O it A
BRAENE LI FREE T A /NI AR R D
Following the test set forth below the sample shall be left in
normal temperature and humidity conditions for 1 h before |
P measurements are made: Hfih P <200mQ |
/ﬂ.lﬁ/ﬂ?l()xjﬁit (1) . 60£2°C Contact resistance:
Moisture . . <200mQ
; temperature: 60+2°C
resistance - UiH 3,41,4.2,4.3
(2)  AHXBEE: 90%~95% ltern 3.4.1 4.2 4.3
relative humidity:90% to 95% o
(3)  Isffa]: 96h
time: 96h
T A B DU T SEB A AP HEAT I, SEEH0: 5 A W2 T 6 2
PRAENE S AOFREE T A /NI S A e I
Following the test set forth below the sample shall be left in
normal temperature and humidity conditions for 1 h before | #filtFLfH: <200mQ
IR measurements are made: Contact resistance:
5 Sulfuration (1) H2S “U&¥KJZ: 3ppmz1ppm £200mQ
resistance H.S gas concentration: 3ppmz*1ppm TiH 3,4.1,4.2,4.3
g pp pp
(2)  WfH: 72h Item 3,4.1,4.2,4.3
Time: 72h
(3) BE: 40+£2°C (90~95%RH)
temperature: 40+2°C (90~95%RH)
FELUR B8 2 A T HEAT I
The switch shall be checked after following test:
(1) HLZ: 35C+2°C
temperature: 35C+2°C
(2) ERHWORE: 521% (s [ k) ‘ \
salt solution : 5+1%(solids by mass) SR 1A T R R
6 A (3) IfE): 8h+1h No remarkable corrosion
Salt Mist Time: 8h+1 hour shall be recognized in
SIS 5 SR TR I 7K i metal part.
After test, salt deposit shall be removed by running water.
APPROVE BY | %% 14.03.05 | CHECKED BY # /A 14.03.05 PRPARE BY FEE 14.03.05
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. GANGYUAN

CUSTOMER CUSTOMER’S P/N GYE’'S P/N PRODUCT REVISION
KANO0647-0342B TACT SWITCH A
6. MRPBRHLIH 4 EE:
ENDURANCE SPECIFICATION
i H o & R
ITEM TEST CONDITIONS REQUIREMENTS
TAE A
Operation life
AR T T USSR AT I
Measurement shall be made following the test set forth below:
DC 12V, 50 mA resistive load rg3|stance§200m() o
(2) BAHA: 2 W % h: #) i £30%
1 Rate of operation: 2 times/s Operating Forc;e '
(3> di e 15 initial value+30%
. ' . . TiH 3,4.1,4.2,4.3
Operating Force:  Operating Force1.5 £ ltem 3.4.14.2.4.3
(4) Pk 80000 X o
Average fault-free life:80,000 cycles
HRH LA T 45 58 2 A EAT
Measurement shall be made following the test set forth below:
(1 WP NEHE: 10~55~10Hz
Vibration frequency range: 10 to 55 to 10Hz
(2)  fRiE (FE—Ig): 1.5mm
e Amplitude: 1.5mm JiH 3,4.1,4.2,4.3
2| RS Vibration | gy gyl GAETANTRL A0SR Ry | o 3.4.1:4.24.3
i)
Direction of vibration:Three mutually perpendicular
direction including the direction of stem travel
(4) WIS TH]: &FK 2hours .
Duration: Each 2hours.

SOLDERING CONDITIONS:

THAL LUR S AT 4R
(1) B&IEEZ: <350C

24 | FLAE (2) HEBHHEINT: <3's
Hand soldering
Please practice according to below conditions:
(1) Soldering temperature: 350°C Max.
(2) Continuous soldering time: 3 s Max.
APPROVE BY B4y 14.03.05 CHECKED BY # /N 14.03.05 PRPARE BY % 14.03.05
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Y GANGYUAN APPROVAL SPECIFICATIONS

CUSTOMER CUSTOMER’S P/N GYE’S P/N PRODUCT REVISION
KANO0647-0342B TACT SWITCH A
i H e 4 F
ITEM Recommended conditions
BE(C)

/\— 260°C max. 3sec max.
230°C

180 +
[ AR I
. 150 +
7.2 Conditions for
reflow )
gl
120sec max. () 40s max.
3to 4 min.
P e (]
Ui 1A TR G, AL ANEE.
After switches were soldered,please be careful not to clean svf_\c S it@l. LT@
Y“ | \
1.2 LEAE IR L TE Y ° ﬂﬁ@ﬂ - )
e of Us H O , i rgjshall e'380°C max and 3 sec.max.
1. z PRANEELE IO I I A7 A o
Right after switches were soidered;please be careful not to load to on the knobs of switches.
2 it MERE AR ( Design instructions):
2.1 ENREERR R 22 e LR 2 W™ b
Follow recommended P.W.B. piercing plan in outside drawing page.
3 EEF(Note):
3.1 AN S I A7 Ay 1) s B S B TG
Please be cautions not to give excessive static load or shock to swiches.
3.2 JFRES G, EURIFERGE A S
Please be careful not to pile up P.W.B.after switches were soldered
3.3 ORAEINF 0 L N v A 38 T v il v i R A b P SR I PR G o n e I TR PR A, T AN ST T EAR
Preservation under high temperature and high high humidity or corrosive gas should be avoided
Especially . When you need to preserve for a long period ,do not open the carton .
APPROVE BY B4 14.03.05 CHECKED BY # A% 14.03.05 PRPARE BY T35 14.03.05
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. GANGYUAN

CUSTOMER CUSTOMER’S P/N GYE'S P/N PRODUCT REVISION
KAN0647-0342B TACT SWITCH A
1K DR o
N= = | =
] P.C.E LAND FATTERM
—HE | TS _ .,
£3
—HE | HIN 10
 E——
6l
General tolerance: +0.1mm
NO. NAME MATERIAL | NATIONALITY QTY. FINISHING
1 TERMINAL Brass China 1 Silver plating
2 CASE FR52 USA 1 Black
3 CONTACT Pgosphor Korea 1 Contact side-silverplating
ronze
4 COVER SUS China 1
5 STEM FRS52 USA 1 RED
APPROVE BY B4 14.03.05 CHECKED BY # /N 14.03.05 PRPARE BY T3 14.03.05
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= GANGYUAN

APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER'S P/IN GYE'S PIN PRODUCT REVISION
KAN0647-0342B TACT SWITCH A
8. £/~=T1%: The country of origin
WENZHOU GANGYUAN ELECTRONICS CO.,LTD
NO.392 NING KANG EAST ROAD OF YUE QING CITY, ZHE JIANG
9. B%: Packing
P | 3% PACKING BAG | WO INTERBOX | AMI%Hi OUTBOX | %& B
ﬂmm)ﬁaw) ﬂmm) s | e cax || $P0) «O
KANO647 | 145X 14.5 [445K855 28, |\ 2g = I =

WENZMUU GEAR RGO

APPROVE BY

B4 14.03.05
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# /A 14.03.05

PRPARE BY

T 14.03.05
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