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GANGYUAN APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER’S P/N GYE’S P/N PRODUCT REVISION
KANI1211 TACT SWITCH A

A.Specification & meanings

The name of the tact switch is composed by type and specification, the particular meaning of the type. specification and code
is as follows.

KANI1211— O O

L
—‘7 —‘7 Press force (refer to chart 3)
Stem color (refer to-chart2)

Product/height (refer|to chart 1)
1. Product height: It is dencted by three figures; Eorexamnlag ¥0787axnkaceds thel product/ which-the total height is
7.5mm,as chart 1 shgws:

Code '/ \Product height Code Product height Code Product height
043 4.3 090 9 150 15

050 5 095 9.5 160 16

060 6 100 10 170 17

070 7 110 11 180 18

075 7.5 120 12 190 19

080 8 130 13

085 8.5 140 14

2. Stem color: It is expressed by a figure, as chart 2 shows:

Color Black
Code 1

3. Operating force: An English letter expresses it, unite: Newton (N),as chart 3 shows:

Operating
force Press force Return force
Code ec
A 1.0 1.0+0.3 0.2min
B 1.6 1.6£0.5 0.4min
C 2.6 2.6+0.5 0.6min

Examples: “KAN1211-0501B” denotes the tact switch with 12x12 base, the height is 5Smm,the stem is black , the operating force

is 1.6N.
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GANGYUAN APPROVAL SPECIFICATIONS

CUSTOMER CUSTOMER’S P/N GYE’S P/N PRODUCT REVISION
KANI211 TACT SWITCH A
1. i
GENERAL
1.2 @RI
APPLICATION
LR 58 ] T DU R Ak T 58 AT SG E5K
This specification is applied to the requirements for TACTILE SWITCH (MECHANICAL CONTACT)
1.3 ARV
Operating Temperature Range
—20°C~70 CHERMER T ARAERREZAF )
-20°C~70°C (Normal humidity, normal air presstre )
1.4 ekl FE e
Storage Temperatute Range
—30°C~80'C (FEFMEIASTE . bl BEAATF )
-30°C~80°C (Normal humidity, normal air pressure)
L5 I acAF
Test Conditions
TERAIERFE AT, NAZAELL T RGP E R 347 00 R
Unless otherwise specified, tests and measurement shall be made in the following standard conditions:
FL o 5C~35C
Normal temperature.................. 5C~35C
BRERERE o FHRHRE 25%~85%
Normal humidity..................... relative humidity 25%~85%
FRUER S 86KPa~106Kpa
Normal air pressure..................... 86Kpa~106Kpa
FERE R, M NAZAE BLR B 54 T 3EAT
If any doubt arise from the judgment, tests shall be conducted at the following conditions:
WPE o 20C+2°C
Temperature............ccevevevnenn. 20°C£2°C
FHRRRRE 65%+5%
Relative humidity.................. 65%+5%
RBEAE o 86KPa~ 106K pa
Al Pressure.....ooveveenneneeneenennn.. 86KPa~106Kpa
APPROVE BY #id 09.10.25 CHECKED BY K FK09.10.25 PRPARE BY 5 09.10.25
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GANGYUAN APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER’S P/N GYE’S P/N PRODUCT REVISION
KANI1211 TACT SWITCH A
2. T4
Detailed specification
2.1 AW NTGEm . BEACT S ERE R B
Appearance: There should be no defects that affect the serviceability of product.
2.2 FRRCE R RAT : NAT A 3 S 2K
Style and dimension: shall conform to the assemble drawings.
2.3 BB A RN KRR
Type of actuating: Tactile feedback.
2.4 JTOREGH: P |nl ik o e HH CRAAS AR fish po el 1 A 2 R P A R0 )
Contact arrangement: 1 polel 1/throw
(Details of contact arrangement are given in the assembly drawings.)
2.5 FFRTAEBUEME: DC 12V, S0mA (f%fH)
Ratings: 12V DC, 50mA (effective value)
3. HAPERE:
ELECTRICAL SPECIFICATION
oA v S SN
ITEM TEST CONDITIONS REQUIREMENTS
FELL 5V 10mA f) ELE B EAMIT T 1KHZ FACH -
PR g, AN T 2 A8 D I U tn - T
L
1 Fefuop fH Applying a static load of 2 times operating force to the <100mQ
Contact Resistance center of the stem, measurements shall be made by 5V DC -
10mA or more than 1KHZ AC small-current contact
resistance meter.
FE3 1 2 [ in DC 100V /1min [ 4cAF R 2
[ JER 8 L A ) HEL FELAEL
2 é@g%%g Measurement shall be made following application of >100MQ
Inggatiog Fougrance 100V DC potential, across terminals, and across terminals and
cover, for one minute.
v R IR e 7 [N 250V AC(S0HZ 5% 60HZ)/1min il & Ll
3 Dielectric 250V AC (50HZ or 60HZ) shall be applied across There should be no
voltage proof terminals, for one minute. breakdown and
flashover
APPROVE BY it 09.10.25 CHECKED BY K HK09.10.25 PRPARE BY #H 5 09.10.25

Page 3 of 11




GANGYUAN APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER’S P/N GYE’S P/N PRODUCT REVISION
KANI1211 TACT SWITCH A
5 R % & 1T Tk
ITEM TEST CONDITIONS REQUIREMENTS

4. PUBETERE:

MECHANICAL SPECIFICATION

%7
1 Operating
Force

TFoRTE BT R 5 10 T8CE,,  AETT RIS A T Lo 22 it g,
BIP RSP K.

Placing the switch such that the direction of switch operation is
vertical and then gradually increasing the load applied to the center of
the stem, the maximum load required for the switch to come to a stop
shall be measured.

refer to chart 3

BANATHE
Full Travel

TERIEE T EAETT MECE, BA—ANET 2 4% 0 s 5 it n /e
TEORIR BN AT vy, 0 T % 20 FR) P

Placing the switch such that the direction of switch operation is
vertical and then applying static load of 2times operating force to the
center of the stem; the travel distance for the switch to come to a stop
shall be measured.

0.3+£0.15mm

APPROVE BY

Wit 09.10.25 CHECKED BY X #K09.10.25

PRPARE BY

w35 09.10.25
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GANGYUAN APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER’S P/N GYE’S P/N PRODUCT REVISION
KANI1211 TACT SWITCH A
T H K & UEN
ITEM TEST CONDITIONS REQUIREMENTS
[EEL ]
Return Force
TFoRTEE T B A7 0 JBCE,,  AETT RIK S ATt 0 T B B AT R
Jeis DN T ) B AR B ) ) R
3 The sample switch is installed such that the direction of switch refer to chart 3
operation is vertical and upon depressing the stem in its center to the
whole travel distance, the force of the stem to return to its free position
shall be measured.
I H T AT I JRCE, ERAED. XSt 30N i ' o
. ;F?EQ# liﬁfﬁﬁﬁ i MR A 7 110 i) BB 11 o Ko MU o SR
4 {5 1R L PR ° . — ) - . There shall be no sign of
Stop Strength Placing the switch such that the direction of switch operation is damage mechanically and
vertical, and then a static load of 30N shall be applied in the direction .
. . . electrically.
of stem operation for a period of 1 min.
TR TFR T FL AT T8RS 5 1 Sl dse K ERAT T, 10 T 49
R Ve =knn
5 S E’Jﬁﬁ«a o - ‘ o ON min.
Stem Placing the switch such that the direction of switch operation is
Strength vertical, and then the maximum force to withstand a pull applied
opposite to the direction of stem operation shall be measured.
{ECLR B8 4 AF R REAT I
Measurements shall be made following the test set forth below: BRIL 2 AR 2 N 1) 50 78 i
T (1) SRk :245+5°C 90% LA I
6 Sold blt Solder temperature : 245+£5C Except for the edge, the
oderabiity (2) BWARH:2s+0.5s coating should cover a
Immersion time: 2s+0.5s minimum 90%
T HELES% (GB 5095.6—86) AL 12a
The other steps please refer to {GB 5095.6-86) TEST 12a
APPROVE BY Wit 09.10.25 CHECKED BY K K 09.10.25 PRPARE BY i 09.10.25
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GANGYUAN APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER’S P/N GYE’S P/N PRODUCT REVISION
KANI1211 TACT SWITCH A
5 H R % & 1T 7ok
ITEM TEST CONDITIONS REQUIREMENTS

5. PePRHIERE:

ENVIRONMENTAL SPECIFICATION

M=RILR v g o TR e v e s
MCERBUE | P B DL e A R, 500 B A
emperature FRIEIIERIIRBET | /NN 5 A
Following the test set forth below the sample shall be-left\in|norinal el pH: <200mO
temperature and humidity eenditions) for\\ /M before / measurements Otaat re.sis—tance' <200mO
: s : 5 3,4.1,4243
O [ 0RE Item 3,4.1,4.2,4.3
Temperattre : -30+£2°C P
(2)  Iffa]: 96h
Time: 96h
FE il A% B DL S A5 PR AT UK, S0 e A ot TS U
PSR BE I EREE T 1 /NI S AR BEDIR:  Following the test set
forth below the sample shall be left in normal temperature and | FZMlHEL: <200mQ
2 fe i humidity conditions for 1 h before measurements are made: Contact resistance: <200mQ
Heat resistance (1) . 80£2°7C TiH 3,4.1,42,43
temperature:80+2°C Item 3,4.1,4.2,4.3
(2)  Bf[al: 96h
time: 96h
AR T AR SR UEAT 5 AR AL S PRI, SRS
RE ol I T 6 il A bR EE PRI PR T 1 /NI S Ak e ke U
TSI IRV i S R AR T
After 5 cycles of following conditions, the sample shall be allowed
to stand under normal temperature and humidity conditions for 1 h.
and measurements shall be made. During the test water drops shall
be removed.
L FE Temperature Time Pef L <200mQ
VELEE A IR =
/S EN A —_ -10+£2°C 2(h Contact resistance: <200mQ
3 Change of S 0 (hour)
t t S TiH 3,4.1,42,43
P & -10~65°C ! Item 3,4.1,42,4.3
65+2°C 2
65~-10C 1
APPROVE BY Wit 09.10.25 CHECKED BY KK 09.10.25 PRPARE BY i 09.10.25
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GANGYUAN APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER’S P/N GYE’S P/N PRODUCT REVISION
KANI1211 TACT SWITCH A
5 H o & fF R
ITEM TEST CONDITIONS REQUIREMENTS
4
FE it W42 B DL R S50 26 A REAT IS, SIEEG I B i W TBCLE 3 U A
FRUESEE FIIREE 1 /N S Pk DR : Following the test set
forth below the sample shall be left in normal temperature and
humidity conditions for 1 h before measurements are made: .
Moisture temperature: 60-2°C Contact resistance: <200mQQ
N ’ ]
resistance (2)  AHANREE: 90%~95% IIJ‘ H 33’211’:22’:33
relative humidity:90% to 95% term 3.8 1A 5%
(3> If1H: 96h
tinié: 96h
i D 42 DT SI2EG 25 B AT IR, S0 J A ot I T U
PRUEVEEE A EE T 1 /NI S A REIK: Following the test set
forth below the sample shall be left in normal temperature and
Fifbikig humidity conditions for 1 h before measurements are made: £ LN E . <200mQ
5 Sulfuration (1) H,S A : 3ppm=lppm Contact resistance: <200mg2
resistance H,S gas concentration: 3ppm=1ppm T 3,4.1,424.3
(2) A 72h Item 3,4.1,4.2,4.3
Time: 72h
(3) WJE: 40£2°C (90~95%RH)
temperature: 40+2°C  (90~95%RH)
FELUR B8 24 T HE T I
The switch shall be checked after following test:
(1) WJE: 35C+2C
temperature: 35°C+£2°C
(2) ERHWOREE: 5+1% i H 4k
3 . (V) 1
. H;La[}% ?olgll‘iliolnh. 5+1%(solids by mass) S TR F VAT BT
6 EHhZ AL T : Shil b No remarkable
Salt Mist . me. « our corrosion shall be
St B AR DU A recognized in metal part.
After test, salt deposit shall be removed by running water.
APPROVE BY #id 09.10.25 CHECKED BY K FK09.10.25 PRPARE BY 5 09.10.25
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GANGYUAN APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER’S P/N GYE’S P/N PRODUCT REVISION
KANI1211 TACT SWITCH A
6. HLIRHLBRTERE:
ENDURANCE SPECIFICATION
i W & 1F Tk
ITEM TEST CONDITIONS REQUIREMENTS
Tt

Operation life

AR T K SR A T
Measurement shall be made following the test set forth below:
(1) DC 12V, 50mA ‘i i3k
DC 12V, 50 mA resistive load
(2) HZshEx: 10U

Rate of operation: 1 times/s

2 fih /. FH <200mQContact
resistance<200mQ
21 F Y £30%

Operating Force:!

(3) &y RS/ 1% initial vatue£30%
Operating |[Force: | /| “Operating Force1.5double TiH 3,4.1,42,4.3
(4) || Il by Average fault-free life Item 3,4.1,4.2,4.3
A 1.0 100000 X
B 1.6 80000 /X
C 2.6 50000 /X

AR LT 4558 25 AFEA T

Measurement shall be made following the test set forth below:

Duration: Each 2hours.

(D IREhPFJEH: 10~55~10Hz
Vibration frequency range: 10 to 55 to 10Hz
(2) i (E—1%): 1.5mm
S Amplitude: 1.5mm HH 3,4.1,42,43
2| AREhVibration |3y gz iy Gk TRATRLS FIZE I = IR (g )y | Ttem 34.1.4.2.4.3
[7]
Direction of vibration:Three mutually perpendicular
direction including the direction of stem travel
(4) MK [E]: BEK 2hours .

SOLDERING CONDITIONS:

(1) B E: <350C

AL LA N F A T AR

JHE a2 N N
gq | TORE Q) HEGHP A <3 s
Hand soldering
Please practice according to below conditions:
(1) Soldering temperature: 350°C Max.
(2) Continuous soldering time: 3 s Max.
APPROVE BY it 09.10.25 CHECKED BY XK HK09.10.25 PRPARE BY W % 09.10.25
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GANGYUAN APPROVAL SPECIFICATIONS

CUSTOMER CUSTOMER’S P/N GYE’S P/N PRODUCT REVISION
KANI1211 TACT SWITCH A
H sl 1t Tji H Items 2<1F Condition
Conditions for Pl = ANBRAG T 2 BB AU R T PR SR
. Flux built-up Mounting surface should not be coated with flax
Auto-dip

V1) P 5 AR - T P J) FEILEE 100°C max.

TR
e Ambient temperature of the soldered surface of PC board. 100°C

Preheating temperature

max.
TR I 1)
72 ’ Jm,ryt ) 60s max.
Preheating time
F BRI
m,[ - 260°C| max,
Soldeting fémperature
iR U 1)
| . 5s max.
Ceontinuous dipping time
SV 2R
Number of soldering 2times max.

PRV -
1. JPREME, EEALE RN,

After switches were soldered,please be careful not to clean switches with solvent.

L1 AEAE IS BRSO T, MR BE N AE 350 C AR L 3 FPLAN .
In the case of using solding iron, solding conditions shall be 350°C max and 3 sec.max.

1.2 RGN EAE TSt In 4
Right after switches were soidered;please be careful not to load to on the knobs of switches.

2. Bt N B IR Design instructions)

2.1 ENRIEAR K 22 e FL R 25 I il I
Follow recommended P.W.B. piercing plan in outside drawing page.

3. HEEA(Note):

3.1 VE ANt IR A ) s ) BSR B T O%
Please be cautions not to give excessive static load or shock to swiches.

3.2 TP, EVRIEEARGE S AN B
Please be careful not to pile up P.W.B.after switches were soldered.

3.3 DR I JEFE I R T Rl A JE T ek AR PR o n A AN TR R A7, T AN
TR o
Preservation under high temperature and high high humidity or corrosive gas should be
avoided Especially . When you need to preserve for a long period ,do not open the carton.

APPROVE BY Mt 09.10.25 CHECKED BY x #k09.10.25 PRPARE BY W 3% 09.10.25
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GANGYUAN APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER’S P/N GYE’S P/N PRODUCT REVISION
KANI211 TACT SWITCH A
[
U 0.0MAX
-
-+ |
I A
PR KR ™ gl
| (s
' | |
NSRS
3.0%0.0
| 4 129
o~ D | 4-p1.3
i il O ‘
» ‘:':
i I N ZERY
ml i B St
\
017
General tolerance: +0.2mm
NO. NAME MATERIAL | NATIONALITY QTY. FINISHING
1 TERMINAL Brass China 1 Silver plating
2 CASE PA66-G30 China 1 Black
3 CONTACT Pl;osphor Korea 1 Contact side silver plating
ronze
4 COVER SPCC-SD China 1 CuSn plating
5 STEM PA66-G30 China 1 Black
APPROVE BY Wit 09.10.25 CHECKED BY ) #£09.10.25 PRPARE BY i 09.10.25
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GANGYUAN APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER’S P/N GYE’S P/N PRODUCT REVISION
KAN1211 TACT SWITCH A
8. #£rf=13%:  The country of origin
WENZHOU GANGYUAN ELECTRONICS CO.,LTD
NO.392 NING KANG EAST ROAD OF YUE QING CITY, ZHE JIANG
9. f%%: Packing
PR | 3EIS PACKING BAG | WA3:4i INTER BOX SMUFEAE  OUT BOX, |4 EN
(Kg) (Kg)
KAN1211 | # #(Cm) | & (pcs) K& (Cm) ARH # B (Cm) a5
043 19%21 500 2116%16.5%6.1 2 A4.5%35%28 16 11.7 13.811
050 19421 500 21.6x16.5%6.1 2 44.5x35%28 16 12.6 14.711
060 19x21 500 21.6x16.5%6.1 2 44.5%35x%28 16 13.5 15.611
070 19x21 500 21.6x16.5%6.1 2 44.5%35x%28 16 13.9 16.011
075 19x21 500 21.6x16.5%6.1 2 44.5%35%28 16 14.5 16.611
080 19x21 500 21.6%16.5%6.1 2 44.5%35%28 16 14.8 16.911
085 19x21 500 21.6%16.5%6.1 2 44.5%35%28 16 15.0 17.111
090 19x21 500 21.6%16.5%6.1 2 44.5%35%28 16 15.4 17.511
095 19x21 500 21.6x16.5%6.1 2 44.5x35%28 16 16.2 18.311
100 19x21 500 21.6x16.5%6.1 1 44.5x35%28 16 8.16 10.168
110 19x21 500 21.6x16.5%6.1 1 44.5x35%28 16 8.32 10.328
120 19x21 500 21.6%16.5%6.1 1 44.5%35x%28 16 8.85 10.858
130 19x21 500 21.6%16.5%6.1 1 44.5x35x%28 16 9.20 11.208
150 19x21 500 21.6x16.5%6.1 1 44.5x35x28 16 9.35 11.358
170 19x21 500 21.6x16.5%6.1 1 44.5%35x%28 16 9.89 11.898
APPROVE BY ¥t 09.10.25 CHECKED BY * K 09.10.25 PRPARE BY W 3% 09.10.25
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