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; GANGYUAN APPROVAL SPECIFICATIONS

CUSTOMER CUSTOMER’S P/N GYE'S P/N PRODUCT REVISION
KAN2241-00651D0101 TACT SWITCH A
1. Hd
GENERAL
1.2 dHIVEH
APPLICATION

SRR 1538 T B U A T SR AR DG K

This specification is applied to the requirements for TACTILE SWITCH (MECHANICAL CONTACT)
1.3 AR H

Operating Temperature Range

—20C~T70°C({EAUMER T sy AR JESAET)

-20°C~70°C (Normal humidity, normal air pressure)
1.4 D5 e

Storage Temperature Range

—30C~80C({fEAHE R T sy AR JESAET)

-30°C~80°C (Normal humidity, normal air pressure)
1.5 MRS

Test Conditions

TE AR L ERAE IIZS T TN (R BA I RS A bR 0 e

Unless otherwise specified, tests_.and measurement shall be made in the following standard conditions:

Normal temperature.................. 5C~35C

BRI o FHREE 25% ~85%
Normal humidity..................... relative humidity 25%~85%
FRUER TR e 86KPa~106Kpa

Normal air pressure..................... 86Kpa—~106Kpa

P I R e, DURECRIIN Y i AR LR IS4 2R T
If any doubt arise from the judgment, tests shall be conducted at the following conditions:
B 20°C+£2°C

Temperature........................... 20°C+2°C
FHFFRSE e 65%+5%
Relative humidity.................. 65%x5%

B R 1 2 SR 86KPa~106Kpa
Air pressure........oooeeveveieieinienen.. 86KPa~106Kpa

APPROVE BY 4T 14. 07. 08 CHECKED BY Iji;k 4 14.07.08 PRPARE BY T3 14.07.08
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GANGYUAN APPROVAL SPECIFICATIONS

CUSTOMER CUSTOMER'’S P/N GYE'S P/N PRODUCT REVISION

KAN2241-00651D0101 TACT SWITCH A

2 TRANHET
Detailed specification
2.1 AW NCEEME . BRI P RE BRI
Appearance: There should be no defects that affect the serviceability of product.
2.2 SR FCE IR RG] NATA R le B 2K
Style and dimension: shall conform to the assemble drawings.
2.3 BAFIEI Al SOV AR
Type of actuating: Tactile feedback.

2.4 JFIREEMY: PRl et (LA filS 4 %YUAN @\/ TQ&T@
Contact arr : @
(Details of c are given in the assembly drawings.)

2.5 JFRTAFHE: DC 12V, 50mA CHZUE)
Ratings: 12V DC, 50mA (effective value)

3. ESMEE:
ELECTRICAL SPECIFICATION
oA A o R R
ITEM TEST CONDITIONS REQUIREMENTS
FELL 5V 10mA ) B HLYR BANMIC T 1KHz B ACUR FLE
FRLER T, LN T 2 54 B S I T s
1 Bl Applying a static load of 2 times operating force to oo
Contact Resistance | the center of the stem, measurements shall be made by -
5V DC 10mA or more than 1KHZ AC small-current
contact resistance meter.
FE i1 22 (A0 DC 100V /Imin FI4cMF T, W v
Y 25 v B ZTAYJEC R AR ) PR AR
2 Insulation Measurement shall be made following application of >100MQ
Resistance 100V DC potential, across terminals, and across
terminals and cover, for one minute.
. JidigE. okl
A JE Eumf-2Z (8] N 250V AC (50HZ &Y, 60HZ) /1min ’
_ There should be
3 Dielectric 250V AC (50HZ or 60HZ) shall be applied across
no breakdown and
voltage proof terminals, for one minute.
flashover

APPROVE BY 4T 14. 07. 08 CHECKED BY Ik A4 14.07.08 PRPARE BY FE 14.07.08
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. GANGYUAN

CUSTOMER CUSTOMER’S P/N GYE’'S P/N PRODUCT REVISION
KAN2241-00651D0101 TACT SWITCH A
T H T SR BR
ITEM TEST CONDITIONS REQUIREMENTS
fiiki R} 5
Bounce
2 WO AL T IN ) B A Aoy (REFD 3~4 70,
T 1 W I I A MR T O 3
Lightly striking the center of the stem at a rate encountered in
normal use (3 to 4 times per second), and bounce shall be
tested at “ON” and “OFF”
IPS
Switch
—  0— 0———
— b ON-3msec.max
4 10v|DC — 10KQ é AN &5 OFF-8msec.max
T TOscillograph
N ‘( —»
i WP
“ON” “OFF”
4. HIHMRE:
MECHANICAL SPECIFICATION
TEOCHE B THRAE 7 M JBCE, AR TF RIS 14 T sy v L 8 W it g,
gy | BOPRSIR R,
; Placing the switch such that the direction of switch operation is
1 Operating ; . ; X 1.31£0.5N
Force vertical and then gradually increasing the load applied to the
center of the stem, the maximum load required for the switch to
come to a stop shall be measured.
TR THRAETT 0 JRCE, LA—NE5T 2 £ ) B Suar it 4
B FEIIK B A T ey, 0 T A% 2 P B o
9 BAATHE Placing the switch such that the direction of switch operation is 0.2+0 1mm
Full Travel | vertical and then applying static load of 2times operating force to T
the center of the stem; the travel distance for the switch to come
to a stop shall be measured.
APPROVE BY BEIHAS 14. 07. 08 CHECKED BY Tji7k 74 14.07.08 PRPARE BY T 14.07.08
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. GANGYUAN

Return Force

TFR A LT ERAE 7 RBCE,  AETF SRR B T s B B = AT R
Jes DR T ) B ) I

APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER’S P/N GYE’'S P/N PRODUCT REVISION
KAN2241-00651D0101 TACT SWITCH A
i H ENE X BN
ITEM TEST CONDITIONS REQUIREMENTS
EESS

(SRS
Stop Strength

The sample switch is installed such that the direction of switch 0.4N.min.
operation is vertical and upon depressing the stem in its center
to the whole travel distance, the force of the stem to return to its
free position shall be measured.

) e AET ) 2y UIemIELD) 30N [ . o
TEORTE T BRAEJT M JRCE,  MERAETT 10 ) SRS 4t g MU A SR

FEFRSE 1min.
Placing the switch such that the direction of switch operation is
vertical, and then a static load of 30N shall be applied in the

There shall be no sign of
damage mechanically and

direction of stem operation for a period of 1 min. electrically.
Tk TR L THRAET7 0 R, 7 ) SEt B KA Ty, IR T
W | TR ——
Stem Placing the switch such that the direction of switch operation is S
Strength vertical, and then the maximum force to withstand a pull applied
opposite to the direction of stem operation shall be measured.
FE AR B8 2 A T BEATI0 &
Measurements shall be made following the test set forth below: | [ 14 Z 4 B N 5 5] 78 735
AR (1) MR E:24545°C 90% LA |
Solderability Solder temperature : 245+5°C Except for the edge, the
(2) AW ]:25+0.5s coating should cover a
Immersion time: 2s+0.5s minimum 90%
XFHe RS (GB 5095.6—86) ik 12a
The other steps please refer to {GB 5095.6-86) TEST 12a
APPROVE BY BEEIAY 14. 07. 08 CHECKED BY Iji7k 74 14.07.08 PRPARE BY +#7E 14.07.08
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. GANGYUAN

APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER’S P/N GYE’S P/N PRODUCT REVISION
KAN2241-00651D0101 TACT SWITCH A
TiH O & 25k
ITEM TEST CONDITIONS REQUIREMENTS

5. *&BEEE,EB'EﬁE

ENVIRONMENTAL SPECIFICATION

oy S LT S0 4 PRIEAT UR,  920J5  ER 36J
o toaarature. | PRI RIZEHID 1 NS L AEIR. |
Following the test set forth below the sample shall be left in | #fiififH: <200mQ
normal temperature and humidity conditions for 1 h before | Contact resistance:
1 - measurements are made: <200mQ
(D ESE: -30x2°C iH 3,4.1,42,4.3
Temperature : -30£2°C ltem 3,4.1,4.2,4.3
| (2) W 96h
Time: 96h
FE it D A2 R DA S5 S5 A HEAT WK, SIZB0: 5 A ol N T 6 U %
PR B B FREE A /NI AP e
Following the test set forth below the sample shall be left in | Bt PH: <200mQ
2RI normal temperature and humidity conditions for 1 h before | Contact resistance:
5 e U , <200mQ
Heat resistance | Measurements are made:
o R . UiH 3,41,4.24.3
(1) #JE: 80+2°C 7 L,
temperature:80+2°C ltem 3,4.1,4.2,4.3
(2)  WfH: 96h
time: 96h
AR RN ESR AT 5 OAG R B I, S
TR it 2 JECAE ek S b I P R BRSNS AP e it
TS TR A ot N PR R T4
After 5 cycles of following conditions, the sample shall be
allowed to stand under normal temperature and humidity
conditions for 1 h. and measurements shall be made. During
the test water drops shall be removed.
Temperature Time FefudiBH: <200mQ
WS FIENRA . Contact resistance:
3 Change of § -10£2°C 2(hour) <200mQ
temperature o A0 —RE" IiH 3414243
® 10765 ! ltem 3,4.1,4.2,4.3
65+2°C 2
65~-10C 1
APPROVE BY BEEIAY 14. 07. 08 CHECKED BY Tji7k 74 14.07.08 PRPARE BY 7% 14.07.08
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> GANGYUAN

APPROVAL SPECIFICATIONS

CUSTOMER CUSTOMER’S P/N GYE’'S P/N PRODUCT REVISION
KAN2241-00651D0101 TACT SWITCH A
T H o & R
ITEM TEST CONDITIONS REQUIREMENTS
4
P it A2 HE DA S0 S AR EAT A, S50 5 A i A2 TBCAE 6 i A
PR B B FREE A /NI AR e
Following the test set forth below the sample shall be left in
normal temperature and humidity conditions for 1 h before|
N measurements are made: F i FpL B« <200mQ
AR SE i ; Contact resistance:
: (1) #JE: 60+2°C
Moisture . . <200mQ
: temperature: 60+2°C -
resistance . if 3,4.1,42,4.3
(2)  HXHEBEE: 90%~95% ltem 3.4.14.2473
relative humidity:90% to 95% o
(3)  Iffal: 96h
time: 96h
it D2 HE DA SES0 S AR EAT A, S50 5 1 iy W2 O 6 W A
PR B O FREE A /NI AP e
Following the test set forth below the sample shall be left in
normal temperature and humidity conditions for 1 h before | #filFifH: <200mQ
A5 measurements are made: Contact resistance:
5 Sulfuration (1) H.S S 4kHeE: 3ppm+Tppm <200mQ
resistance H2S gas concentration: 3ppm+1ppm JiH 3,4.1,4.2,4.3
g pp pp
(2) H‘J‘I‘EJ: 72h ltem 3,4.1,4.2,4.3
Time: 72h
(3) #JE: 40+2°C (90~95%RH)
temperature: 40+2°C (90~95%RH)
FE LU B8 26T T HEAT I &
The switch shall be checked after following test:
(1) #idfE: 35°C+2°C
temperature: 35°C+2°C
(2) HEHRSE: 5:1% CFRF ML) ‘ ‘
‘ salt solution : 5+1%(solids by mass) SR 1A F T R
6 Eh 25 (3) WffE: 8hx1h No remarkable corrosion
Salt Mist Time: 8h+1 hour shall be recognized in
S0 5 1 Eh U P K metal part.
After test, salt deposit shall be removed by running water.
APPROVE BY BEEIAY 14. 07. 08 CHECKED BY Tji7k 74 14.07.08 PRPARE BY 7% 14.07.08
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. GANGYUAN

APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER’S P/N GYE’S P/N PRODUCT REVISION
KAN2241-00651D0101 TACT SWITCH A
6. HRBRHLIHMEAE :
ENDURANCE SPECIFICATION
TiH O & 25k
ITEM TEST CONDITIONS REQUIREMENTS
TAE A

Operation life

WEN

HRAE I T A P 2K AT I3
Measurement shall be made following the test set forth below:
(1) DC 12V, 50mA 77 fi#k
DC 12V, 50 mA resistive load

(2) ¥zhidF: 1] I

Rate of operation: 1 times/s

¥ d): ¥ 1.5 £
Operating Force:  Operating Force1.5 double
L (4 PR FMr: Average fault-free life
| p | 13 [ 100,000 % |

- (3

% fih i [ <200mQContact
resistance<200mQ

% J1« W {E B +£30%
Operating Force:

initial valuex30%

TiH 3,4.1,42,4.3

ltem 3,4.1,4.24.3

k3 Vibration

AR LA 45 78 S AP AT I

Measurement shall be made following the test set forth below:
(1) RIMFJEH: 10~55~10Hz

Vibration frequency range: 10 to 55 to 10Hz

PRl (IE—1g): 1.5mm

Amplitude: 1.5mm

BT 0] A FET-WATRETT 076 N ) = AN AH TR BT

A

Direction of vibration:Three mutually perpendicular

direction including the direction of stem travel

] FEK 2hours .

Duration: Each 2hours.

(2)

3

(4

IiH 3,4.1,42,4.3
Item 3,4.1,4.2,4.3

7. 1BEEEE:

SOLDERING CONDITIONS:

W% LT AT I
(1) FELE: <350°C

24 | TLME (2) LR . <3's
Hand soldering
Please practice according to below conditions:
(1) Soldering temperature: 350°C Max.
(2) Continuous soldering time: 3 s Max.
APPROVE BY BEEIAY 14. 07. 08 CHECKED BY 7k 74 14.07.08 PRPARE BY T#7E 14.07.08
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) GANGYUAN APPROVAL SPECIFICATIONS

CUSTOMER CUSTOMER'’S P/N GYE'S P/N PRODUCT REVISION
KAN2241-00651D0101 TACT SWITCH A
i H |
ITEM Recommended conditions
mE(C)

/\— 260°C max. 3sec max.
230°C
180 +
EIMiving
. 150 +
Conditions for

7.2
fl .
reflow BiE]
120sec max.(F) 405 max.
3to 4 min.
4P i i e (8]
i« 1A IR G, HEEAZHWANEE.

a AH O max and 3 sec.max.

REAN B TG0HT Jti I 74 o
Right after switches were soidered;please be careful not to load to on the knobs of switches.

After switches were soldered,please be careful not to clean SV/L\C s-wit . LT@
T‘ A
1.2 7EAE A Bk s AR \ %%g%ﬂ 4 @ o
| N ‘ }@ms II'be’380 )

2 EIitHhMEFERKEDT( Design instructions):
2.1 ENRIEERR ) 222 AL R 2 0 i ]
Follow recommended P.W.B. piercing plan in outside drawing page.

3 EE A (Note):
3. VANt ke A AT I s ) S B I R
Please be cautions not to give excessive static load or shock to swiches.

32 JFRESIG, EURFENT A ST
Please be careful not to pile up P.W.B.after switches were soldered

3.3 LRSI HE Y 7 e T T v 0 e i R AT S T AR IR B . T AN (R DR A, TE AN ST AR
Preservation under high temperature and high high humidity or corrosive gas should be avoided
Especially . When you need to preserve for a long period ,do not open the carton .

APPROVE BY 4T 14. 07. 08 CHECKED BY Ik 4 14.07.08 PRPARE BY T3 14.07.08
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GANGYUAN

APPROVAL SPECIFICATIONS

CUSTOMER CUSTOMER'’S P/N GYE'S P/N PRODUCT REVISION
KAN2241-00651D0101 TACT SWITCH A
N
©
i
0 5.0x0. 2
©
O
0.6
Y
[ A
N y
1
3)
e
O
* as) LT@
<
|_‘\_L-:’-I /A\A’\H@YU kn\ Dg
EJ\ é‘ Il 3 511 _
@ 2.520.1
ﬁ» T—
N 1.6
L [
@ !
2.8+0.05 b B
- o\
|
» ~ [ .
General tolerance: 0.2mm
NO. NAME MATERIAL | NATIONALITY QTY. FINISHING
1 TERMINAL C5191 China 1 Silver plating
2 CASE PPA USA 1
3 CONTACT SUS Korea 1 Contact side silver plating
4 Damp Proof Tape | Polyimide China 1
5 STEM Polyamine | ¢ 1
resin
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