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GANGYUAN APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER'S P/N GYE'S PIN PRODUCT REVISION
KAN4541 TACT SWITCH A

A.Specification & meanings
The name of the tact switch is composed by type and specification, the particular meaning of the type. specification
and code is as follows.

1. Product height: It js dencted hyithree/figurac:

KAN4541— 1 OO [

=

height is\3Mm,as chant |L-shows:

Press force (refer to chart 3)
Stem.color, (refer toichart'2)
Product height (refer toichart 1)

Code /| \Preduct height Code | Product height Code Product height
038 3.8

050 5

060 6

070 7

2. Stem color: It is expressed by a figure, as chart 2 shows:

Color

Black

Code

1

3. Operating force: An English letter expresses it, unite: Newton (N),as chart 3 shows:

Operating
force Press force Return force
Code Spec
A 1.0 1.0+£0.3 0.2min
B 1.6 1.6+0.5 0.4min
C 2.6 2.6+0.5 0.6min
D 1.3 1.3+0.3 0.3min

Corlaxamnlec “050" expresses/ the/product which the total

Examples: “KAN4541B-0381B” denotes the tact switch with 4.5x4.5 base, the height is 3.8mm,the stem is black , the
operating force is 1.6N.
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%) GANGYUAN APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER’S P/N GYE'S P/N PRODUCT REVISION
KAN4541 TACT SWITCH A
1. #id
GENERAL
1.2 &Rl
APPLICATION
SRR 538 T T B U A T 5 R AH SR R
This specification is applied to the requirements for TACTILE SWITCH (MECHANICAL CONTACT)
1.3 LAR A H
Operating Temperature Range
—20°C~T70°C({ERRER UL ARUEREZZATT)
-20°C~70°C (Normal humidity, normalrair pressure )
1.4 TS v
Storage| Temperaturel Range
—30°C~80 C(fEMUERTIR . ATl E AT T)
-30°C ~80°C (Normal humidity, normal air pressure)
1.5 WA

Test Conditions

FERAFERFE M AN, DOAZAELL P IRZAE N AT T AT I

Unless otherwise specified, tests and measurement shall be made in the following standard conditions:

Normal temperature.................. 5C~35C

BRUERR I e FHXHE R 25%~85%
Normal humidity..................... relative humidity 25%~85%
FRUAE R TR e, 86KPa~106Kpa

Normal air pressure..................... 86Kpa~106Kpa

P R, AR B VAR AE LU IS R AT
If any doubt arise from the judgment, tests shall be conducted at the following conditions:
TETE 20C+2°C

Temperature..............coeeeennnn.. 20C+2°C
FASHEE 65%%5%
Relative humidity.................. 65%15%

B ) SO 86KPa~ 106Kpa
Air pressure........coceeeiiiiiininnn, 86KPa~106Kpa

APPROVE BY NEAVE 12.07. 20 CHECKED BY 7k £ 12.07.20 PRPARE BY 4 isE 12.07.20
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=) GANGYUAN APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER’S P/N GYE’S P/N PRODUCT REVISION
KAN4541 TACT SWITCH A
2. TR

Detailed specification
2.1 AN NICEEME L B it Pk R R B
Appearance: There should be no defects that affect the serviceability of product.
2.2 SR RPN RS NAT & e e B 25K
Style and dimension: shall conform to the assemble drawings.
2.3 BAERI: Al SO R
Type of actuating: Tactile feedback.
2.4 JTRE5H: o nlik i et CHAR it 4R R i i g )
Contact arrangement:|1\pole/ 1 throw
(Details of contact arrangement are given in the assembly drawings.)
2.5 JFRTAEHUE(E: DC 12V, 50mA (AR
Ratings: 12V DC, 50mA (effective value)

3. BSMRE:
ELECTRICAL SPECIFICATION
moH N S HR
ITEM TEST CONDITIONS REQUIREMENTS
FELL 5V 10mA 1) 9 HL U BAMIS T 1KHz (R4 i FL I
R, DL AN T 2 54 ) I G I T AR G
1 Bl LB Applying a static load of 2 times operating force to oo
Contact Resistance | the center of the stem, measurements shall be made by -
5V DC 10mA or more than 1KHZ AC small-current
contact resistance meter.
FEut 2 [N DC 100V /Imin FI4AF T, IS
Y 25 v Z AN ki BB R PR
2 Insulation Measurement shall be made following application of >100MQ
Resistance 100V DC potential, across terminals, and across
terminals and cover, for one minute.
. g, LRI
S0 I s FE 12 [N 250V AC (50HZ B 60HZ) /1min
There should be
3 Dielectric 250V AC (50HZ or 60HZ) shall be applied across
no breakdown and
voltage proof terminals, for one minute.
flashover

APPROVE BY PNAVE 12.07. 20 CHECKED BY gk #£12.07.20 PRPARE BY 4 l5e 12.07.20
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GANGYUAN APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER’S P/N GYE'S P/N PRODUCT REVISION
KAN4541 TACT SWITCH A
i H oA TR
ITEM TEST CONDITIONS REQUIREMENTS
4. HHERE:
MECHANICAL SPECIFICATION
TEORIE H TR AE T &, AETT RS A T v a2 it g,
\ TR s K.
%7 Placing the switch such that the direction of switch operation is
1 Operating vertical and then gradually increasing the load applied to the refer to chart 3
Force center of the stem, the maximum load required for the switch to
come to a stop shall be measured.
FERTE BT EAETT 0 J8CE,, BL— T 2 A5 4% ) I Smr i n £
AR TEICIR AN Tt o, DU T30 A% 50 10 B 25
2 Placing the switch such that the direction of switch operation is 0.2£0.1mm
Full Travel ; . . . .
vertical and then applying static load of 2times operating force to
the center of the stem; the travel distance for the switch to come
to a stop shall be measured.
APPROVE BY VAP 12.07. 20 CHECKED BY 5k % 12.07.20 PRPARE BY 458 12.07.20
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GANGYUAN APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER’S P/N GYE’'S P/N PRODUCT REVISION
KAN4541 TACT SWITCH A
B gE| B 4 R
ITEM TEST CONDITIONS REQUIREMENTS
[EIEL W]
Return Force
TFORTE H T HRAE T M JRCE,  7ETT SRR A Tt rhns T B 2 AT
Je WO T [6) [ P AR ) ) R
3 The sample switch is installed such that the direction of switch refer to chart 3
operation is vertical and upon depressing the stem in its center
to the whole travel distance, the force of the stem to return-toyits
free position shall be measured.
N e o, Ny o N E’ o, Ny o ji — - 30N p ﬁ i .
. ﬁﬁgf_ﬁ?ﬁﬁ ) JECE,  AERAETT 0] 1) 9K S A1t i 47 MR H A SR
4 15 15 Pﬁ{ bise h ° itch such that the direction of swiha iion is | _There shall be no sign of
Stop Strength acing the switch such that the direction of switch operation is damage mechanically and
vertical, and then a static load of 30N shall be applied in the :
o . ) . electrically.
direction of stem operation for a period of 1 min.
Ttk TEORTE H T HRAE )T MR, ROT 10 SE s KERAE ), I DR T4
SR AT RV .
S . . o . . 10N.min.
Stem Placing the switch such that the direction of switch operation is
Strength vertical, and then the maximum force to withstand a pull applied
opposite to the direction of stem operation shall be measured.
75 LA Y& S A T JEAT I
Measurements shall be made following the test set forth below: | Bl g4 ig 2 NV 3 51 78 35
———_— (1) MR 24525°C 90% A I
6 Solderat}ilit Solder temperature : 245+5°C Except for the edge, the
y (2) BWAR]:2s£0.5s5 coating should cover a
Immersion time: 2s+0.5s minimum 90%
YT ES% (GB 5095.6—86) i 12a
The other steps please refer to {GB 5095.6-86) TEST 12a
APPROVE BY FNVE B 12.07. 20 CHECKED BY 5k 4£12.07.20 PRPARE BY 458 12.07.20
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GANGYUAN APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER'S P/N GYE'S PIN PRODUCT REVISION
KAN4541 TACT SWITCH A
I H o K& ZR
ITEM TEST CONDITIONS REQUIREMENTS

5. RPRAESTERE

ENVIRONMENTAL SPECIFICATION

fi A BRI IR LT 520 46 PRI AT TR, 520805 B LB 34 %
Efvslztfqgﬁaturéo FRABEIE IERBET 1 /NI I WP REA
Following the test set forth below the sample shallbe left-in [ A&t FEFL: <200mQ
normal temperature _and-humidity-conditions| for\ 1 k| |before ||| Contact resistance:
1 measurements are/made; <200mQ
(1) | Wit ¥ | 30420 iH 3,4.1,4.2,4.3
Temperature 7-30+£2°C ltem 3,4.1,4.2,4.3
(2)  If[H]: 96h
Time: 96h
P il I 42 B DL SIEEG 2% A B AT 000, ié’:“)ﬁﬁ%&ﬁﬁzﬁﬁ?ﬂi&&
PRENE L I FABE T A /N S A e I
Following the test set forth below the sample shall be left in | #ftdFH: <200mQ
o 3 normal temperature and humidity conditions for 1 h before | Contact resistance:
> re i K _ <200mQ
Heat resistance | Measurements are made:
(1) i 80£2C JitH 3,4.1,4.2,4.3
temperature:80+2°C ltem 3,4.1,4.2,4.3
(2)  If[A]: 96h
time: 96h
AR T AR SR UEAT & AR B SR S, SER S
it N T il AbR TR B A 1 /N S A e Dk,
Gl EE TN VS B v
After 5 cycles of following conditions, the sample shall be
allowed to stand under normal temperature and humidity
conditions for 1 h. and measurements shall be made. During
the test water drops shall be removed.
Temperature Time Fefu . <200mQ
WSSV Contact resistance:
3 Change of o -10£2°C 2(hour) <200mQ
temperature 3 -10~65C 1 TiH 3,4.1,42,4.3
® ltem 3,4.1,4.2,4.3
65+2°C 2
65~-10C 1
APPROVE BY | #hH¥% 12.07.20 | CHECKED BY ik 1£12.07.20 PRPARE BY & i5E 12.07.20
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GANGYUAN APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER’S P/N GYE'S P/N PRODUCT REVISION
KAN4541 TACT SWITCH A
b/ gE| g & fF TR
ITEM TEST CONDITIONS REQUIREMENTS
4
P it I A2 JR DA SE SR A AR HEAT A, SIZE6 J5 A it W2 TP 6 A
PR FE R EREE A /NI AP e DR
Following the test set forth below the sample shall be left in
normal temperature and humidity conditions for 1 h before ‘
N measurements are made: F fi B BH - <200mQ
TR RUNEY (1) . 60£2°C Contact resistance:
Moisture o . <200mQ
; temperature: 60+2°C o
resistance - H 3,44,4.2,4.3
(2)  AHANREE: 90%~95% lterh 341 4243
relative humidity:90% to-95% RIRIV/E
(3>~ fffal: 96k
time: 96h
P it I A2 R DA SE SR A AR HEAT A, S5 J5 A it W2 T 6 A
PR P R EREE A /NI S APk e IR
Following the test set forth below the sample shall be left in
normal temperature and humidity conditions for 1 h before | #filiFLFH: <200mQ
fim Ak measurements are made: Contact resistance:
5 Sulfuration (1) H,S A 4k#S%: 3ppm=1ppm <200mQ
resistance H,S gas concentration:  3ppm+1ppm WiH 3,4.1,4.2,4.3
(2) Hﬂ‘l‘Eﬂ: 72h ltem 3,4.1,4.2,4.3
Time: 72h
(3) HEE: 40+2°C (90~95%RH)
temperature: 40+2°C (90~95%RH)
FE LU 8058 24 T HE T I
The switch shall be checked after following test:
(1) #SZ: 35C+2°C
temperature: 35C+2°C
(2) PRI 5x1% (TR E4MED ‘ ‘
\ salt solution : 5+1%(solids by mass) SR E LA T R R
5 EhE (3) I§fa]: 8ht1h No remarkable corrosion
Salt Mist Time: 8h+1 hour shall be recognized in
S0 1 ORI K metal part.
After test, salt deposit shall be removed by running water.
APPROVE BY FNVEBE 12.07. 20 CHECKED BY 5k *£12.07.20 PRPARE BY WSS 12.07.20
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GANGYUAN APPROVAL SPECIFICATIONS

CUSTOMER CUSTOMER'’S P/N GYE'S P/N PRODUCT REVISION

KAN4541 TACT SWITCH A

6. RPFRALMIERE:
ENDURANCE SPECIFICATION

I H o & ZLR
ITEM TEST CONDITIONS REQUIREMENTS
ARG

Measurement shall be made following the test set forth below:
(1) DC 12V, 50mA i 4,

DC 12V, 50 mA resistive load ; <
@) w1 P s . redie
Rate of operation: 1 times/s - 1 G o +200
1 (3 #%H1: I 1.5 4% Zﬁpjfatgng?oﬁ;m £50%
Operating Foree: /,\ Operating Force1.5/double initialvatue£30%
(4) || (e M A | “Average faultHree Tife TiH 3,4.1,4.2,4.3
A 1.0 60000 X Item 3,4.1,4.2,4.3
B 1.6 50000 X
C 26 40000 X
D 1.3 50000 X

AR LLR 4578 S A EA T I
Measurement shall be made following the test set forth below:
(1) IPFIEH: 10~55~10Hz
Vibration frequency range: 10 to 55 to 10Hz
(2) ki (E—UE): 1.5mm

R Amplitude: 1.5mm TiH 3,4.1,4.2,4.3
2 | deshVibration | gy gy RTINS AR gy | Ttem 3:4.14.2,4.3
]

Direction of vibration:Three mutually perpendicular
direction including the direction of stem travel
(4) WK &K 2hours .

Duration: Each 2hours.

7. BERFEN:
SOLDERING CONDITIONS:

TEE LN SR AT R
(1) BT <350°C
7q | TLRE (2) LA <35
’ Hand soldering

Please practice according to below conditions:

(1) Soldering temperature: 350°C Max.
(2) Continuous soldering time: 3 s Max.

APPROVE BY PNAVE 12.07. 20 CHECKED BY 5k #£12.07.20 PRPARE BY 4 l5e 12.07.20
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GANGYUAN APPROVAL SPECIFICATIONS

CUSTOMER CUSTOMER’S P/N GYE'S P/N PRODUCT REVISION
KAN4541 TACT SWITCH A
i H i
ITEM Recommended conditions
mE(C)

/\— 260°C max. 3sec max.
230°C
180 +
EIMREAing
. 150 +
7.2 Conditions for

reflow e

120sec max.(fa#h) 405 max.

3to 4 min.

4P A e (8]

i 1.4 JF BRI G, EEAEHBRNEDE.
After switches were soldered,please be careful not to clean switches with/solvent:

1.2 FEAE AR (RO Ny AR BE N 2880 C LAY AL

In\ the-ease of using-solding iron, solding-conditions shall be-380°C max and 3 sec.max.

1.3 UGS WAL TRt n Ay
Right after switches were soidered;please be careful not to load to on the knobs of switches.

2 it MEZERET( Design instructions):
2.1 EVRHEERR () 22 A LRSS 2 W 1A
Follow recommended P.W.B. piercing plan in outside drawing page.

3 FE A (Note):
3. VR ANt A A7 A 1 R ) S B TR

Please be cautions not to give excessive static load or shock to swiches.

3.2 PR E, ENIIREAOE AL Z L.
Please be careful not to pile up P.W.B.after switches were soldered

3.3 PRI JU L RV S T s v T R A T e R PR B . I AN TR R A, T AN ST T ke A
Preservation under high temperature and high high humidity or corrosive gas should be avoided
Especially . When you need to preserve for a long period ,do not open the carton .

APPROVE BY NEVE 12.07. 20 CHECKED BY 7k £ 12.07.20 PRPARE BY 4 isE 12.07.20
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GANGYUAN APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER’S P/N GYE'S P/N PRODUCT REVISION
KAN4541 TACT SWITCH A
5 925 <
] .
,%0 . il
;’ _ =5 a T
SEXXX, 35 —\1
\ \ \
6
8.8
75137
%6
%
Bks ﬁ\
D]: @ M ‘ ‘ } 3| o P.C.B LAND PATTERN
2 /
Hs
1T 10 oo
General tolerance: +0.2mm
NO NAME MATERIAL | NATIONALITY QTY. FINISHING
1 TERMINAL Brass China 1 Silver plating
2 CASE FR52 USA 1 Black
3 CONTACT STS 301R Korea 1 Contact side silver plating
4 COVER SPCC-SD China 1 CuSn plating
5 STEM FR52 USA 1 Black
APPROVE BY FNEBE 12.07. 20 CHECKED BY 7k £ 12.07.20 PRPARE BY W HSE 12.07.20
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GANGYUAN APPROVAL SPECIFICATIONS
CUSTOMER CUSTOMER’S P/N GYE'S PIN PRODUCT REVISION
KAN4541 TACT SWITCH A
8. #7/=T1%: The country of origin
WENZHOU GANGYUAN ELECTRONICS CO.,LTD
NO.392 NING KANG EAST ROAD OF YUE QING CITY, ZHE JIANG
9. €%: Packing
PR | W3R PACKING BAG | WHAE INTERBOX | 4Muiés OUTBOX | @& N
, (Kg) (Kg)
KAN4541 | #i #(Cm) | %E(pcs) M #&(Cm) RE | M AECM) B
038 19X 19.5 1000 206X 16. 5%4/8 4 AA.5% 35 X128 20 10.4 12.930
050 19%|19/5 1000 206 X 16) 5% 4.\8 A 445X 35X 28 20 11.2 13.730
060 19X 19:5 1000 21.6X16.5X4.8 4 445X 35X 28 20 12.0 14.530
070 19X 19.5 1000 21.6X16.5X4.8 4 445X 35X 28 20 12.4 14.930
APPROVE BY | #)A# 12.07.20 | CHECKED BY 7k £ 12.07.20 PRPARE BY 458 12.07.20

Page 11 of 11



http://www.tcpdf.org

