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1. R
GENERAL
L1 EHEH]
APPLICATION
SERRS 538 H WU R AT 5% B AR S 25K
This specification is applied to the requirements for tactile switch (mechanical contact)
1.2 ARG
Operating Temperature Range
-30°C~80°C({EFRHE R E ARt 2K T)
-30°C~80°C(Normal humidity, normal air pressure)
1.3 et JoE 3 [
Storage Temperature Range
-40°C~90°C({EFRHE R E ARt 2K T)
-40°C~90°C(Normal humidity, normal air pressure)
L4 XA
Test Conditions
FEBA FERE RIS T, NAZAE LT B2 T BEAT IR & -
Unless otherwise specified, tests and measurement shall be made in the following standard conditions:
BT 5°C~35°C
Normal temperature.................. 5°C~35°C
FRHEMREE .o FIXHRIE 25%~85%
Normal humidity..................... relative humidity 25%~85%
B R e 86Kpa~106Kpa
Normal air pressure..................... 86Kpa~106Kpa
FERGE SRR, AN & N ZAE LU SR T 3T
If any doubt arise from the judgment, tests shall be conducted at the following conditions:
B 20°C+2°C
Temperature................cooooeeei. 20°C£2°C
FERHRRE .o 65%+5%
Relative humidity.........................65%%x5%
R 86Kpa~ 106Kpa
AIL PreSSUIE....vvininiiiineniineanes 86Kpa~106Kpa
1.5 fE#T7ik

Storage method
L AT IR B3 SE RETC i, TEiRAR

Ensure that the product without package breaking or wetting before use.
2. #4461+ Storage conditions:
17 IR Storage temperature: -5 ~ 35 C;
BAFIEE Storage humidity: 25% ~80%:;
RIFEPRES: 6 MHAMEAEE ONRBEHIFGEED 5 it 6 MHEFMEMAM, MG LRI mETEMA. T
KRB TERME OB AL, B ORI S B
Unopened status: Use up the product as soon as possible before 6 months. (calculated from shipment date).Over 6 months,

please make sure below before use it: terminal without oxidation or blackening, plastic parts without moisture absorption or
bubble, ensure solderability.

CHEPRE: 1A H A 7,

Opened status: use up within 1 month;

AR I RETT et e AN AT e P A FR P85 2 PH O LA

Storage precautions: Please avoid the following environment: with high humidity, high temperature , corrosive gases and direct
sunlight.

3. W I E AR

Do not stack too many switches.
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2. HHUH

Detailed specification
2.1 ANUL: NITCFENE L B o RE A BRI
Appearance: There should be no defects that affect the serviceability of product.
2.2 FERRSFANEIERST: NAT 6 R 2K 5
Style and dimension: shall conform to the assemble drawings.
2.3 BRI At SO R A
Type of actuating: Tactile feedback.
2.4 JFREE: F el F A CRAR (0 i S5 A AR B I T 2R )
Contact arrangement: 1 pole, 1 throw
(Details of contact arrangement are given in the assembly drawings.)
2.5 JPRITAEHEM: DCI12V 50mA (BAfE) DCI1V  10pA (H/MED
Ratings: DC 12V 50mA (Max) DC1V 10pA (Min)

3. BSMEE:
ELECTRICAL SPECIFICATION
m H I % BR
ITEM TEST CONDITIONS REQUIREMENTS
FELL 5V 10mA B B IR EBAMIE T 1KHz FAS it HL
PEHTREE R, DL— 5T 2 £5 4% ) I i es it in 1 4w
Al:)
3.1 %Ciifs‘ftﬂ Applying a static load of 2 times operating force to the <100mQ
Resistance center of the stem, measurements shall be made by 5V DC
10mA or more than 1KHz AC small-current contact resistance
meter.
FE 3 2 6] i DC 100V /min 192644, & 3 12
B JEC A« AR 1) L BEAE
a2 A

3.2 Measurement shall be made following application of >100MQ

Insulation Resistance . . .
100V DC potential, across terminals, and across terminals and

cover, for one minute.

T g, BRI

SR & FE 51 2 18] it in 250V AC(50Hz B, 60Hz)/min
_ . There should be no
33 Dielectric 250V AC (50Hz or 60Hz) shall be applied across terminals,
. breakdown and
voltage proof for one minute.

flashover
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i H ok 5% R
ITEM TEST CONDITIONS REQUIREMENTS
PR AR N B ) B R AR T L (REFD 3~4 10
8 3 AR T 1 A T SR 3
Lightly striking the center of the stem at a rate encountered in normal
use (3 to 4 times per second), and bounce shall be tested at “ON” and
4‘OFF”
Switch
5 RLE . ON-10ms max
34 | R L Oscillograph OFF-10ms max
Bounce — DC3-5V 5k Q —
ANE
T fd BB ]
4. HUHMERE:

MECHANICAL SPECIFICATION

TFRTEE T HRAE T FCE, FEIT R IXBN A T mp O IR i 77,
BIT R FIEPTHRRRKIIE

4.1 Opeiftﬁg Placing the switch such that the' direction of switch operation is 16050 gf
Force vertical and then gradually increasing the load applied to the center of
the stem, the maximum load required for the switch to come to a stop
shall be measured.
TPREETEAETTFBCE, BL— ST 2 5% 70 1 94 it n /£
TEORIR A A Tty s, IR T A% B0 (P 5
42 RKATHE Placing the switch such that the direction of switch operation is 0.25+0. 1 mm
Full Travel vertical and then applying static load of 2times operating force to the

center of the stem; the travel distance for the switch to come to a stop
shall be measured.
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i H ok 5% R
ITEM TEST CONDITIONS REQUIREMENTS
TR E T ERAE T RBCE, AETT RSN T rh o0 F B = AT R
Jei s W T 1 A B e R
4.3 EE ) The sample switch is installed such that the direction of switch 20gf Min
Return Force | operation is vertical and upon depressing the stem in its center to the
whole travel distance, the force of the stem to return to its free position
shall be measured.
TR B TR TT FTRCE, ERAETT [ [ RS AF I 30N FR -1 .
FARERTRAF # i N N Lt T
. 1o FF4E 1min. i
(RIS . . L . Q. There shall be no sign of
4.4 Stop Streneth Placing the switch such that the direction of switch operation is damaee mechanically and
P £ vertical, and then a static load of 30N shall be applied in the direction 8 . Y
. . . electrically.
of stem operation for a period of 1 min.
SR TPRTEE THAF T IR E, I7 St KEAE T, JFE T
is WE | OGREEE. e | o 20N min.
Stem Placing the switch such that the direction of switch operation is
Strength vertical, and then the maximum force to withstand a pull applied
opposite to the direction of stem operation shall be measured.
MR LA 48 58 26 AR 3R AT I 3K
Measurement shall be made following the test set forth below:
(1 REFIEH: 10~55~10Hz
Vibration frequency range: 10 to 55 to 10Hz
_ (2)  RIE (f—Ug) : 1.5mm ltem 3
PR3N e Ttem4.1
4.6 . ; Amplitude: 1.5mm [temd. 2
Vibration (30 dREDTT I CUAEFRAT LT 1076 1 O = AV T3 21177 1 em
Y . . Item4.3
Direction of vibration:Three mutually perpendicular
direction including the direction of stem travel
(4 PR R 2
Duration: Each 2 hours.
AR N F S A HEAT e
Test by following conditions
() &HT7iE: 1B 2%
(1)installation method: normal — =
Q)INIESE: 784m/s
e (2)Acceleration: 784m/s> Item3
47 S{h g ()FE Il 11ms ; Ezﬁé
oc o pian .
(3)Acting time: 11ms Itemd 3

@MRT7 R 6 NT7 1R
M A TTE 3G A 18 Ik
(4)Test direction: 6 directions

Times: 3 times/direction ,total 18 times
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MR A -
ENVIRONMENTAL SPECIFICATION
it H ook A R
ITEM TEST CONDITIONS REQUIREMENTS
FE ity S 4% HE DA S50 25 A HEAT I8, SI2B0 Jo A5 o N2 TSP 5 Ui B
PR B A BE R 1 /INE i A e K
Following the test set forth below the sample shall be left in normal
o o Item3
. temperature and humidity conditions for 1 h before measurements Ttemd. |
5.1 (RIS are made: -,
Resistance to low (1)  WEPE. -40+2°C Eemjg
temperature Temperature : -40+2°C -
(2)  WE: 96h
Time: 96h
i B2 R DA SIEG 2% R B AT 0K, S0 Ja A ol S T % T K
FRUENEE RS 1 /N 5 e e I
Following the test set forth below the sample shall be left in normal Item3
55 Bt temperature and humidity conditions for 1 h before measurements Ttem4. 1
' Heat resistance | ¢ made‘: Item4.2
(1) WA 90+2°C Item4.3
temperature:90+2°C
(2)  H[a]: 96h
time: 96h
ARE T T AN R AT 5 BRI S A PRI, e )m
oF i L TESCAE W i R o O B2 A B o 1 /NI A v mE It
I TRV RE it 7 R R T
After 5 cycles of following conditions, the sample shall be allowed
to stand under normal temperature and humidity conditions for 1 h.
. N and measurements shall be made. During the test water drops shall
SR & P ttem?
be removed. i CC) Item4.1
53 Change of e Item4.2
temperature HH A: #9027 tems.
A B: 40+ Item4.3
C: 2/hHf
0°C D: 1/hR
B I E: 2/
F: /BB
c D B P I 18] Chour)
B i B 2R DU SIE6 26 R b AT 0K, S 6 J5 A ol S TUAE T &
PRAEIE R AR BT 1 /NS il Rl i« Ak LbE: <200mQ
Following the test set forth below the sample shall be left in normal Contact resistance=200m<
i . A >10MQ
temperature and humidity conditions for 1 h before measurements .
YELYEL SN Insulation
{l[kl]]]l{)\J -l/ﬁ are made- .
54 Moisture o . Resistance>10MQ
resistance (D WAL 60£2°C Item3.3
temperature: 60+2°C Item3.4
(2)  MXEBE: 90%~95% Item4. 1
relative humidity:90% to 95% Item4.2
(3)  Hf[a]: 96h Item4.3
time: 96h
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i H W % FR
ITEM TEST CONDITIONS REQUIREMENTS

FE i L 2T DA SIEU6 2 AR EAT K, S50 Ja A5 ot 2 TBCFE 6 T S
R RITAEAIUEZ S A AN N EY G R UL

Following the test set forth below the sample shall be left in normal | gz i FH. <200mQ
temperature and humidity conditions for 1 h before measurements | Contact resistance<200mE

55 ik e are made: Item3.3
Sulfuration (1) H2S Sk fE: 3ppm+lppm Item3.4
resistance H>S gas concentration: 3ppm=+1ppm Itemd.1

(2) W 72h LioRg 2
Time: 72h Igms.3

(3) iRAE: 40+£2°C (90~95%RH)
temperature: 40£2°C (90~95%RH)

FE UL B0 A T 3EAT I &
The switch shall be checked after following test:
(1) JifE: 35°C+2°C

temperature: 35°C+2°C A N ok B
(2) ST 5+1% CRETH) SIRAT LA

Hh R TA .
5.6 i % 4 salt solution : 5+1%(solids by mass) No remarkable — corrosion

Salt Mist ‘ shall be recognized in metal
(3) Wf[A]: 8+lh
Time: 8+lh part.
S JE I ER VTR I K
After test, salt deposit shall be removed by running water.
Hefuh <10
AR A T R A7 L Contact resistance<1Q
Measurement shall be made following the test set forth below: e S EE.‘BEZlOMQ
(1> DC 12V, 50mA # 1%k Insulation
DC 12V, 50 mA resistive load RCSIS@I}CCZIOMQ
57 EL Ay Q) I 2 W fih 5 $13) ON-20ms max
Operation life Rate of operation: 2 times/s Bf unce OFF-20ms max
(3> %77 %M 1.5 1% ¥%77: VMERIE30%
Operating Force: 1.5 times as much as Operating Force Qpe.:ratmg Force;:
(&) LHdEEG: 80.000 %K initial value+30%
> Item3.3

fault-free life:80,000 cycles Ttemd4.2
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i H w8 % 1 R
ITEM TEST CONDITIONS REQUIREMENTS
[) ML P2 4 H 4 CI‘\" E: N N
Measurements shall be made following the test set forth below: 90%bL |
5.8 AR (1) i j:235£5°C Excoe t for the edge, the
' Solderability Solder temperature : 235+5°C . atig hould cogve’:r .
(2) RN ]:35+0.55 Rares 590?;
Immersion time: 3s+0.5s Ty 7
6. IRHEFEMH:
SOLDERING CONDITIONS:
THHZ UL ST 1R 4%
(1) FEIRE: <350°C
oy | THREE Q) LGP <3
Hand soldering
Please practice according to below conditions:
(1) Soldering temperature: <350°C
(2) Continuous soldering time: <3 s
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IiH
ITEM

= %

Recommended conditions

SRR

6.2 Conditions for

i H Ttems

%M Condition

ARSI B 5 ANBAE T2 AR A U 2 T R S
Flux built-up Mounting surface should not be coated with flux
2 JE 4 & Bl SEL 0 )
R VRl FEL % BRH #2214 ) BT FE 100°C maax

Preheating temperature

Ambient temperature of the soldered surface of PC board.
100°C max.

AU L I 18]

oy 60s max.
Preheating time
Auto-dip
JE iEl
PR 260°C max.
Soldering temperature
FRRIR BTN [H)
. Y 5s max.
Continuous dipping time
SRR € CETLTR/N
Number of soldering 2 times max.
HEHT(Notes):

a~ EVRIEEAR AR A R 25 L7 i
The pad size of the printed substrate is shown in the product diagram.

by EMEASBRIITEOLS, RS ERAE 350°CLL R 3 #PEAN.
In the case of using soldering iron, soldering conditions shall be 350°C max and 3 sec.max.

cv B IEBIREFIAIF R TmRIE N

Prevent flux penetration from the top of the switch

dv JPREWEIE, A ZRE B E ST %,

After switches were soldered,please be careful not to clean switches with solvent or other similar products.
ev WA, TERANEAE AN T4 -
Right after switches were soldered;please be careful not to load to on the knobs of switches.
£ RN B N ST D BR BT R
Please be cautions not to give excessive static load or shock to switches.

g TFRRIEE, EVRIENGE S A EZIN.
Please be careful not to pile up P.W.B.after switches were soldered
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85018

1920.1

5015
I

0.2

:

i

il

1220.1

bt

H %
00— 00
O 00
General tolerance: +0.2mm H=6.0£0.2 L[L=4.85
NO. NAME MATERIAL QTY. FINISHING

1 Terminal Brass 1 Silver plating
2 Case PAG66 1 Black
3 Contact Phosphor bronze 2 Ag plating
4 Cover SPCC 1 CuSn plating
5 Stem PAG66 2 Red
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