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REVISIONS (f£iE)
NO. (J75) DESCRIPTION( fifi%) DCN NO.(Z% %) | DATE( H1)
D.O0 NEW RELEASE
otes:
Characteristics:
A. Materialgtt) D
. 1) Housing:PA9T; BLACK (UL94V-0)
10.00 2) Plunger:brass c3604
3) Barrel:brass c3604
~2.50 TPY3-
‘ #1.00 4) Spring:Stainless steel wire.
B. Plating:(t#)
(1N Cz (1N (1N 1N 1) Plunger:Brass,Plating 3u’ Au over Min. 50u’ Ni.
i | i . “ i 2) Barrel:Brass,Plating 3u’ Au over Min. 50u’ Ni.
gk ] 3) Spring:Stainless steel wire.
. g8 C. Electrical(asiit
rory % : S 1) Operating voltage: 12V Max.
“OE H ‘ 0.60 2) Opetating current: 1A Max.
'D;ELQE 8 | i 3) Contact resistance: 50mohm Max.
‘ —@» ‘ ‘ ‘ ‘ 'Q‘O‘g‘r 0 ‘ T ' at working height(Quiescence).
0w 3 ™ n“ E b 7o) D. Mechanical@itt)
N oo ! ! ! ! gl g ! = 1) Total stroke: 1.8mm.
’ \ ‘ ‘ ‘ ‘ ‘ T pd 2) Working height: 4.5mm.
0 3) Spring Force:100gf+25gf at working height C
—1.50— S 4) Mechanical life: 10,000 cycle min.
—2.50— 5) Don’t exceed the Max. allowed compression
E. Environmental(z##4)
1) Storage and operating temoperature range:
—40°C~ +85°C
2) Humidity range: 10% RH to 90% RH
3) Salt spray: 48H
F. Othersu) Q_
10.50 1) The dimensions marked * are critical,
=j [:= Should be checked in production
I 2) RoHS compliant product.
5 | | | |
OO L U ™
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10.50
DRAW SCALE )
P Loyt | (g | 101 | SN mm  [PRAINS MO KZFO4PO3UMT1-R
SHEET PROJECT MATERIAL . o
°°”?§;7” () 1 of 1 (D) @' = ) Seeing notes (WL#)
AUDIT DATE VER
itk Gy | 20254231 (g D.0 TITLE Pogo pin
; = 4
APPROVE F(";WA% Seeing notes( WL#&TE) (%)
RECOMMENDED PCB LAYOUT THE UNMARKED TOLERANCE ARE AS BELOW : i P =
iy IRZETR] B LA IR 2 7]
LENGTH (R+) ANGLE (fif£) 1 . d
6.0 so0smm 0 2.0 Dong Guan Corroy Electronics Co, Lt
;?53?20 :gjg:“;‘ 8:80 :g)"go. The information in this document is property of Corroy company and should
not be copied or reproduced in any other way, without written permission.
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