REV. ECN NO. DESCRIPTION DATE APPD
Mechanical: : — P
NOTES:
ELECTRICAL:
28.15+0. 25 16.5+0. 25
S YELLOW 1. VOLTAGE RATING: 125V AC.
| A RIGHT LED 2. CURRENT RATING: 1. 5A.
[ N\ 3. CONTACT RESISTANCE: 30 mQ MAX.
' 4. INSULATION RESISTANCE: 500 MQ MIN @ 500V DC.
87654321 5. DIELECTRIC STRENGTH: 1000V AC 50Hz or 60Hz, IMIN.
Ie |H]”HHH‘H| MECHANICAL :
N
S 1. INSERT MATERIAL: UL94V-0.
it 2. CONTACT MATERIAL: 20.46mm C51000 (QSn4-0. 3) PHOSPHOR
o ”””U“U”U BRONZE GOLD PLATING OVER NICKEL.
~ [] ‘%j UL Ef) 3. SHIELD: 0.20mm THICKNESS H65Y BRASS NICKEL PLATED.
15. 49 o ¢ b 4. MATING/UNMATING FORCE: 2.2KG.F MAX.
7 11 i — = 5. RETENTION STRENGTH: 3.0KG.F MIN BETWEEN JACK AND PLUG.
N o = = | 6. OPERATING LIFE: 750 CYCLES MIN.
| H YELLOW ENVIRONMENTAL :
GREEN
33 1 gJUJ LJ H TEFT LED ___wu JHH{-HJ-—— RIGHT LED 1. STORAGE: —40°C ~ +85°C RELATIVE HUMIDITY<70%.
3.3 2. OPERATION: —40°C ~ +85°C.
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ak 1. 97 o = 568 8 Emitting Color |[*p(nm) | VF@IF=20mA | IR @VR=5V
= ® N | |
g e S 2 o ) S Y GREEN 565 1.8~2.6V | 10 uA max
<:> \;\‘* a1z YELLOW 585 1.8~2.6V | 10 uA max
12. 69 2-23.25
16. 25 2 . X:X +0.25 [APPD:  TOM
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