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REV ECN NO. DESRIPTION DESIGN APPROVAL DATE
RO I I S A1 NEW T 45 A 2026.07.31
C 29 SPECIFICATIONS
Current rating: 0.5A, AC, DC
B 1.7 Voltage rating: 30V AC,DC
Temperature range: -25°C ~ +85°C
A g Insulation resistance: 100MQ Min.
N + Withstanding voltage: 200V AC/ minute
T INTANT AN N ~ £ Contact resistance: 20mQ Max.
Material:
ET EI II PﬁﬁplNiﬁﬂﬁ;{)\ (I@%14P|Nﬁl‘) 14PIN IFZM Insulator: PA66 UL 94V-0 or 94V-2 White
Contact: Phosphor bronze or Brass
Circuit NO.1 Fi_nisr_\: Plated Tin or Plated Gold
Circuits: 2-24P
0.8 Mate with:XFCN M0800VS.M0800RS series Housing
Ordering Code: No.of Dimension
MO800OHI-XX-GN PIN/ROW A B C
CONTRETARER PLATING TEST POINT 2 To0 2551520
I | , T 3 1.60 [2.58 [3.20
TRl Pinfir¥ 2-24P 4[240 [3.38_[4.00
/ 5 3.20 [4.18 [4.80
Dl 1P L EMHALOLEAR  (LIPLLFRHSHL) 6 |400 498 1560
. 7 480 |5.78 [6.40
APPLICABLE WIRE:awg #32 8 560 1658 1720
9 6.40 ([7.38 [8.00
/ﬁ(ﬁ 10__[7.20_[8.18_[8.80
11 8.00 (8.98 [9.60
¥ & 1J 12 8.80 [9.78 ]10.40
EfR AL — i ‘ N 13 19.60 [10.58 [11.20
’& 14 10.40 [11.38 |12.00
15 11.20 (12.18 |12.80
3.9 16 12.00 [12.98 |13.60
17 12.80 [13.78 |14.40
MATED CONDITION 18 13.60 [14.58 |15.20
19 14.40 (15.38 |16.00
20 15.20 [16.18 |16.80
21 16.00 [16.98 |17.60
22 16.80 [17.78 |18.40
23 17.60 (18.58 |19.20
24 18.40 [19.38 |20.00
X.£0.50 X.°t PART NO:
“XX- W > S B
X+0.25 Xo+ MOBOOHI-XX-GN XFCN 7N %@?ﬁ%ﬁ
XX+0.15 XXt TITLE: 0769-82001899
XXX+0.10 XXX 0.80mm IDC Style Connectors www.xfconn.com
UNITS: mm DWG NO:
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