Customer Informatlon Sheet

DRAWING No.: M20-611XX45 SHEET 2 OF 2 IF IN DOUBT - ASK | NOT TO SCALE | THIRD ANGLE PROJECTION | ALL DIMENSIONS IN mm
SPECIFICATION:
MATERIAL :
. MOULDING -
DIM “A" +0.30 HIGH TEMP NYLON 6T UL94V-0, BLACK
CONTACTS = PHOSPHOR BRONZE
DIM ‘B FINISH:
CONTACTS = 0.08y GOLD OVER NICKEL
ELECTRICAL:
CURRENT RATING = 3A MAX
i 1 CONTACT RESISTANCE = 30m() MAX
INSULATION RESISTANCE = 5,000MO) MIN
2 54 VOLTAGE PROOF = 1,000V AC FOR | MINUTE
MECHANICAL :
- INSERTION FORCE (PER CONTACT) = 2.0N/MAX
WITHDRAWAL FORCE (PER CONTACT) = 0.3N MIN
X X ENVIRONMENTAL : ) .
TEMPERATURE RANGE = -55°C TO +105°C
PACK ING:
TUBE
FOR COMPLETE SPECIFICATIONS, SEE COMPONENT
SPECIFICATION CO39XX (LATEST ISSUE).
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2 54 TYP < 0.64 40.05 SO. TYP.
ORDER CODE:
M20-611XX45
i . SB 10 §09.04.14] 12441
DIM B No. OF CONTACTS PER ROW: NAMEJISS.] DATE Jc/NOTE
2 54 Typ 20, 32 APPROVED:  S.BENNETT
2.54 — FINISH: CHECKED: S.FLOWER
' 45 = GOLD ALL OVER NICKEL DRAWN : W.J.BOURNE
N $ $ $ $ $ $ $ $ CUSTOMER REF.:
&0 ¢ & O O & NOTES
|. ALL TOLERANCES ARE 40.20 UNLESS OTHERWISE STATED. ASSEMBLY DRG:
@1.02 TYP RECOMMENDED PCB LAYOUT RIS DRANING D MY TOLERANCES /IMATERIAL : TITLE:
GZGA@ Wﬁ N c’gNTFTlEDRENSTElTAPUATNJEc%E&NR|AGRHET SEE ABOVE PC 104 CONNECTOR
PROPERTY OF THE HARWIN (NON_STACKTHROUGH)
DISCLOSED. LONED. COBIED
www harwin.com OR ﬁﬁgEE(I)'nGMégqungue. . FINISH: SEE ABOVE DRAWING NUMBER: SHT
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