Customer Informatlon Sheet

DRAWING No.: M80-898XXXX IF IN DOUBT - ASK I I NOT TO SCALE THIRD ANGLE PROJECTION ALL DIMENSIONS IN mm
BRITISH STANDARD
ORDER CODE:  TO BS9525 F0033 (2,00 x No. OF CONTACTS==—
PER ROW) + 3.15 MAX
B5740-1XX-F-C-X 5 00« (N
_—,— <—"¢C. X 0. OF ——=
TOTAL No. OF CONTACTS: CONTACTS PER ROW -1)
02 - 07 & I7 :
X—= .00 1YP
FINISH: i
0 = GOLD CLIP, TIN SHELL =) }
2 = GOLD CLIP, GOLD SHELL /4 W\
MAX
ORDER CODE : = G
M80-898XXXX . i
TOTAL No. OF CONTACTS:J SECTION X-X >
02 - 07 & I7
FINISH
01 = GOLD CLIP, TIN SHELL , ,
05 = GOLD CLIP. GOLD SHELL

SPECIFICATIONS:

MATERIAL:
MOULDING = GLASS-FILLED POLYESTER UL94V-0, BLACK
CLIP = BERYLLIUM COPPER

Ve YN "
NN

SHELL = COPPER ALLOY
FINISH: msp | 12 J29.10. 14| 12649
01 = 0.30p GOLD CLIP, 4.0y 100% TIN OVER NICKEL SHELL
05 - 0.30y GOLD CLIP, 0.28y GOLD SHELL NAMEJ1SS | DATE [C/NOTE
ELECTRICAL: NOTES:
CUURENT RATING AT 25°C = 3.0A MAX |. RECOMMENDED WIRE TYPE = BS3G210 TYPE A, PTFE APPROVED:  M.PERREN
CURRENT RATING AT 85°C = 2.2A MAX INSULATED, 24 - 28 AWG. MAX INSULATION CHECKED: 5 BENNETT
WORKING VOLTAGE = 800V AC/DC MECHANICAL : DIAMETER = @ 1.10mm. STRIP WIRE BY 2.00mm. _
JOLTAGE PROOF - 4200V AC/DC (DURAILITY = 500 OPERATIONS 2. RECOMMENDED HAND CRIMP TOOL = M22520/2-01 DRAWN: _W__J. BOURNE
: : CUSTOMER REF.:
L S S A A
AFTER CONDITIONING: 25m() MAX PACKING = BAG (CONTACTS AND MOULDINGS 3 CONTACT INSERTION 8 EXTRACTION TOOL = 780-280
INSULATION RESISTANCE : UN-ASSEMBLED) : i * [ASSEMBLY DRG:
INITIAL = 1000MC) MIN FOR COMPLETE SPECIFICATION, SEE COMPONENT ~ REFER TO INSTRUCTION SHEET 15-25 FOR ASSEMBLY '
AFTER CONDITIONING = 100MCY MIN SPECIFICATION CO0O5XX (LATEST 1SSUE) INSTRUCTIONS.
a h"{;’FE'I"R's\TS?E%ﬁ?:TGDH%RCDER(:'\N%'RVEE TOLE_RANCES MATERIAL: TITLE: DATAMATE CR | MP
(AN EIVWAIN] | A | 5o, o I SOCKET ASSEMBLY
X.XX = £0.10 -
www_harwin.com OR USED FOR MANUFACTURING, o | FINISH: SEE ABOVE U :
. : TENDERING OR FOR ANY ANGLES = +£5 2
technical®harwin.com dmer pueose wiour | ST [sTaren: 2 M80-898XXXX oF
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