8 | 7 6 5 4 3 2 1
REV ECN NO. DESRIPTION DESIGN APPROVAL DATE
ROHS A1 NEW BRRAT 2025.11.21
1.27xNo.of positions+0.40+0.30 =) Technical Data
1.27xNo.of contacts-1.27+0.20 o Material:
1.27+0.05 Q Contact Material:Copper Alloy
oY Contact Plating:Au or Sn Over Ni
Insulator Material:PPS UL94V-0
OIOIOXOIOIOICIOICICIOIOIOIOKC)
Electrical:
Rating current:1Amps/contact max
Rating voltage:60V AC/DC
Contact resistance:<20MQ/contact
Insulation resistance:21000MQ
i withstanding Voltage:500V AC/minute
Tp]
;. Mechanical:
H Operaing temperatures:--40°C to +105°C
U U U U U U U U U U U { o g Soldering temperature:+255C MAX(PPS)
I ol ] Ordering Code:
£0.44£0.02 o2 MF127V-11-XX-H41-0640
<+ 1 2
1. 7755
2.Pinfiz#: 02-50P
fég:g ))((oi PARTINO: MF127V-11-XX-H41-0640 XFCN %%ﬁ?ﬁ%&
XX+0.15 XX°% TITLE: 0769-82001899
XXX£0.10 XXX+ 1.27mm Machined Pin Header www.xfconn.com
UNITS: mm DWG NO:
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