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CATEGORY DESCRIPTION P/N # REV.| ECN NO DESCRIPTION REVISED DATE

CONNECTOR RJ45 8P8C Connector MJI5908-XX11-RF4 AOT| —— New Release KELLY 2010.06.13

NOTES:

cl,2/ ELECTRICAL:

16 1.VOLTAGE RATING:125 VAC RMS.
2.CURRENT RATINGI1.S5 AMP.

| / \J 3.CONTACT RESISTANCE :30 MILLIOHMS MAX.

4INSULATION RESISTANCE 11000 MEGOHMS MIN @ S00V DC .
SDIELECTRIC STRENGTH 1000V AC RMS SOHz. IMIN.
MECHANICAL:
LHOUSING MATERIAL 'LEAD FREE POLYESTER UL94V-0,
2 CONTACT MATERIAL PHOSPHOR BRONZE T=0.35mm FLAT PIN OR ®0.46mm ROUND PIN.
3PLATING GOLD PLATING OVER NICKEL.
4,57 1 4 4.0PERATING 750 CYCLES MIN.
i 5.SHIELDING 0.20mm THICKNESS COPPER ALLOY WITH NICKEL PLATED.
10,9 8,89 6,PCB RETENTION PRE-SOLDER 1 LB MIN.
ENVIRONMENTAL:
1.Temperature Range : -40°C~+85°C

2.Relatlve Humidity 1+ 90~95% (40+2°C)

MATES WITH MODULAR PLUG CONFORMING
TO FCC PART 68, SUBPART F.
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YELLOW Au Tu” Plating
WHITE Au 3u” Plating
Au 6u” Plating
Au 15u” Plating
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