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CATEGORY DESCRIPTION P/N # REV. ECN NO DESCRIPTION REVISED DATE
A01 New Release YST 2020.08.22
CONNECTOR RJ11 6P2C 2x4 DIP HHTCAT MJ5962B—-BX24—HPRDS1
SPECIFICATIONS:
1. RJ Electrical Characteristics
1—1: Voltage: 150V AC RMS
1=2: Current Rating: 1.5A
E E j 1-3: Contact Resistance: 40m() MAX.
1—4: Insulation Resistance: 500MQ MIN.
1961 1-5: Dielectric Withstang Voltage :1000V AC
35 82 1-6: Operature Temperature: —40°C~80°C
11.94 28.20 )
N =
O
0 B H 0 35.82
3 .94 127 | 3y gele
N N[ | 6| =|w
0 D —D) 0| . _
" o [ o
- Qo o 9
H H ITIT— . —
46,00 457 \; 1 |25 2 o
49.41 8.89 2.5¢ 46.00 -
11.43 N ~
15.46 49.41 Q
M B Y MJ59628—BX24—HPRDS1 PC BOARD COMPONENT SIDE SHOWN
L1 LI L1 A_w
X | Terminal Plating
o mn omEn omEn (- B -] Q Q\ﬁ T«AQT:Q
aman oEan om@ aman N\E,WC \U\QDBQ
T | o 2T Au 60" Plating o A N
L LA L L, atin RE A RE TR A A
3 |Au_15u” Plating ) )
\; 1 97 1Ay 300" EQ&:Q comector DongGuan Heling Electronic Co.,LTD
UNLESS OTHERWISE  [SCALE:1/1]UNIT: mm | @ < | DHG.NO:
d_| Shielding !_| Brass, T=0.2mm Ni Pating SPECIFED TOLERANCES  SIZE: A3 |PAGE:1 OF 1|REV:A01
¢ | Terminal 16 | Phosphor Bronze, #0.46 Au Plating
DECIMALS: ANGLES: |APPROVED BY CHECKED BY PREPARED BY
b | insert 8 | par uLgav-o Black X 405 X i
a_ | Housing 1| PBT UL94V-0 Black XX 403 XX-+1- |DICK XSy YST
NO. PART NAME Q'TY MATERIAL PLATING & COLOR XXX :40.2 CUSTOMER COPY




