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CATEGORY DESCRIPTION P/N # * REV.| ECN NO DESCRIPTION REVISED DATE
A01 New Release Kelly 2010.03.21
CONNECTOR Modular Jack, 8P8C, 1x1PORT SMT TYPE | MJ88—BX11-JRS3
—L2/4 7% » SPECIFICATION
THHHTIEET o &/ 1.CURRENT RATING: 1.5AMPS
| | | = £M\18.65 < 2.VOLTAGE RATING: 125V AC
@ ,Jﬁg}g 5’_3 S3.INSULATION RESISTANCE: 500MQ MIN.
—-160 [0y ©F 4. WITHSTAND VOLTAGE:
T T a %ﬂ% ] AC1000V RMS 50Hz or 60Hz MIN.
EF‘AHAC’: Eﬁ 2.5043 5.CONTACT RESISTANCE:30mQ MAX.
T A1850 M.I 6.DURABILITY: 750 MATING CYCLES
7.0PERATING TEMPERATURE: —=25°C~+70°C
16.35
I 1
oy 3:12 POt B8 BX1 1-JRS3

'L Material & Plating

I Table 1 | X | Terminal Plating

o 0 [Au_1u” Plating

| o 1 |Au 3u” Plating

{ e 2 |Au_6u” Plating

i " 3 [Au 150" Plating

| 4 |Au 30u” Plating
mﬂﬂﬂﬂﬂm 1.27x7=8.89 5 |Au 50u” Plating

PCB I_AYOUT/TOP VIEW
MATERIALS: Product Drawing

PLASTIC HOUSING: ENGINEERING THERMOPLASTIC
FLAMMABILITY RATING UL 94V-0.
CONTACTS: PHOSPHOR BRONZE
PLATING: GOLD PLATING OVER NICKEL IN CONTACT.
TIN PLATING OVER NICKEL IN SOLDER AREA.
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