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CATEGORY DESCRIPTION P/N 4 REV.| ECN NO DESCRIPTION REVISED DATE
CONNECTOR | RJ45 EBRHHLITEFHIx] MJB8Z3~B211—HPP11W AT T New Release Luke 2023.04.07
A02| ——— WINE S Luke 2023.04.25
1165
8.30 SPECIFICATION

1. VOLTAGE RATING: 125 VAC RMS.
n = 2. CURRENT RATING: 1.5 AMP
0 - J. CONTACT RESISTANCE: 50 m() MAX

3 2 & =¢ : __““ — _ 4. INSULATION RESISTANCE: 500MQ MIN.
* P =" o 5. WITHSTAND VOLTAGE:
e e o ACT000V RMS 50Hz or 60Hz MIN.
. 6. OPERATING TEMPERATURE: —40°C~+80°C

/ot TNERERRN bR “CPK” RCPRE RN
8. SALT SPRAY: 48H MIN
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comenror D0NgGuan. Heling Electronic Co.,LTD
UNLESS OTHERWISE  |SCALE:1/1|UNIT: fnm | @b <3| DWG.NO:
SPECIFED TOLERANCES | SIZE: A3 |PAGE: 1 0F AREV: AO2
b | TERMINAL 1| PHOSPHOR BRONZE C5191R-H T=0.35mm Au 6u"PALTING mm@%&. ; mzﬂw APPROVED BY CHECKED<BY PREPARED BY
a | HOUSING 1| PBT 4830 UL94V—-0 BLACK XX 1015 xx .41+ | DICK XSY Luke
NO. PART NAME QTY MATERIAL PLATING & COLOR Remark | XXX +0.1 CUSTOMER ‘COPY
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