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NOTES: MATERIAL & FINISH
0.10 1.MATERIAL:
30 HOUSING: LCP(UL 94V—0), COLOR:NATURAL
“5251005 030 _(0.25) G+005 ACTUATOR: LCP(UL 94V—0), COLOR:BLACK
(etal mas) | O TERMINAL: PHOSPHOR BRONZE
B = 0.34003 SOLDER PIN: PHOSPHOR BRONZE
-3 70' o 7 2.PLATING:
o ~N TERMINAL: CONTACT AREA GOLD FLASH OVER NICKEL
f S SOLDER PIN: TIN OVER NICKEL (LEAD FREE)
TN ©
~ ; ? ; OPERATING VOLTAGE: 50Vrms AC
8 4 0 f - CURRENT RATING: 0.5A
o ° % i % (Stitoner) OPERATING TEMPERATURE: —55'C ~ +85°C
B 5 OPERATING HUMIDITY RANGE: RELATIVE HUMIDITY 90% MAX
<% \ (NO CONDENSATION)
Q STORAGE TEMPERATURE RANGE: —10'C ~ +50°C
2 STORAGE HUMIDITY RANGE: RELATIVE HUMIDITY 90% MAX
(NO CONDENSATION)

Recommended PCB Layout (TOP View)

Recommended metal mask thickness: t=0.1Tmm

Recommended FPC (#iREE0.3mm)
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M0.3 1.PER REEL : 4000pcs. 38
1 i 2.Material : Black Conductive Po\ystyr%vsslr\%\g?/. 4Q B
l N0.3 3.Thickness : 0.3+ ’ ’ $ 44 | 202 | 404
L+0.3 4.All dimensions meet EIA—481—C requirements. 50
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