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Technical characteristics '
SPECIFICATION:3 A max. @ 125 VAC. Materials Term. N N
1 A max. @ 250 VAC. CASE: PPA (94V-0) Comm.
MECHANICAL LIFE:50, 000 make—and-break cycles. HOUSING: Stainless Steel. I— I—
CONTACT RESTSTANCE:20mQ max. initial @2-4VDC . scrpuric |2 Comn -~ |2 Com,
. ACTUATOR: PBT. 3 3
100mA for both silver. BUSHING: Alloy ,nickel plated
INSULATTION RESISTANCE: 1000 MQ min. CONTACT/TERMINALS: € 1 .1 Lated
. . : Copper alloy silver plated. 3 = —
DIELECTRIC STRENGTH: 1500 VAC min. RS VREHET GRYID BRAH
OPERATING TEMPERATURE: -30°C to +85°C. 0
YUENFUNG ELECTRONICS (SHENZHEN) CO., LTD
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MODELSERIESNAME % %) 44 #/i:

ROCKER AND LEVER HANDLE SWITCH

MODEL NO 7= /%5

MPL-0-102-0002-L100-RS

1.RATING #iE1H: 1A 250V AC/3A 125V AC
2. FFUNCTION #fh B SPDT 3P
3. ELECTRICAL FEATURES: ON-ON

4 ELECTRICAL CHARACTERISTICS H/S 1 REFN#%

ITEMI5i H TEST CONDITIONS st 2% 2 PERFORMANCE 31
il R%ggﬁg@ MEASURED AT SMALL CURRENT(100mA OR LESS)1000Hz 50mQ MAX
) FERUIN IR (100mA) BL R 1R, 50ZFKLLT
e e d i ( )PLT I ZRCLT
APPLY A VOL TAGE OF 500V DC FOR 1 MIN.TO
FOLLOWING PORTIONS AFTER WHICH MEASUREMENT
INSULATION SHALL BE MADE:
RESISTANCE (HBETWEEN BODY AND CONDUCTOR. 1000MQ MIN
4.2 s (2)BETWEEN CONDUCTORS NOT TO BE CONTACT. 1000JKRK LA
- NS00V DCHE I 14384, 42 L 32 i vt
(D) B fihsis 52 1),
(2)IBIRAA 535 7 22 ).
AC1500V ims(50-60Hz)FOR 1 MIN :
DIELECTRIC  |(1)BETWEEN TERMINALS. NO DAMAGE TO PARTS
4.3 STRENGTH (2)BETWEEN INDIVDUAL TERMINALS AND FRAME. ARCING,0R BREAKDOWN ETC.
fiif HL & HNACI1500V (50-60Hz) HL s 1744, 4% LT #2275 5k BE AW ERE.
(D) Ffusm 2 [6].(2) BB R A 5 5~ 22 (1],
PRACTICAL
. TEMPERATURE AT-25°C~+85C
RANGE TE-25C~+85°C iR N M5
1 FH IR
UNLESS OTHERWISE SPECIFIED. THE STANDARD RANGE OF
STANDARD |ATMOSPHERIC CONDITIONS FOR MAKING MEASUREMENTS AS
ATMOSPHEIC ~ |FOLLOWS:
6 CONDITIONS  |(DAMBIENT TEMPERATURE:5'CTO35°C.
Mk kidekA  |QRELATIVE HUMIDITY:45%TO85%.
FEBAT R E BRSO IR 1 0 R
LNE BEM g0 2590 (ANYEIREN A4S 07 0507
STORE THE ghglzmg}g& 382 ~30C
D < -
6.1 Pélg;ﬁ DEGREE OF HUMIDITY THREE E%NTH
e VEREA0% ~T0% =
7.MECHANICAL CHARACTERISTICS MLk 6830k :
ITEMi H TEST CONDITIONS 3 2% - PERFORMANCE # il
ELECTRICAL
TERMINAL A STATIC LOAD OF300gf SHALL BE APPLIED TO THE %?Egg?giﬁlégg}zsggég SS?%TISFIED
7.1 STRENGTH TIP OF THE TERMINAL FOF 1 MIN,IN ANY DIRECTION LOOSENESS OF TERMINALS
Uity T 5 FEAT 3 — AN J7 T A S L 300gf 7 8 Wk, i 1] g 144, i !

FEHER h AT 2T Fa Bl S5 57
WA RE.

R THL
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ITEMI5i H TEST CONDITIONS st &1 PERFORMANCE %3l
1.ENDURANCE WITHOUT LOADING:THE TEST SHOULD BE TAKEN
?g 1?c ]SEPEED OF 6-8 CYCLES FOR 1 MIN;1.5 TIMES OF THE STANDARD (1).30,0000¥ (L BSCONTACT AT
e N, it s st A o v s WITHOUT LOADING.7E T ffif 530,000
T2 S0 Ao A 4301 6-8 [R5 P Uk ) AN A5 R R b v 0 B 1.5 435 3E AT WA Yol ELSFT
LIFE TEST 2.ENDURANCE WITH LOADING:
1.2 Ffy IR THE TEST SHOULD BE TAKEN ATA SPEED OF 6-8 CYCLES FOR 1 (2).10,000CY CLESMECHANECAL AND

MIN;OPERATE PRESSURE SHOULD BE UNDER THE!.5 TIMES OF THE
STANDARD FORCE

S AE AT B AT LA 20 Bho-8 [l (3 B2 T ) AN I b ife g BE 1548 34T
i

ELECTRICAL CHARACTERISTICS
SHALL BE SATISFIED10,0007/#% & T
LKL, FASERE;

8.DURABILITY [iif 4 12k

ITEM3 H TEST CONDITIONS 3 214 PERFORMANCE %,
SOLDERABILITY |THE TOP OF THE TERMINALS SHALL BE DIPPED 2mmINTHE SOLDER THE AREA OF SOLDERING,
8.1 TEST BATH OF 230+10°C FOR 320.5 SECONDS. SHOULD BE OVER75%.
] AR Uity TR A2 N B0 8 AR 2mmi 5 FE 9230410 °C L[] 93+0.5F5. TR EEAT75% 0 .
SOLDER BATH METHOD:SOLDER TEMPERATURE260+5 ‘C,IMMERSION
TIME30.5SEC,IMMERSION DEPTH UP TO THE SURFACE OF THE WITHOUT DEFORMATION OF CASE
RESISTANCE TO [BOARD,DIMENSIONS OF COMPONENT HOLES IN THE PRINTED WIRING ~ |OR EXCESSIVE
SOLDERING  |BOARD SHALL BEING ACCORDANCE WITH THOSE SPECIFIED IN THIS LOOSENESS OF TEMINALS
8.2 HEAT TEST  |SPECIFICATION. ELECTRICAL CHARACTERISTICS
i iR TR (I 06 052 ) A5 P I (6 28, EE 8 1) E 26045 °C L3 e (/] 340,585 SHALL BE SATISFIED.
AARTEAS T, BT & T HUDR, FL A% 1k BE.
TSR I i B 45 HIFE360°C £5°C, I 6] A3+0.5%)
THE SWTICH SHALL BE STORED AT A TEMPERATURE OF 85+2°C FOR 96
HEAT TEST  |FIOURS.THEN THE SWITCH SHALLBE MAINTAINED AT STANDARD
8.3 i ATMOSPHERICCONDITION FOR 1 HOUR AFTER WHICHMEASUREMENT
SHALL BE MADE.
TRCEAE IR 8542 °C HilliR o6 /N 5, ICE IE # =545 7P 1N SRl e
THE SWITCH SHALL BE STORED AT A TEMPERATURE OF -20+30°C FOR 96
coLpTEsT  |MOURS,THEN THE SWITCH SHALL BE MAINTAINED AT STANDARD THERE SHALL BE NO DEFORMATION
8.4 A ATMOSPHERIC CONDITION FOR 1 HOUR AFTER WHICH MEASUREMENT | " "o ooy o o i o
SHALL BEMADE. . _ G576, 2 L, h B
B 7 I EE-2043°C HO6 /N S, FE I UL /N A SR AT K. 10 ’ He.
THE SWITCH SHALL BE STORED AT A TEMPERATURE OF 40+2°C AND A
HUMIDITY OF 90%T095% FOR 96 HOURS.THEN THE SWITCH SHALL BE
HUMIDITY TEST |MAINTAINED AT STANDARD ATMOSPHERE CONDITION FOR 1 HOUR
8.5 R R I AFTER WHICH MEASUREMENT SHALL BE MADE.

T 4042 “C 1R I8 (KA XHT B 90%-95% 3415 196 /N I, T4 BE MR TRULE IE H #1385
/N JE3EAT I3,
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