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% ~ 1. RATING:DC4V 0. 3AMax
= ji——%%%——» i 2. CONTACT RESTSTANCE:70mQ Max
Y oo 3. OPERATING FORCE: 180+50gf
' 4. OPERATING LIFE:10, 000 Cycle Min
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SPECIFICATION

1:GENERAL SPECIFICATION FA =L

1.1| RATING (Hi%E{H): DC 4V 300mA

19 PRACTICAL TEMPERATURE RANEG: - 10°C~+50°C.
B VA . AE-10°C T +50°C LR N .

STANDARD ATMOSPHEIC CONDITIONS :
UNLESS OTHERWISE SPECIFIED. THE STANDARD RANGE OF ATMOSPHERIC
CONDITIONS FOR MAKING MEASUREMENTS AND TESTS ARE AS FOLLOWS:
(1) AMBIENT TEMPERATURE : 5°C TO 35°C;
1.3 (2) RELATIVE HUMIDITY : 45% TO 85%;
(3) AIR PRESSURE  : 86Kpa TO 106Kpa.
MRRFRHEIRAS . BV TR M R IR, W, R
(1)L A5735°C; (2) 0 FEE Ay 45% 85%;

(3) S Jy86Kpa~106Kpa.

2. ELECTRICAL CHARACTERISTICS (HE S 1EBEIIAR) -

ITEM i H TEST CONDITIONS I3 414 PERFORMANCE (DATA) FiA% (Kidls )
5 1 REgTE$X§CE MEASURED AT 1KHz SMALL CURRENT (100 mA OR T0mQ MAX.
APPLY A VOLTAGE OF 500V DC FOR 1 MIN.
THE FOLLOWING CONTACE TEST METHOD:
INSULATION | (1)BETWEEN BODY AND CONDUCTOR. 100K MIN
2.2 | RESISTANCE | (2) BETWEEN CONDUCTORS NOT TO BE CONTAC. :
: Vo W | 100Kk 2L |
dasgippl | HANB00V DCHLFR 14340, 4% LA N Hefil s VANNA '
(1) $efi + 2 [A).
(2) JB BEARFNHE R 2 1],
AC 250V (50-60Hz) FOR 1 MIN TRIP CURRENT:O0. 5mA
THE FOLLOWING CONTACE TEST METHOD:
ELECT RIC (1) BETWEEN TERMINALS. THOUT DAMAGE TO
2.3 STRENGTH (2) BETWEEN INDIVIDUAL TERMINALS AND FRAME. PARTS ARCING OR
i NAC250V (50-60Hz) Hi, 170hUekfE HLIATNO. SmA, BREAKDOWN ETC
i He s ) \ '
T%ﬁi&ﬂﬁﬁﬁ/iiﬁﬂ?. ?ﬁﬁéﬁé%ﬁﬁ%%j%ﬁ
(1) % fdois - 2 [w]. 7 ‘
(2) AP SEARFIHE R 2 ).

3 . MECHANICAL CHARACTERISTICS (HLMETERSHIKG) :

ITEM  TiH TEST CONDITIONS M4t ERFORMANCE (DATA) FA% (A3 )
OPERATION o,
3.1 FORCE LATERAL PUSH C{l[m1#E5h) PUSH FORCE (I J1 D)
IN THE HORIZONTAL DIRECTION SWITCH HANDLE
OPRATION, WITH AN EQUAL TO 2TIMES THE THRUST OF
3.9 TRAVEL TO THE SWITSH FORM ONE POSITION TO THE NEXT GEAR, 1. 5mm=0. 2mm
QLOSUBED MOVING DISTANCE MEASURING HANDLE. —
AEATRE TR BT KT, DA— A F2A 5 1 T 26
—ARINLIE BB N — R, DA B
THERE SHALL BE NO DAMAGE
STEM STRENGTH | AND ALONG THE RUNNING DIRECTION AT APEX HANDLE (500gf) m&&%&%ﬂm%
3.3 | BEE ) | ON THESTRENGTH TEST, TIME IS 30SECONDS. CHARACTERISTICS SHALL BE
i LRSS AT I b (500g) JIBEMI R, IFR30%D. | SATISFIED A%, L
THUbL, AR
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4. DURABTILITY (it A1)

ITEM 15 H TEST CONDITIONS M3k 244 PERFORMANCE (DATA) F0#% (313 )
AN ACTUATOR SHALL BE WITH A THRUST OF NO GREAT THAN 1
1) CONTACT RESISTANCE
TIMES SWITH POWER TO 10000 CYCLES AT A SPEED OF 30 )SHALL BE 50000 MAX
LIFE TEST | cycLES FOR 1 MIN y ’
4.1 Tty kI ! on : ‘ . 2) LIFETIME: 5000X
RRIRZN A B AR B30I AR, A KT IF e 145 i 4 1) 455 i i B 868 T-500m Q..
7 i 10000 YT A M, 2) F51ir: 100007K
THE SWITCH SHALL BE STORED AT A TEMPERATURE
AT OF 85+2°C FOR 96 HOURS. AND THEN IT SHALL BE
49 TRST SUBJECTED TO THE CONTROLLED RECOVERY CONDITIONS FOR
i P ST s 1 HOUR AFTER WHICH MEASUREMENT SHALL BE MADE.
CEAENLESS £ 2 CHH96/NI JG, FHCE 1IEH i T 1/NE]
JE g
THE SWITCH SHALL BE STORED AT A TEMPERATURE giﬁf\gEsgﬁkFPEERmCE
OF-25+3°C FOR 96 HOURS. AND THEN IT SHALL VECHANICAL. AND
. COLD TEST | BE SUBJECTED TO THE CONTROLLED RECOVERY ELECTRICAL
-3 iV S CONDITIONS FOR 1 HOUR AFTER WHICH MEASUREMENT CHARACTERISTICS SHALL
SHALL BE MADE. BE SATISFIED
R AL 25+ 3°C P96 /M, FEBCE IF 3 ﬁhxﬁﬁﬁj; s R TAL
H LN . W, AAMERE
THE SWITCH SHALL BE STORED AT A TEMPERATURE OF
4042°C AND A HUMIDITY OF 80% TO 85% FOR 96 Hr.
HUMIDITY THEN THE JACK SHALL BE MAINTAINEDAT STANDARD
TEST ATMOSPHERIC CONDITION FOR 1
4.4 S S Hr FOR OTHER PROCEDURES.
TRUEAEA0 4+ 2°CAHXE B 80~ 85% £ 5 rh96 /Nt i, T
FE AR TE 5 = 05 /NS i I 5
HAND SOLDERING 4.
1) DIVCE T.H.. SOLDER IRON HiJ&4%k.
A.350°CMAX. , 2 sec Max
B. 270°CMAX. , 4 sec Max
2) REFLOW SOLDERING [A]%ids: <<250°C THERE SHALL BE NO
DAMAGE ONAPPEARANCE
SOLDERING i MECHANICAL AND
4.5 | CONDITIONS 250C ELECTRICAL
FE B A 556 ‘ CHARACTERISTICS SHALL

180°C

150C ———1— B

ifria) (F%)

¢ il

BE SATISFIED
ST, T AL
B, M B
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