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1:GENERAL SPECIFICATION A= Iii

1.1

RATING (%iEfE): DC 12V

100mA

1.2

PRACTICAL TEMPERATURE RANEG:
Ao i 88 51

- 10°C~+50°C.
1E-10°C " +50°C 3 & i .

1.3

STANDARD ATMOSPHEIC CONDITIONS :
UNLESS OTHERWISE SPECIFIED. THE STANDARD RANGE OF ATMOSPHERIC
CONDITIONS FOR MAKING MEASUREMENTS AND TESTS ARE AS FOLLOWS:
(1) AMBIENT TEMPERATURE :
(2) RELATIVE HUMIDITY
(3) ATR PRESSURE
TAFRUEIRZS -
(D #REH57357C,

5°C T0 35°C;

© 45% TO 85%;

. 86Kpa TO 106Kpa.

A e E D IR, B, AURWR:

(2) Y JE H45% 85%; (3) Sk H86Kpa 106Kpa.

2. ELECTRICAL CHARACTERISTICS (FE/SMEREINAK) »
ITEM Ti[H TEST CONDITIONS R 4cft PERFORMANCE (DATA) Fk% (K4 )
CONTACT  [MEASURED AT 1KHz SMALL CURRENT (100 mA OR LESS) 100mQ  MAX.
2.1 | RESISTANCE |7E1KHzf#/HLi (100mA LA R) MR, 100 RK A .
F b B
APPLY A VOLTAGE OF 100V DC FOR 1 MIN.
INSULATION [THE FOLLOWING CONTACE TEST METHOD:
2.2 | RESISTANCE |(1)BETWEEN BODY AND CONDUCTOR. 50MQ  MIN.
sas il | (2) BETWEEN CONDUCTORS NOT TO BE CONTAC. 503K BR L L.
B N100V DCHLHE 14344, 42 LT $fih J7 y2: 00K«
(1) $ Aty 7 2 ).
(2) J PEAR R HE I 2 18]
AC 250V (50-60Hz) FOR 1 MIN TRIP CURRENT:0. 5mA
THE FOLLOWING CONTACE TEST METHOD:
(1) BETWEEN TERMINALS. WITHOUT DAMAGE TO
IELECTRIC |(2) BETWEEN INDIVIDUAL TERMINALS AND FRAME. PARTS ARCING OR
2.3 STRENGTH HNAC250V (50-60Hz) Hi JE, 140480 HLy 40. 5mA, BREAKDOWN ETC.
[N k5 R WARF T AT U T T i
(1) Aty 7 2 ).
(2) A FEARFO R 2 JA).
3 . MECHANTCAL CHARACTERISTICS CHUBRYEBERES)
ITEM T H TEST CONDITIONS k4t PERFORMANCE (DATA) FkS CEUHE)
OPERATTON PUSH FORCE (3%JEJJJE) -
3.1 FORCE LATERAL PUSH Cfij i#fEzh)
i 200gf +50gf
IN THE HORIZONTAL DIRECTION SWITCH HANDLE
OPRATION, WITH AN EQUAL TO 2TIMES THE THRUST OF
TRAVEL TO |THE SWITSH FORM ONE POSITION TO THE NEXT GEAR,
3.2 CLOSURE  [MOVING DISTANCE MEASURING HANDLE. 2mm=+0. 2mm
BEATRE  |ETT MR IZ AT IR T ), BA— N T 2054 D14 T OGN
— R EN B N AR, D HEA RS B i
STEM AND ALONG THE RUNNING DIRECTION AT APEX HANDLE (
5 3 STRENGTH  |500gf) ON THESTRENGTH TEST, TIME IS 30 SECONDS. HINATC S, T,
Ul EREER (WD |[EHEREIN SC RIS AT T o e (500gf) JJEEMIK, WY | HAPERE
CiiYEcs 305,
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4. DURABILITY (it Ak -

ITEM T H TEST CONDITIONS IR 4&1t PERFORMANCE (DATA) £iA% CHHi)
AN ACTUATOR SHALL BE WITH A THRUST OF NO GREAT 1) CONTACT RESISTANCE
THAN 1 TIMES SWITH POWER TO 7000-10000 CYCLES SHALL BE 500mQ MAX.
4.1 LIFE TEST |[AT A SPEED OF 30 CYCLES FOR 1 MIN. 2) LIFETIME: 7000-100007%
Famids  [ERVEE LR PR30 IIE, i InAS KT IR LS4 ) 1) $2fib e BHASNHEE T-500m Q .
H7000-100007% T 471 Fiif k. 2) 51 : 7000-100007K
THE SWITCH SHALL BE STORED AT A TEMPERATURE
OF 85+2°C FOR 96 HOURS. AND THEN IT SHALL
HEAT BE SUBJECTED TO THE CONTROLLED RECOVERY
4.2 TEST CONDITIONS FOR 1 HOUR AFTER WHICH
fit#szs  [MEASUREMENT SHALL BE MADE.
B AR 85 £ 2°C 96/ N T, PR IE SR
N EDIE. THERE SHALL BE NO
THE SWITCH SHALL BE STORED AT A TEMPERATURE DAMAGE ONAPPEARANCE.
0F-25+3°C FOR 96 HOURS. AND THEN IT SHALL MECHANTCAL AND
COLD BE SUBJECTED TO THE CONTROLLED RECOVERY ELECTRICAL
4.3 TEST CONDITIONS FOR 1 HOUR AFTER WHICH CHARACTERISTICS SHALL
fitAszns  [MEASUREMENT SHALL BE MADE. BE SATISFIED.
BN E-25+3°C 96/ G, TR IEH SR NI 7, R TG
NI JEIE. A PERE
THE SWITCH SHALL BE STORED AT A TEMPERATURE
OF 40+2°C AND A HUMIDITY OF 80% TO 85% FOR
HUMIDITY |96 Hr. THEN THE JACK SHALL BE MAINTAINED
4.4 TEST AT STANDARD ATMOSPHERIC CONDITION FOR 1
WIEscH  |Hr FOR OTHER PROCEDURES.
BB AEAO £ 2°C AH X J& 80~ 85% I 355 H196 /NIt )i
PR RE SO 15 =3 L s e
HAND SOLDERING TF/i:
1) DIVCE T H: SOLDER TRON Hi &%k,
A. 350°CMAX. , 2 sec Max
B. 270°CMAX. , 4 sec Max THERE SHALL BE NO
2) REFLOW SOLDERING [Flifs: <<250°C DAMAGE ONAPPEARANCE.
SOLDERING MECHANTCAL AND
4.5 | CONDITIONS ELECTRICAL
PG S i1 CHARACTERISTICS SHALL

~—250C

230C

180°C —

150C —————

) (#4)

20sC it

BE SATISFIED.
SUTES S WAL T AL
HUAAPERE
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