9,1 4 3,9 2,2
[ | LO
( / X —
ip) x ¥
) - | |
<l ™ : :
— 1 | | | T 3
A L ]
] #, 06 H L J U LJ &) B
‘ 2,5 2,5 ‘
2-90,7 !
6.8
9,1
1,9 =
6,8
) o | 5 A B
% | /L s b DCI2V 0. 1A
j L Sy Yo g =100MQ
2,9 — . .
" r—v 2,5 v fifEsREE:  |AC250V (50Hz) Imin
@ 2 PRI -25¢ ~ +70¢
—H F A (40°¢) <95%
N b P - <50MQ
aJ 12 EE ST 200gf +30gf
e — i i < 250°
D B 2 WE U] MSK12D e 100007k
C = F 1 N 5N x &
B Ji Ji 1 yugm b T EYd MR AR @%%
A j’& m 1 jﬂ:’ D :[: gi)ﬁjﬁ @ SHOUHAN
FE A s M Rl EV P MST-12D18G4 SPDT Slide Switch




SPt# EMTERBEARLE

SHENZHEN SHOUHAN TECHNOLOGYCO.,LTD
Tel: 0755-27597601 Fax: 0755-27597491 Email: wyc@so-han.com

\.

! A A
SPECIFICATION FOR APPROVAL

:B N

Material code:

e TR Project:

1] = .
AT PartNo: o 1951864 SPDT Slide Switch

RAOFIFINED Approval signatures

£l = /Part No.

R

1N

% /Signatures

A /Drawn AR

H##%/Check

Hk#E/Approved o




P YT E R PR A A

AR S

KA H Y

20223 H18H

SPECIFICATION #i#% 43

F2HK

lof2

P B AR BB IE

MST-12D18G4

PRI

1:GENERAL SPECIFICATION &A=

1.1

RATING (Fixgfd): DC 12V 0.1A

1.2

PRACTICAL TEMPERATURE RANEG:
(IR EETER . 7E-25°C +70°CiREE N g .

- 25°CT+70°C.

1.3

STANDARD ATMOSPHEIC CONDITIONS

UNLESS OTHERWISE SPECIFIED. THE STANDARD RANGE OF ATMOSPHERIC

CONDITIONS FOR MAKING MEASUREMENTS AND TESTS ARE AS FOLLOWS:
(1) AMBIENT TEMPERATURE
(2) RELATIVE HUMIDITY
(3) AIR PRESSURE

TRFRHIRES . TR AR TR, B, SEWT:
(DR EAN5735C;

: 5°C TO 35C;
: 45% TO 85%;
: 86Kpa TO 106Kpa.

(2) B JE 45%  85%;

(3) S JE:N86Kpa~ 106Kpa.

2. ELECTRICAL CHARACTERISTICS (HRATMEREFIR) :

ITEM  TiH TEST CONDITIONS WINAZIF PERFORMANCE (DATA) ¥R K% (B 4)
CONTACT ~ [MEASURED AT 1KHz SMALL CURRENT (100 mA OR LESS) 10000 VAX.
2.1 | RESISTANCE |7E1KHzf/NEIR (100mA  PLR) M. N
Ffil i 100Z ML .
APPLY A VOLTAGE OF 100V DC FOR 1 MIN.
INSULATION  |THE FOLLOWING CONTACE TEST METHOD:
2.2 | RESISTANCE | (1)BETWEEN BODY AND CONDUCTOR. 50MQ  MIN.
“25% FLRH (2) BETWEEN CONDUCTORS NOT TO BE CONTAC. 50K L.
HWIAN100V DCHELE18E, 1% DL Hefh 75 v 004K«
(1) Hzfbg 12 ).
(2) B AR AN HERAN 22 H).
AC 250V (50-60Hz) FOR 1 MIN TRIP CURRENT:0. 5mA
THE FOLLOWING CONTACE TEST METHOD:
(1) BETWEEN TERMINALS. WITHOUT DAMAGE TO
IELECTRIC | (2) BETWEEN INDIVIDUAL TERMINALS AND FRAME. PARTS ARCING OR
2.3 STRENGTH Hi NAC250V (50-60Hz) HEJ&s, 14784 HEL IR MO0. SmA, BREAKDOWN ETC.
i L A TR RA UGN 7

(1) $%fih i1~ [A).
(2) b Fe AR 1],

3 . MECHANICAL CHARACTERISTICS

CHUBRAE BERLA )

ITEM [ TEST CONDITIONS MAZFF PERFORMANCE (DATA) #1#% (¥4 )
OPERATION PUSH FORCE ($%JE11/8)
=
3.1 %;¥§2% LATERAL PUSH ({ill[A)#Ezh) 200gf 4 30gf
IN THE HORIZONTAL DIRECTION SWITCH HANDLE
OPRATION, WITH AN EQUAL TO 2TIMES THE THRUST OF
TRAVEL TO |THE SWITSH FORM ONE POSITION TO THE NEXT GEAR,
3.2 CLOSURE  [MOVING DISTANCE MEASURING HANDLE. 2mm=+ 0. 2mm
TR |TETFRAERNISAT KT D5 1, LN SEF 2 (T F M
— ANRYATIE B BN RN, I EHERE RS SR .
STEM AND ALONG THE RUNNING DIRECTION AT APEX HANDLE (
- STRENGTH  |500gf) ON THESTRENGTH TEST, TIME IS 30 SECONDS. SAIITE S, R TR,

BAEEE (D
Eiifis

EHEM et iz T 7 mhn E (500gf) SRR, BHEA

307D

R ERE
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4. DURABILITY (fif AMED -
ITEM T H TEST CONDITIONS MR 2% 7F PERFORMANCE (DATA) i 4% (4% )

AN ACTUATOR SHALL BE WITH A THRUST OF NO GREAT
THAN 1 TIMES SWITH POWER TO 10000 CYCLES

4.1 LIFE TEST |AT A SPEED OF 15718 CYCLES FOR 1 MIN.

FERL  [EREE DV 15T ISR, i n A KT I =115 1)
HEFMH 100007k T f far A,

1) CONTACT RESTSTANCE
SHALL BE 1 00mQ MAX.
2) LIFETIME : 10000CYCLES
1) F A A BHASAE T-100m Q
2) 75 : 1000095

THE SWITCH SHALL BE STORED AT A TEMPERATURE
OF 85+2°C FOR 96 HOURS. AND THEN IT SHALL
HEAT BE SUBJECTED TO THE CONTROLLED RECOVERY

4.2 TEST CONDITIONS FOR 1 HOUR AFTER WHICH

fif #szig |MEASUREMENT SHALL BE MADE.

B AR ESS +2°C 96/, FRCE IEH E i
B LN JE 5

THE SWITCH SHALL BE STORED AT A TEMPERATURE
OF-254+3°C FOR 96 HOURS. AND THEN IT SHALL
COLD BE SUBJECTED TO THE CONTROLLED RECOVERY

4.3 TEST CONDITIONS FOR 1 HOUR AFTER WHICH

M Aszne  IMEASUREMENT SHALL BE MADE.

B E-25+3°CH96/N G, FCE I ik
WIS E

THE SWITCH SHALL BE STORED AT A TEMPERATURE
OF 40+2°C AND A HUMIDITY OF 80% TO 85% FOR
HUMIDITY |96 Hr. THEN THE JACK SHALL BE MAINTAINED

4.4 TEST AT STANDARD ATMOSPHERIC CONDITION FOR 1
WAVESZES  |Hr FOR OTHER PROCEDURES.

JCE AE40 1 2°CAHGHE 80~ 85% A 15 Fh 96 /Mt /i
TR R S BCCE 1B 505 A /N S e

THERE SHALL BE NO
DAMAGE ONAPPEARANCE.
MECHANICAL AND
ELECTRICAL
CHARACTERISTICS SHALL
BE SATISFIED.
SIITCH i 2 T AL
HA M RE

HAND SOLDERING FF4%:

1) DIVCE T.E.: SOLDER IRON Ha&4k
A. 350°CMAX. , 2 sec Max

B. 270°CMAX. , 4 sec Max

SOLDERING
4.5 | CONDITIONS
W %A

THERE SHALL BE NO
DAMAGE ONAPPEARANCE.
MECHANICAL AND
ELECTRICAL
CHARACTERISTICS SHALL
BE SATISFIED.
SIITCH i 2 T AL
HA M RE
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