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2. TEAIULY]
Detailed specification
2.1 AWML IICREM . FRAR™ i PR RE KB
Appearance: There should be no defects that affect the serviceability of product
2.2 iR SERZE T AT B 2R
Style and dimension: shall conform to the assemble drawings
2.3 BAEA: ARG SN A
Type of actuating: Tactile feedback.
2.4 JFREH: Hlalg g CRAR il S S5 AR T B )
Contact arrangement: 1 pole, 1 throw
(Details of contact arrangement are given in the assembly drawings.)
2.5 JFRILAEFUEME: DC 12V, 0. 1A CHREH)D
Ratings: 12V DC, 0.1A (effective value)
3. HAUMERE:
ELECTRICAL SPECIFICATION

NO i W 21 %ok
) ITEM TEST CONDITIONS REQUIREMENTS
7L 5V 10mA ) LI FL Y BRAMIS T 1IKHz [ A2 i
RS AL, DA—ANAE T 245 4% ) IR i A7 e it
el il fuﬂi%?fﬁqzdgtatic load of 2 times
3.1 Contact Resistance PPLY .g <50mQ
operating force to the center of the stem,
measurements shall be made by 5V DC 10mA
or more than 1KHZ AC small-current contact
resistance meter.
AEst 1 2 A IIDC 100V /Iminff) 464, & b
a2 FH T IR A L BELAE
39 Insglatlon Measgrem?nt shall be made fol%ow1ng = 100MQ
Resistance application of 100V DC potential, across
terminals, and across terminals and cover,
for one minute
A T K FE3 §- 2 ) in250V AC (50HZE¥60HZ) /1min iz, kIR
3 3 Dielectric 250V AC (50HZ or 60HZ) shall be applied There should be no breakdown
) voltage proof across terminals, for one minute. and flashover
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i H A AT 2R

NO. ITEM TEST CONDITIONS REQUIREMENTS

FEREH A I 1) ) B R s F oy (b3 ~4
7,

S 300 R W ek e A o oG L B

Lightly striking the center of the stem at
a rate encountered in normal use (3 to 4
times per second), and bounce shall be
tested at “ON” and “OFF”

K
Switch

o

10K! ‘E

10V DC == Rl ON-3msec. max
3.4 filk 55 EL Bl Bounce I Oscillograph OFF-8msec. max

"ON” " OFF”

Ay HLBRTERE:
MECHANICAL SPECIFICATION

TEORTE B THRAETT 10 R, e TF IR IR S 1 T i o
BT ), W T O T T R N B K T B
Placing the switch such that the direction
¥h of switch operation is vertical and then
4.1 Operating Force gradually increasing the load applied to
the center of the stem, the maximum load
required for the switch to come to a stop
shall be measured

refer to chart 3
1. 190+20gf

Operating Force:190+20gf

TFRAE LR T R, DL T2 ffii )
(K3 ST DN AE T SR KB T s, U T

BB
RRATHE Placing the switch such that the direction
4.2 Full Travel of switch operation is vertical and then 2740. Imm

applying static load of 2times operating
force to the center of the stem; the
travel distance for the switch to come to
a stop shall be measured
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) ITEM TEST CONDITIONS REQUIREMENTS
TEORTE B T4 7 M JRCE 5T OB S 4 Tt o
LN RERRATIEG, WE T A [ A7 B )
)i
EIE: s The sample switch is installed such that
4.3 Return Force the direction of switch operation is /
vertical and upon depressing the stem in
its center to the whole travel distance
the force of the stem to return to its
free position shall be measured
TEORTE B THRAET7 10 R, DA 7 1 1) SRS 1
Ji N 3ON ) i A Ay 7 4 Imin
2 F Placing the switch such that the direction y
4.4 Stop Strength of switch operation is vertical, and then
a static load of 30N shall be applied in
the direction of stem operation for a
period of 1 min.
TEORTE B THRAET7 10 A, T3 1) Sl dpe KR A
X 73, FFI S TFAR AT R
TR R Placing the switch such that the direction
Stem . . . . .
4.5 of switch operation is vertical, and then |20N.min
Strength . .
the maximum force to withstand a pull
applied opposite to the direction of stem
operation shall be measured
PE VLN BE S A N AT I
Measurements shall be made following the
test set forth below:
(1) IR E . 2454£5C BRI 2 N 1) 51 45 75 90% B |
Solder temperature : 245+5°C Except for the edge, the
4.6 T fESolderability |(2) W AWA]:2s£0. 55 coating should cover a

Immersion time: 2s=%0.5s

T eSSBS % (GB 5095. 6—86) ikHi12a
The other steps please refer to {GB
5095. 6-86) TEST 12a

minimum 90%
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PR T e

ENVIRONMENTAL SPECIFICATION

NO.

I H
ITEM

[ECoR A
TEST CONDITIONS

R

REQUIREMENTS

5.1

IR IR
Resistance to low
temperature

FE it N 42 DL R 5230 4 A AT IR, S50 5 FF
IS TR k. S b TS B () A58 v 1/ B i i g
IRE
Following the test set forth below the
sample shall be left in normal temperature
and humidity conditions for 1 h before
measurements are made:
(1) . -30+2C
Temperature : —30+£2C
(2) If[AE]: 96h
Time: 96h

5.2

R
Heat resistance

FE DA% DL SIS 25 AR AT I, S50 5 R
IS TR k. S b TS B ) A58 v /N B i g
MAR: Following the test set forth below
the sample shall be left in normal
temperature and humidity conditions for 1
h before measurements are made:
(1) i 80+2°C
temperature:80+£2C
(2) Isffa]: 96h
time: 96h

5.3

iP5 ) A
Change of
temperature

AR T PRI SR AT B R A A P B R B
WK, SIS R i WY B il AR BE A
SR /N JE AR RE DA WU 0 TR A ot 1 LR
T

After 5 cycles of following conditions

the sample shall be allowed to stand under
normal temperature and humidity conditions
for 1 h. and measurements shall be made
During the test water drops shall be
removed.

H65E2C

-10£2°C--

2 (hour) | 1(hour) | 2(hour) |1 (hour)

1 cycle

e HBH: <200m Q
Contact resistance: <<200mQ
TiH3, 4.1,4.2,4.3
Ttem 3,4.1,4.2,4.3
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NO.

TiH
ITEM

[ECOR A
TEST CONDITIONS

RN
REQUIREMENTS

5.4

PRI IRFY
Moisture resistance

FE il B 4% R DL R S50 4 AR AT DK, 5256 5
IS TRk, A b A (R A58 1/ I i e g
MHR: Following the test set forth below
the sample shall be left in normal
temperature and humidity conditions for 1
h before measurements are made:
(1) #iEE: 60+2C
temperature: 60+2°C
(2> AIRRESE: 90%~95%
relative humidity:90% to 95%
(3) If[AE]: 96h
time: 96h

Befii B <200mQ

Contact resistance: <200mQ

5.5

itk
Sulfuration
resistance

FE it B 42 B DL R SE 30 4 A AT I, S50 5
IS TR k. S b AT B ) A58 v /N W i ik i
Mik: Following the test set forth below
the sample shall be left in normal
temperature and humidity conditions for 1
h before measurements are made:
(1) H2SSAA&¥ ¥ : 3ppm+ 1ppm

H2S gas concentration: 3ppmz lppm
(2) WfME): 72h

Time: 72h
(3) WEJE: 40£2°C (90~95%RH)

temperature: 40+2°C (90~95%RH)

WiHS, 4.1,4.2,4.3
Ttem 3,4.1,4.2,4.3

5.6

K
Salt Mist

TE VLN BE S A N AT
The switch shall be checked after
following test:
(1) WEE: 35°C£2C
temperature: 35°C+2°C
(2) EhREE: 5+1% (FEE D
salt solution : 5+1%(solids by
mass)
(3) Ifa): 8h+1h
Time: 8h=£1 hour
SEHS 5 1) R UURRA) JG K st
After test, salt deposit shall be removed
by running water.

SR LA R BT A
No remarkable corrosion shall
be recognized in metal part
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Operation life

(2) Feahifis. 1R/
Rate of operation: 1 times/s

(3> $#J): /
Operating Force: /

(4) ¥l ar/Average fault—free
1ife:10000K

MODEL Date 2020. 12. 17
6. ARPRAUBRIERE:
ENDURANCE SPECIFICATION
” i B0 o
) ITEM TEST CONDITIONS REQUIREMENTS
AR T I SR A T
<
Measurement shall be made following the %ﬁﬁ?ﬂiﬁﬁ\\zggmélifntact
test set forth below: ;;i;%%?;iﬁis 00m
(1) DC 12V, 50mA#1i%% C““9 = 10
6. 1 TAEH DC 12V, 50 mA resistive load ontact boRIQES:10ms

% J7: WA £30%
Operating Force:

initial value=30%
TiH3, 4.1,4.2,4.3
Ttem 3,4.1,4.2,4.3

6.2 |#zhVibration

H A LA 45 e 2 A T I
Measurement shall be made following the
test set forth below:
(1) BN 10~55~10Hz
Vibration frequency range: 10 to 55 to
10Hz
(2) Pl (E—UE) . 1. 5mm

Amplitude: 1.5mm
(3 Iy FETFATEE T AR N =4
AH L HE LI T )
Direction of vibration:Three mutually
perpendicular direction including the
direction of stem travel
(4> WA E]: A5 2hours

Duration: Each Z2hours

WiH3, 4.1,4.2,4.3
Ttem 3,4.1,4.2,4.3

(1) Soldering temperature: 350°C Max.
(2) Continuous soldering time: 3 s Max.

T IS
SOLDERING CONDITIONS:
WL DA N S A AT SR
(1) JEBEE: <350°C
T (2) ELEENTE: <3 s
7.1 |Hand soldering Please practice according to below conditions:
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" K A
’ ITEM CONDITIONS
TEATH IS OL T B 3
In case the automatic flow soldering is to be used
ik 150°C ~ 175°C, 40 ~ 80 sec
Preheat ————————————— 150°C ~ 175°C, 40 ~ 80 sec
(2) VEEAE L P ————— 260°C  (max)
Peak temperature ————— 260°C (max)
(3) 1R X R —————— 260°C, 1 ~ 4 sec, 2 times (max)
Soldering area temperature ————— 260°C, 1~ 4 sec, 2 times (max)
T:C
280
., |aE
’ Automatic soldering 210

140

70+

5—bminute

<{ Temperature profile >

S. 2

S. 3

S. 4

S. 5

Other precautionsHAhid: 2 I

R BEAR 1) 22 5L RS 2 0= i

Follow recommended P.W.B. piercing plan in outside drawing page

T ANt 0 R A ) s ) B B T %

Please be cautions not to give excessive static load or shock to swiches

AT R, AN aT DL A B AL T DT %

Following the soldering process, do not try to clean the switch with a solvent or the like
Bi7 1B R T DR () Tl g i3 N

Safeguard the switch assembly against flux penetration from its topside.

PRAE I L N ¥ J et T i el R A Tk AR I R BE  WF BEKI [RR AT, T AN AT s
Preservation under high temperature and high high humidity or corrosive gas should be
avoided Especially . When you need to preserve for a long period ,do not open the carton.
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