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Technical characteristics = o o o
SPECTFICATION:5 A max. @ 125 VAC. ) x :
2 A max. @ M@O <<>O gmﬁaH.Hmu_ym SCHEMATIC| Mlc/hl OFF N\e\q
MECHANICAL LIFE:40, 000 make-and-break cycles. CASE: PPA (UL 94V-0) 3t 3L
CONTACT RESTSTANCE:20mQ max. initial @2-4VDC HOUSING: Stainless Steel.
100mA for both silver. ACTUATOR: Alloy, chrome plated.
INSULATION RESTSTANCE: 1000 MQ min. BUSHING: Alloy . nickel plated
DIELECTRIC STRENGTH: 1500 VAC min. ’ o
OPERATING TEMPERATURE: —25°C to +85°C. mw_ﬂ;oa\amwfzxrrm" Copper alloy silver plated. ﬁ%m_ul&% A\wﬂm&:v mwm\\»/m‘_
0
YUENFUNG ELBCTRONTCS (SHENZHEN) CO., LTD
/A% TOLEANCES | X+ 0.4 XX+ 0.25 + 5° | ONIT sgfr mm | SCALE 1:1 [ @
hi A ERIIN . TITLE &%, TOGGLE  SWITCH
VERSION A0 SCALE NONE 2021.6.21 DWG NO. ¥}5 SM002297NR
3 2 ; wa|  MT=0-103-A101-M200-RS
A VER AZ T 168 CHANGE DESCRIPTION F 19 DATE|ECN NO.| APPROVED BY CHECKED BY DRAWN By | FEUKFT PART NO. B85
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MINIATURE TOGGLE SWITCH

MODEL NO 7~ L5

MT-0-103-A101-M200-RS

1.RATING #i5E1H:

5A 125VAC 2A 250VAC

2. ELECTRICAL CHARACTERISTICS Hi S 4 RERNA -

ITEMTi H TEST CONDITIONS ill{:{ 2% 14 PERFORMANCE £ #l
5 1 RICESINS?//:;{?E MEASURED AT SMALL CURRENT(100mA OR LESS)1000Hz 20mQ MAX
: N FE SN LA (100mA) BA R . 20Kk L
S A i FERYUIN BLIAL(100mA) BL R 1R ZRRLLT
APPLY A VOL TAGE OF 500V DC FOR 1 MIN.TO
FOLLOWING PORTIONS AFTER WHICH MEASUREMENT
SHALL BE MADE:
INSULATION
59 ngﬂ ANOCE (1)BETWEEN BODY AND CONDUCTOR. 1000M Q@ MIN
: v (2)BETWEEN CONDUCTORS NOT TO BE CONTACT. 1000JK Bx LA F
” HIN500V DCHL 1408, 3% UL R #efi o7 v
(1) Fe it 12 4]
(2) 2Bk 5 ity ¥~ 2 ).
AC1500V ims(50-60Hz)FOR 1 MIN :
DIELECTRIC  |[(1)BETWEEN TERMINALS. NO DAMAGE TO PARTS
2.3 STRENGTH (2 BETWEEN INDIVDUAL TERMINALS AND FRAME. ARCING,0R BREAKDOWN ETC.
i E i NAC1500V (50-60Hz) FLJE 1 538, 3% LR B 7 i3 WA BGINER
(1) FE o 12 18] .(2) 8 IR A7 5 3 1~ 2 1),
PRACTICAL
3 TEMPERATURE [AT-30°C~+85°C
RANGE 7E-30°C~+85C e N 18
A FH 3 P Y
UNLESS OTHERWISE SPECIFIED. THE STANDARD RANGE OF
ATMOSPHERIC CONDITIONS FOR MAKING MEASUREMENTS AS
o [ouows
4 CONDITIONS (1) AMBIENT TEMPERATURE:5°CTO35°C.
NI 2)RELATIVE HUMIDITY:45%TO85%.
wikbks | eTOBS%

TEIRAT 1R E B o0 T iR IR R
(DR E R5C-35C ( 2)IBJE H45%-85%.

5.MECHANICAL CHARACTERISTICS Ml PERE $UH%:

5.1

LIFE TEST
7 i il ik

1.LENDURANCE WITHOUT LOADING:THE TEST SHOULD BE TAKEN

AT A SPEED OF 6-8 CYCLES FOR 1 MIN; 1.5 TIMES OF THE STANDARD
FORCE

TEAA A5 B o-8 [RlE LM U ) AR B I bt g 1508 AT I
2.ENDURANCE WITH LOADING:

THE TEST SHOULD BE TAKEN ATA SPEED OF 6-8 CYCLES FOR 1 MIN;
OPERATE PRESSURE SHOULD BE UNDER THEI.5 TIMES OF THE
STANDARD FORCE

G AL U I AR A TR LAAE B 6-8 [0 F) T P52 T ) APt b e T BE 1.5 48 04T

ELECTRICAL LIFE:
1A 250V 10, 000 CYCLES MIN;
2A 250V 6,000 CYCLES MIN;
5A 125V 6,000 CYCLES MIN
A5
1A 250V 10, 0007k LA |3

2A 250V 6, 000Kk LA |

5A 125V 6, 000¥k LA |
MECHANICAL LIFE: 40,000 CYCLES

MIR%Y Wb A fr: 40, 0009
6.DURABILITY i A 14
ITEMi B TEST CONDITIONS i & 14 PERFORMANCE %
SOLDERABILITY |THE TOP OF THE TERMINALS SHALL BE DIPPED 2mmINTHE SOLDER THE AREA OF SOLDERING,
6.1 TEST BATH OF 230+10°C FOR 3+0.5 SECONDS. SHOULD BE OVER75%.
AT AR R St TR ER IR N B FE B A 2mmiR, 8 4230+10°C B 8] A3+0.5FD. IR AR A 75% U .
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6.2

WELDING
CONDITIONS
SRR

(1) THE TEMPERATURE OF MANUAL WELDING IS CONTROLLED AT 350+
5 °C AND THE TIME IS <3+1 SECOND.

(2) THE TEMPERATURE OF WELDING FURNACE IS CONTROLLED AT 260
+5°C AND THE WELDING TIME TIME IS <5+1 SECOND. NOTE: THE
ABOVE MENTIONED CONDITIONS ARE THE TEMPERATURE OF THE
PWB SURFACE ON THE PARTS. DUE TO THE DIFFERENT MATERIALS,
SIZES AND THICKNESS OF THE PWB, THE TEMPERATURE OBTAINED
FROM THE SWITCH SURFACE OF THE PWB WILL VARY GREATLY.
THEREFORE, BE CAREFUL NOT TO LET THE TEMPERATURE OF THE
SWITCH SURFACE EXCEED 260°C

CAUTION: THE CONDITION MENTIONED ABOVE IS A TEMPERATURE
ON THE PWB SURFACE ON WHICH PARTS ARE MOUNTED. THERE ARE
CASES WHERE PWB TEMPERATURE GREATLY DIFFERS FROM
SWITCH'S SURFACE TEMPERATURE DEPENDING ON PWB MATERIAL,
SIZE, THICKNESS, ETC. THE SWITCH'S SURFACE TEMPERATURE SHALL
NOT ALLOWED TO EXCEED 260°C

(3) OTHER PRECAUTIONS ARE AS FOLLOWS:

1.FOLLOWING THE SOLDERING PROCESS, DO NOT TRY TO CLEAN THE
SWITCH WITH A SOLVENT OR THE LIKE.

2.SAFEGUARD THE SWITCH ASSEMBLY AGAINST FLUX PENETRATION
FROM ITS TOPSIDE.

(DT LI HIE350£5°C, I AI<3<1F0

QIR R R HIE260£5°C, IR S8, R Lid&MHENE
fF ERMIPWBIRSE, B TFPWBIIMEL. RF. BE%SAR, PWBIIFFKE
MR EIRE AR ARMAL, B, DO RELRIT R iR E it 260°C
(3) HAthyE B il

L BHTIE B AR, ASAT DL AV 7R S B R T 5%

2. By 1k BRI ATE S T B N

surface of product temperature

HREmERE (T)

260%C max. 3zec max.

2302 peak temperature
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WITHOUT DEFORMATION OF
CASE OR EXCESSIVE
LOOSENESS OF TEMINALS
ELECTRICAL CHARACTERISTICS
SHALL BE SATISFIED.
AARTCAZT, e 2 T ALK, LA 1 BE.

6.3

HEAT TEST
it AR5

THE SWTICH SHALL BE STORED AT A TEMPERATURE OF 85+2°C FOR 96
HOURS.THEN THE SWITCH SHALLBE MAINTAINED AT STANDARD
ATMOSPHERICCONDITION FOR 1 HOUR AFTER WHICHMEASUREMENT
SHALL BE MADE.

JBCEAE I 8542 "C K96 /N i, PRI B I 5 i o 1/ R 2.

THERE SHALL BE NO
DEFORMATION OR
CRACKSINMOLDED PART
HIILTC R H 0 2 T HLB, HL & R

6.4

COLD TEST
i 74 12006

THE SWITCH SHALL BE STORED AT A TEMPERATURE OF -25+3°C FOR 96
HOURS,THEN THE SWITCH SHALL BE MAINTAINED AT STANDARD
ATMOSPHERIC CONDITION FOR 1 HOUR AFTER WHICH MEASUREMENT
SHALL BE MADE.

JBCE AR -25+3C FHO6/ NI Ji, FT8CE Y iR R 1/ R AT .

6.5

HUMIDITY TEST
A

THE SWITCH SHALL BE STORED AT A TEMPERATURE OF 40+2°C AND A
HUMIDITY OF 90%T095% FOR 96 HOURS.THEN THE SWITCH SHALL BE
MAINTAINED AT STANDARD ATMOSPHERE CONDITION FOR 1 HOUR
AFTER WHICH MEASUREMENT SHALL BE MADE.

T 4042 °C {5 AR KT FE 990%-95% 335 F96 /N i , I REMR L 1E 3 ¥
BE /NI AT 0.

6.6

SALT SPRAY TEST
% Mk

TEST ROOM TEMPERATURE 26 °C / HUMIDITY 26 °C, PH VALUE 6.2 FOR
12 HOURS WITH 5 % SALT WATER CONCENTRATION AND SALT MIST
SETTLING ML/802 CM2H LEVEL 1.5 A
5%Eh KR JE . BT Eml/802em2h 1.5 = N iR 26°C /i JE26°C . PHIE
6. 255 T Il 127N

SALT FOU TZ0 FRUDUCLUTS
WITHOUT ABNORMAL
CONDITIONS/TEST PASS
REQUIREMENTS

ER 5 12H7 i JEJE 5 A O/ e
2R
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