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Technical characteristics .
SPECIFICATION:5 A max. @ 125 VAC. Materials .
2 A max. @ 250 VAC. CASE: PPA (UL 94V-0) 03 ON OFF | ON
MECHANICAL LIFE:40, 000 make—and-break cycles. HOUSING: Stainless Steel. :l 9 HT
CONTACT RESISTANCE:20mQ max. initial @2-4VDC ACTUATOR: Alloy, chrome plated. SCHEMATIC Nlo/wr OPEN lw\r
100mA for both silver. BUSHING: Alloy ,nickel plated.
INSULATION RESISTANCE: 1000 MQ min. CONTACT,/TERMINALS: C 1 . Lated
. : : Copper alloy silver ated. N s —
DIELECTRIC STRENGTH: 1500 VAC min. pp p VEEBETF (EYD HIRAF
OPERATING TEMPERATURE: —30°C to +85°C. RoHS
YUENFUNG ELECTRONICS (SHENZHEN) CO., LTD
/A% TOLEANCES | X+ 0.4 .XX+ 0.25 piiles + 5°[ UNIT #pfy mm] SCALE 1:1 [ @
P A Eb 45 R H i TITLE &4 TOGGLE  SWITCH
VERSTION A0 SCALE NONE pATE | 2021.9.23 DWG NO. Bl5 SM0O0529ZNR
Wit irf % v e %
SL y MT-0-103-F001-T000-RS
iR A< VER. A5 {5 B CHANGE DESCRIPTION H ] DATE[ECN NO.| APPROVED BY CHECKED BY DRAWN BY PART NO. 245
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MINIATURE TOGGLE SWITCH

MODEL NO 7 L5

MT-0-103-F001-T000-RS(SM00529ZNR)

1.RATING

BUEA:

5A 125VAC 2A 250VAC

2. ELECTRICAL CHARACTERISTICS Hi S 4 RERNA -

ITEMTi H TEST CONDITIONS ill{a{ 2% 14 PERFORMANCE £ #l
- RICESINS?/:;{?E MEASURED AT SMALL CURRENT(100mA OR LESS)1000Hz 20mQ MAX
: N A /N B (100mA) BL TR . 20Z R L
e e e it (100mA) PL T ik =R UL
APPLY A VOL TAGE OF 500V DC FOR 1 MIN.TO
FOLLOWING PORTIONS AFTER WHICH MEASUREMENT
SHALL BE MADE:
INSULATION
o 2| RESISTANCE (HBETWEEN BODY AND CONDUCTOR. 1000M Q@ MIN
) - (2)BETWEEN CONDUCTORS NOT TO BE CONTACT. 1000JE KK LA |
= HrN500V DCHELE 14084, 32 UL T B2 7 230003
(1) Bfihms 7 [H].
(2) 2B ik ity - 2 ).
AC1500V ims(50-60Hz)FOR 1 MIN :
DIELECTRIC  [(1)BETWEEN TERMINALS. NO DAMAGE TO PARTS
2.3 STRENGTH  |(2)BETWEEN INDIVDUAL TERMINALS AND FRAME. ARCING,OR BREAKDOWN ETC.
i EL HIANACI1500V (50-60Hz) FL K 1438, % DL R $ i 7 v2Ik: WA BGRIRERH
(1) Ezfhuf 12 [8].(2) B R AAR 5 ity 2 (1],
PRACTICAL
3 TEMPERATURE [AT-30°C~+85°C
RANGE 7E-30°C~+85C L N 181 FH
i I G
UNLESS OTHERWISE SPECIFIED. THE STANDARD RANGE OF
ATMOSPHERIC CONDITIONS FOR MAKING MEASUREMENTS AS
e [forows
4 CONDITIONS (DAMBIENT TEMPERATURE:5‘CTO35°C.
bR e DA (2)RELATIVE HUMIDITY :45%TO85%.
DRRIERES Ve ity 45 (05 00 T kR T P T
(D)IRE 5°C35C( 2)RJE H45%-85%.
5.MECHANICAL CHARACTERISTICS MUt REFNH:
OPERATION
5.1 FORCE 150+50gf
BET]
1.ENDURANCE WITHOUT LOADING:THE TEST SHOULD BE TAKEN ELECTRICAL LIFE:
AT A SPEED OF 6-8 CYCLES FOR 1 MIN; 1.5 TIMES OF THE STANDARD 1A 250V 10, 000 CYCLES MIN;
FORCE 2A 250V 6,000 CYCLES MIN;
TG F At B3 - 6-8 [ 38 B MR ANAS R I A vl 77 B 1.5 A b AT X 5A 125V 6,000 CYCLES MIN
- LIFE TEST 2. ENDURANCE WITH LOADING: A
‘ F At THE TEST SHOULD BE TAKEN ATA SPEED OF 6-8 CYCLES FOR 1 MIN; 1A 250V 10, 0007k LA |
OPERATE PRESSURE SHOULD BE UNDER THE!.5 TIMES OF THE 27 250V 6, 0007% L I
STANDARD FORCE 5A 125V 6, 0007k LA I

G AL ST AR AF TR LARE Bl 6-8 101 )3 JE2 i ) AN Pt A vfl 0 B 154 kAT

MECHANICAL LIFE: 40, 000 CYCLES

IE5Y P fr: 40, 000K
6.DURABILITY i A 14
ITEMi B TEST CONDITIONS it & 14 PERFORMANCE %
SOLDERABILITY |THE TOP OF THE TERMINALS SHALL BE DIPPED 2mmINTHE SOLDER THE AREA OF SOLDERING,
6.1 TEST BATH OF 230+10°C FOR 340.5 SECONDS. SHOULD BE OVER75%.
AT AR R it TRER IR N B HE B FH 2mmiR, I8 & 4230+10°C B 8] Ay3+0.5FD. JEFH AR EAH 75% L .
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(1) THE TEMPERATURE OF MANUAL WELDING IS CONTROLLED AT 350+
5 'C AND THE TIME IS <3+1 SECOND.

(2) THE TEMPERATURE OF WELDING FURNACE IS CONTROLLED AT 260
+5°C AND THE WELDING TIME TIME IS <5+1 SECOND. NOTE: THE
ABOVE MENTIONED CONDITIONS ARE THE TEMPERATURE OF THE
PWB SURFACE ON THE PARTS. DUE TO THE DIFFERENT MATERIALS,
SIZES AND THICKNESS OF THE PWB, THE TEMPERATURE OBTAINED
FROM THE SWITCH SURFACE OF THE PWB WILL VARY GREATLY.
THEREFORE, BE CAREFUL NOT TO LET THE TEMPERATURE OF THE
SWITCH SURFACE EXCEED 260°C

CAUTION: THE CONDITION MENTIONED ABOVE IS A TEMPERATURE
ON THE PWB SURFACE ON WHICH PARTS ARE MOUNTED. THERE ARE
CASES WHERE PWB TEMPERATURE GREATLY DIFFERS FROM
SWITCH'S SURFACE TEMPERATURE DEPENDING ON PWB MATERIAL,
SIZE, THICKNESS, ETC. THE SWITCH'S SURFACE TEMPERATURE SHALL
NOT ALLOWED TO EXCEED 260°C

(3) OTHER PRECAUTIONS ARE AS FOLLOWS:

1.FOLLOWING THE SOLDERING PROCESS, DO NOT TRY TO CLEAN THE

SWITCH WITH A SOLVENT OR THE LIKE. WITISEISJS gls 1;?(}2\;? S];IVOI;\I OF
WELDING 2.SAFEGUARD THE SWITCH ASSEMBLY AGAINST FLUX PENETRATION
LOOSENESS OF TEMINALS
6.2 CONDITIONS FROM ITS TOPSIDE.
e o N . N b ELECTRICAL CHARACTERISTICS
SR At ()T IR HIAE350£5°C, I [AI<3+15 S
EL b L JERE . sy ik 1] I p e HALL BE SATISFIED.
Q)RR R HIAE260£5°C, RN E1RY . R RRKMANE IAR AR G 2 LI, B Se e A
P ERIEFPWBIRSE, HTPWBRIMEL Rb. JBRESAR, PWBHITTAR |
HRBHEESERKMEL, Fik, ANOAZEITRTEE#BIE260TC
(3) HoAthyF: B I
LTRSS AR, AT DLV BRI HE T 28
2. B 1 BRI TF R TR SE N
surface o‘f product temperature
AR EEE (G ) 260°C max. Jzec thax.
7307 peak temperature
1 |
180°C /E :
1 1 |
15070 — : : :
| 1 1 l
5 o
=8 | - ' tins RIS G8)
|120'sec‘ rn%i{ |=1-05 FI'IQL
pre-heating(fi#
3~ Amin, mas,
time inside soldering equipment 'PPIE HATE
THE SWTICH SHALL BE STORED AT A TEMPERATURE OF 85+2°C FOR 96
THERE SHALL BE N
HEAT TEST HOURS.THEN THE SWITCH SHALLBE MAINTAINED AT STANDARD DEF ORI\S/[ ATION OR 0
6.3 i H R ATMOSPHERICCONDITION FOR 1 HOUR AFTER WHICHMEASUREMENT CRACKSINMOLDED PART
SUATL QMG SR 585 38 22 LR, B e
JECEAE IR FE85+2 C 96/ NI 5, P B 1F 5 =3 i 1/)N B SR 52 ’ ’ ‘
THE SWITCH SHALL BE STORED AT A TEMPERATURE OF -25+3°C FOR 96
COLD TEST HOURS, THEN THE SWITCH SHALL BE MAINTAINED AT STANDARD
6.4 A ATMOSPHERIC CONDITION FOR 1 HOUR AFTER WHICH MEASUREMENT
¢ AR SHALL BE MADE.
JRCE AR E-25+3°C F196 /N, T RCE I H /NI SREEAT I
THE SWITCH SHALL BE STORED AT A TEMPERATURE OF 40+2°C AND A
HUMIDITY OF 90%T095% FOR 96 HOURS.THEN THE SWITCH SHALL BE
65 HUMIDITY TEST [MAINTAINED AT STANDARD ATMOSPHERE CONDITION FOR 1 HOUR
: b TN od AFTER WHICH MEASUREMENT SHALL BE MADE.
JBUE 4062 °C R R AH X JE S90%-95% I 58 H1 96 /1N Ji , FE 445 A% MRUTBCAE 1 5 34
L1/ JE A7 0
SALT FUOGU IZH FPRUDUCTS
TEST ROOM TEMPERATURE 26 °C / HUMIDITY 26 °C, PH VALUE 6.2 FOR [WITHOUT ABNORMAL
12 HOURS WITH 5 % SALT WATER CONCENTRATION AND SALT MIST CONDITIONS/TEST PASS
6.6 | SALT SPRAY TEST lqprrp ING ML/802 CM2H LEVEL 1.5 bl |REQUIREMENTS

#HE MR

5%EhKIREE . EREPTAEMI802em2h & 1.5 2= IE 26 CAREE26°C . PHIE
6.225A4 T 1275

5 12H fhJE T 5 H A L/ i L
R
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