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TOGGLE SWITCH

MODEL NO 7/ # 5

MT-1-102-A001-M200-RS

1.RATING

WUEH:

2A 250VAC 5A 125VAC

2.FFUNCTION #2fl 75 =

SPDT 3P

3. CIRCUITRY TRAIT:

ON-ON

4.ELECTRICAL CHARACTERISTICS H1 A PEREFIMS:

ITEMIi H TEST CONDITIONS ik 41 PERFORMANCE &3,
1 RESEAAETCE MEASURED AT SMALL gURRENT(}OOrTﬂ]A OR LESS)1000Hz 50m C MAX
ol FERH/IN A (LOOMA) L T IR 50z RK LA
APPLY A VOL TAGE OF 500V DC FOR 1 MIN.TO
FOLLOWING PORTIONS AFTER WHICH MEASUREMENT
SHALL BE MADE:
INSULATION 1 1) sETWEEN BODY AND CONDUCTOR. 100M @ MIN
4.2| RESISTANCE N
stz |(QBETWEEN CONDUCTORS NOT TO BE CONTACT. 100k KR LA E
i A\500V DCHL 1734, 3% DL ik 5 E 0t
(1) F A 1~ 2 7).
()P 5 g 1~ 2 1),
AC1500V ims(50-60Hz)FOR 1 MIN :
DIELECTRIC |(1)BETWEEN TERMINALS. NO DAMAGE TO PARTS
4.3| STRENGTH |(2)BETWEEN INDIVDUAL TERMINALS AND FRAME. ARCING,0R BREAKDOWN ETC.
iR} FHL I NACL500V (50-60HZ) i F 1538, 4% LA Hz g 125 AR WA A AN S
(1) ¥ 2 1] (2) 2B A4 55 iy 1~ [
PRACTICAL
TEMPERATURE A-16°C~+85C
0 RANGE 1F-16"C~+85°C fi [ Py 14 ]
A5 ¥
UNLESS OTHERWISE SPECIFIED. THE STANDARD RANGE
OF ATMOSPHERIC CONDITIONS FOR MAKING
STANDARD |\ e ASUREMENTS AS FOLLOWS:
¢ | ATMOSPHEIC 1y AMBIENT TEMPERATURE:SCTO35C.
CONDITIONS  5\pE| ATIVE HUMIDITY:450%T085%.
IPRERAEIRES eyt i b0 T UL ST
(1)L A5°C-35°C.( 2)L)E 445%-85%.
TEMPERATUER: 0°C~30°C
STORE THE . 0°C~30°C THREE MONTH
PERIOD DEGREE OF HUMIDITY =4 H
6.1| fiidrill HE40% ~70%
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7.MECHANICAL CHARACTERISTICS HLII: fe 3 -
ITEMIi H TEST CONDITIONS i 4 4 PERFORMANCE £ j
OPERATION
7.1 FORCE 250+80gf
=
ELECTRICAL
TERMINAL A STATIC LOAD OF1Kgf SHALL BE APPLIED TO THE %’;ggg?ﬁiﬁf\ggggﬁé SSIE%TISFIED
7.2| STRENGTH TIP OF THE TERMINAL FOF 15 SEC IN ANY DIRECTION | ov o oo s
il T BN Fy e MBSl S 1N N _ NS,
lﬂﬁ%?ﬁ& E’E‘:‘/E'\ | ﬁﬁ E/J?ElﬁﬁjjﬂJ:lKgfjJE{)\Jﬁt,Hﬂiﬂﬁlﬁ/ EﬁFﬂiﬂEPYﬁﬁ%ﬁfﬁﬂ%%%’,%ﬂﬂ:
HUME, H B8P e
1.ENDURANCE WITHOUT LOADING:THE TEST SHOULD BE
TAKEN
AT A SPEED OF 6-8 CYCLES FOR 1 MIN;1.5 TIMES OF THE (1).20,000CYCLESCONTACT AT
STANDARD FORCE WITHOUT LOADING
To A gur 431 6-8 01 TH B I3 L ) AN SR o bR v ) B 1545 A T IR, i e
, TETCAAT R 20,0007 2% ik
7 3 LIFE TEST 2.ENDURANCE WITH LOADING: (2).10,000 CYCLESMECHANECAL AND
: %ﬁ{ﬂlﬂlﬁ ;\FATE.TEST SHOULD BE TAKEN ATA SPEED OF 6-8 CYCLES FOR 1 ELECTRICAL CHARACTERISTICS SHALLI
! Yy H

OPERATE PRESSURE SHOULD BE UNDER THE1.5 TIMES OF THE E:EASATISFIEDlO'OOOO\%E%ﬂLWN i
STANDARD FORCE +Hes
AT AE AT 548 LAAE 2 Bh6-8m] (3 55 s 1) AN S8 bt f1 1.5
£ AT

8.DURABILITY i Ak

ITEMIi H TEST CONDITIONS it 4% 44 PERFORMANCE i
THE TOP OF THE TERMINALS SHALL BE DIPPED
SOLDERABILITY [2mmINTHE SOLDER BATH OF 230+10°C FOR 3+0.5 THE AREA OF SOLDERING,
8.1 TEST SECONDS. SHOULD BE OVER75%.
APEEPERES IR T N R T 2mmyR IR S 230+10°C, I A] A 3+0.5 JEFEMAEA 75% L) L.
.
SOLDER BATH METHOD:SOLDER
TEMPERATURE260+5°C,IMMERSION
RESISTANCE TO TIME3+0.5SEC,IMMERSION DEPTH UP TO THE SURFACE ‘(’)VFLTE'*)(%LJETSS'DI\E/EORMAT'ON OF CASE
OF THE BOARD,DIMENSIONS OF COMPONENT HOLES IN
SOLDERING LOOSENESS OF TEMINALS
8.2 THE PRINTED WIRING BOARD SHALL BEING
HEAT TEST ELECTRICAL CHARACTERISTICS
5 ACCORDANCE WITH THOSE SPECIFIED IN THIS
i FE PRI SHALL BE SATISFIED.
SPECIFICATION. = - AARTEAS T, Bl S THUb, i 28k
PR (A IS Vi EE 1 4611 7E 26045 °C 3o 4P i) [7) 340,585, : : :
TP IN i BE 22 4E360°C £5°C, I [H] A1 3+0.585.
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ITEMIii H TEST CONDITIONS it 4% 14 PERFORMANCE £ i

THE SWTICH SHALL BE STORED AT A TEMPERATURE OF
85+2°C FOR 96 HOURS.THEN THE SWITCH SHALLBE

HEAT TEST | MAINTAINED AT STANDARD ATMOSPHERICCONDITION

8.3 " FOR 1 HOUR AFTER WHICHMEASUREMENT SHALL BE
T AR 56 MADE
JRCE AE N 8542 °C Fh R 96 /NN 5 FF U 1E 3 & i rh /N sk
M.
THERE SHALL BE NO

THE SWITCH SHALL BE STORED AT A TEMPERATURE OF |DEFORMATION OR
-20+3°C FOR 96 HOURS, THEN THE SWITCH SHALL BE CRACKSINMOLDED PART

COLD TEST MAINTAINED AT STANDARD ATMOSPHERIC CONDITION |#h T 557 3 A2 F-HLbK, Ho 2 k.

8.4 R FOR 1 HOUR AFTER WHICH MEASUREMENT SHALL BE
RS

MADE.
JRCE AR JE-20+3°C HH 96 /NI Jer FHFJBCEL U 1 L/ NI SR A T
i

8.5

HUMIDITY TEST
AR

THE SWITCH SHALL BE STORED AT A TEMPERATURE OF
40+2°C AND A HUMIDITY OF 90%T095% FOR 96
HOURS.THEN THE SWITCH SHALL BE MAINTAINED AT
STANDARD ATMOSPHERE CONDITION FOR 1 HOUR
AFTER WHICH MEASUREMENT SHALL BE MADE.

JBUE 402 °C 1R O AH O BE 2 90%-95% I 18 H1 96 /M i, F 5
FERCBCAE I A5 1/ N 5 34T DR
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