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REVISION RECORD

REV | ECN. DESCRIPTION DRFT

DATE

NOTR 1:
ULApoE (UL Standard)
LS ESai: 300V/104
Reted voltage/Reted current :300V/104
2. I E: ACL500VMin
Vithstanding Voltage : AC2000V/Min
3, BETaE. 30~12406
Wire range; 30~12AWG
IECHR?E (IRC Stenderd)
Lz E SR, 250v/184
Rated voltage/Rated current: 230V/18A
2 &BHEE: 2 5m®
Wire revgs : 2.9mm*
NQTR 2:
1. I8 (Pitch): 5. 0%m
2 ERBAEEE: ~40T~+105T
Operating temperaturs: —40C~+108T
3L RLKE: 6~fm
Stripping length: 6~7m
4. BARSHRRER
RoHS Compliance
3 |MEAE0. N 3,34[b, ind
(Rated torque):0.4N.m 3, 34[Lb, in]
6. RIEHEAZER

Undimsnsioned toleremces

PEEANLE mp KR8 =)
Pitch range in mm|Nominal dimension range in mm|—|~| Va

6 |10 30 |60 [100| _ |o1/10
6| ~|~|ss0| ~[~]~1],5
10 | 24 60 | 100 | 150 =z

+0.15|+0.20|+0.30| £0.20| £0.30| +£0.50| £0.70 £1.00| +1°

IT#§# A (HOW TO ORDER)
MX128D - 5. 08000 - O - OOOO

as G,
Series MJ. Pitch Poles

EFAS

Customer Request
Be (Color)
1. %8 (Cray) 2 #& (Blue)
3. BE (Black) 4 2|E (Creen)
5. B2 (Orange) 8. I8 (Red)
7. EE (Yallom 8. 58 (hits)
9. %Y (Transparent)

1. &fEPs
Single Pitch
2. WA
Double Pitch

(Cage)"&

(Copper alloy?
EES

(Ni plated)s&

(Contact)#é&

(Copper alloy?
-

A=Y

(Sn plated)s#ss

PART NO.:

ZRIL B TREHER AR

N[ W

(Screw)sg2 M3

(Steel) ¥

(Ni plated)s4

APPD:

ANHUI EAST ELECTRONIC TECHNOLOGY CO.,LTD

CHKD:

(Housing)#&#

PAB6

uL94v-0

DRFT:

NN N

e

MX128D-3.08-XXP-1X-XXAH

A

ITEM

NAME OF PART

MATERIAL

NOTES

#7| | Mx128D-5.08 R/

=

THIED ANGLE PROJECTION

1/

Be

MX128D308001 3R] 1:1

6 |

5

| 4

| 3

2 | 1
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