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REVISION RECORD

REV | ECN.

NOTE 1:
ULHRIE (UL Standard)
1 BiE RS 300V/2A
Rated voltage/Rated current :300V/2A
2. SR E: AC1600V/Min

L GERESRE. 260V/2

Rated voltage/Rated curremt: 260V/2A
2. REEME: 0.2~0.56m*

Wire renge : 0.2~0.6m*

NOTE 2:

1. FIME (Pitch): 2. 50mm
2, tFMBEE, ~40C~+106C

Operating temperature: —40C~+106C
3. MR JE: 8.6~0.6m

Stripping length: 8.5~9. Gmm
4. N ARoSEF R

RoHS Compliance
5 RFEARR

Undimensioned tolerances

RARTAR (m)

ion range in mm|—(~| 71

MRANAR
Pitch range in

6 10 30
6| ~ | ~ |<30| ~
10 | 24 60

g | 100 o |01/10
100 | 150 | 150

+0.15|£0.20|+0.30| +£0.20| +£0.30 | +0.50 | £0.70| £1.00| %1

Series N0, Pitch Poles

T W (HOW TO ORDER)
ME250A- 2, S50mm-CICIP-00 - O - QOO0

mE B E T
Customer Request

Wifa (Color)

DESCRIPTION DRFT | DATE

PCB LAYOUT

L IS 1. X8 (Gray) 2. 5 (Blua)

Single Pitch

2. P
Double Pitch

3. A (Black) 4. ff€a (Green)
6. 144 (Orange) 6. 2L (Red)
7. W3 (Yellow)8. Ff8 (White)

9. W] (Transparent)

PART NO.:

CRUCERF R TR R A

ANHUI EAST ELECTRONIC TECHNOLOGY CO.,]

APPD:

(Pin header)iy

(Copper alloy)
AEe

(Sn plated)®¥ | cHKD:

(Housing)#a#:

PA66

UL94V—0 DRFT:

B8 | MX250A-2.50-XXP-1X

ITEM

NAME OF PART

MATERIAL

NOTES

m\\\\

RA | MX250A-2.50

s

1/1

THIED ANGLE PROJECTION | E¥® | MX250250001

4]

1:1

6 [

5

4 [

[ 2 [

1
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