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REVISION RECORD

REV [ ECN. DESCRIPTION DRFT

DATE

NOTE 1:
ULFRYE (UL Stendard)
L SRR S EMR: 300V/16A
Rated voltage/Rated current:300V/16A
2. TR EE: AC1600V/Min
Withstanding Voltage:AC1600V/Min
IECHR®: (IEC Stendard)
L BUEEE S EM: 400V/20A
Rated voltage/Rated current: 400V/20A
NOTE 2:
1. fI¥E (Pitch) s 7.62mm
2. M FIE AR -40°C~+106C
Operating temperature: —40°C~+106C
3. KA RoSHFFRER
RoHS Compliance
4 RiFEAER

Undimensioned tolerances

MREANAR (m) KR AR (m)
Pitch range in mm|Nominal dimension range in mm|— (A7
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+0.15|£0.20{+0.30| £0.20| +0.30 | +0.50| £0.70 | +1.00

T Wy X, (HOW TO ORDER)
MX2EDGVC- 7.62-00100P-00 - O - QOO0

NG K RN xr08
Series NI Pitch Poles

Wifa (Color)
1. R
Single Pitch
2. M MFE
Double Pitch

5. 144 (Orange) 6. £1.£4 (Red)
9. 329 (Transparent)

Customer Request

L XA (Gray) 2. ¥4 (Blue)
3. M5 (Black) 4. #Rf5 (Green)

7. 303 (Yellow)8. 5 (White)

PART NO.:
ZRACBRF T RIBA IR A

ANHUI EAST ELECTRONIC TECHNOLOGY CO., |

APPD:

PCB LAYOUT

(Contact)pim

(Copper alloy)
nes

(Sn plated )t

CHKD:

(Housing) ¢

PA66

UL94v-0

DRFT:

g

MX2EDGVC-7.62-XXP-1X
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