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1. #iR GENERAL
1.1 @&HY5FE APPLICATION
SERURS 3 F UK B T BRI R A R B R
This specification is applied to the requirements for SELF LOCK switch (mechanical contact)
1.2 TLAEWEVEE] Operating Temperature Range
-30°C~80°C(TEARHE RS« FRUEIEEEZKAF )
-30°C~80°C(Normal humidity, normal air pressure)
1.3 i E VG Storage Temperature Range
-30°C~85°C(EARER L ARifEIRESKAFT)
-30°C~85°C(Normal humidity, normal air pressure)
1.4 %+ Test Conditions
FEBCH R BRI, ROZAE AN B 250 AT D0 lR & -
Unless otherwise specified, tests and measurement shall be made in the following standard conditions:
B e 5°C~35°C

Normal temperature.................. 5°C~35°C

PRUEIRE o FERHRRE 25%~85%
Normal humidity..................... relative humidity 25%~85%
PRER A e 86Kpa~106Kpa

Normal air pressure..................... 86Kpa~106Kpa

FEME IR, DU BAII R S AE LR B 2% AR R AT

If any doubt arise from the judgment, tests shall be conducted at the following conditions:

TR o 20°C+2°C
Temperature...............oeeenen.. 20°C+2°C
FARHREE o 65%+5%
Relative humidity...............cccceeen. 65%=+5%
B E . 86Kpa~106Kpa
Al Pressure......ooovvvveneeneeneenannnns. 86Kpa~106Kpa

1.5 771 Storage method
L. A% AT OR ELE e B A,  TEIRIR.
Ensure that the product without package breaking or wetting before use.
2. T2 44 1F Storage conditions:
17 IE S Storage temperature: —5 ~ 35 °C;
1R Storage humidity: 25% ~80%;
RIFEDRZS: 6 PHWMEHTE ONRIRHIFMSETHED + @il 6 MR, fEHRTERRIE: bmEos
oy ek B BRME TR, B ORI B
Unopened status: Use up the product as soon as possible before 6 months. (calculated from shipment
date).Over 6 months, please make sure below ;
before use it: terminal without oxidation or blackening, plastic parts without moisture absorption or
bubble, ensure solderability.
CIFERRE: 1M,
Opened status: use up within 1 month;
AR I T v v W AT A TS e SR A 5% K B B
Storage precautions: Please avoid the following environment: with high humidity, high temperature
corrosive gases and direct sunlight.
3. IE I E B

Do not stack too many switches.
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2. UL

Detailed specification

2.1 ANUL: NITCFENE L B o RE A BRI
Appearance: There should be no defects that affect the serviceability of product.
2.2 FERRSFANEIERST: NAT 6 R 2K 5

Style and dimension: shall conform to the assemble drawings.

2.3 BRI Ao SN R AR

Type of actuating: Tactile feedback.
2.4 JFREE: F el F A CRAR (0 i S5 A AR B I T 2R )

Contact arrangement: 2 pole, 2 throw

(Details of contact arrangement are given in the assembly drawings.)

2.5 FiEE: DC30V 0.1A
Ratings: DC 30V 0.1A

3. BEMEE:

ELECTRICAL SPECIFICATION

o H
ITEM

. %
TEST CONDITIONS

TR

REQUIREMENTS

3.1

Hefid i FH

Contact Resistance

FELL 5V 10mA ) B R IR BRI T 1K HZ FAZ
PR, DL— 5T 1S 654 0 105 5 it T FA%
l:':'lt‘\

Applying a static load of 1.5 times operating force to the
center of the stem, measurements shall be made by 5V DC
10mA or more than 1KHz AC small-current contact resistance

meter.

<100mQ

3.2

EukZ e

Insulation Resistance

BN 100V DC HiJk 1 238, 4% AR ki .
Apply a voltage of 100V DC shall be applied for 1 min.
After which measurement be made:
(1) AR 1) v~ Al 18]

Between conductors not to be contact
(2) ¥ 5 S AR A

Between individual terminals and frame

>100MQ

33

i
Dielectric

voltage proof

B\ AC 250V (50-60HZ) HiH, 1 434, J& S HLIRA 0. bmA,
5 UL $ ik 77 R0
AC 250V rms (50-60Hz) For 1 MIN , trip current:0. bmA
(1) ANEEA ) I A 2 18]

Between conductors not to be contact
(2) S5 05 w2 1A

Between individual terminals and frame

i W
There should be no
breakdown and

flashover
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4. HUHMERE:
MECHANICAL SPECIFICATION
i R & K X
ITEM TEST CONDITIONS REQUIREMENTS
TFoRTE BT ERAETT 1RT8CE,  AETF SR IR B 1 T v O 3B i g, N
gy | RIFESEFEWEA AL
41 Operatin Placing the switch such that the direction of switch operation is 250480 of
' I;orce & vertical and then gradually increasing the load applied to the center of
the stem, the maximum load required for the switch to come to a stop
shall be measured.
TPRTEE T EAETT TR, A5 T 2 A5 4% 00 O ST i N2
s TEIR IR B A Tt oo, 05 T % 50 B e KPR
49 HATRE Placing the switch such that the direction of switch operation is 2 540.2mm
' Full Travel vertical and then applying static load of 2times operating force to the o
center of the stem; the travel distance for the switch to come to a stop
shall be measured.
B T DL R A A B N , .
ﬁ,ﬁ—:‘%ﬂg,fjgig ET?E{?QB{ALE&)JDH‘FJ\&’ HTIm 15 So ) Wiﬁﬁ?ﬁﬁi’ﬁﬂ:},ﬂu\ﬂf%
. Apply following load on the tip of of operating part 15 s.
Operating o R TAE.
43 . (0 #:1E 7717 Operation direction ... 80N The lever shall have no
| tpar th O 517714 Drawing direction ... 20N serious deformation and
streng O #&4E 77 17 E /5 1 Right direction against operating direction ... ..
10N function is normally.
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i H ok 5% R
ITEM TEST CONDITIONS REQUIREMENTS
i ¥ BB RIS FRah R
S 7 W, AR TR, B AUERE
Torminal | RS TRIBIAERE — A7 N BN JJREIIR, BHEL 10 £ Electrical
4.4 A static load of 500gf shall be applied to the Terminal | characteristics shall be
Strength . . . . .
for 15 Sec. in any direction. satisfied without damage
or excessive looseness of
terminals
b TEBECRAS T 518 75 [N SN 14 75 10 B2 (A b i 38 F - I 8 L bt cr ok s
BRI | by ) . FHBE I IEN
4.5 Locking N . — . . No abnormalities shall occur
Strength Apply force 5N to drawing direction for 10s at locking condition of in appearance and function
switch. (This standard applies to switch lock mechanism. ) PP '
MR LT 48 58 26 AR AT 03K
Measurement shall be made following the test set forth below:
(1) REFTEH: 10~55~10Hz
Vibration frequency range: 10 to 55 to 10Hz
3 (2)  #RiE (WgE—1%) . 1.5mm Item 3
PR3N o Ttemd. 1
4.6 . ; Amplitude: 1.5mm [temd. 2
Vibration (30 HREDTTI CUE TRAT LT 1076 19 ) = AV T3 2177 1 em
L "y . Item4.3
Direction of vibration:Three mutually perpendicular
direction including the direction of stem travel
(4> DS AR 2 /N
Duration: Each 2 hours.
MRAE T H S A AT b 1
Test by following conditions
() &3 T7ik: 1B 2%
(1)installation method: normal —_— s
Q)N EE: 784m/s?
(2)Acceleration: 784m/s? Item3
i (3){/EﬁEEqLI.ETJ: 11ms T Item4.1
4.7 Shock (3)Acting time: 11ms Ttem4. 2
@WRATTE: 6 MT71A Item4.3
Ml BT 3R, S 18Ik
(4)Test direction: 6 directions
Times: 3 times/direction ,total 18 times




GANGYUAN APPROVAL SPECIFICATIONS
Product name P/N Version Document No. Page
Self Lock switch PB21E09471-32 A/01 7/11
MR A -
ENVIRONMENTAL SPECIFICATION
it H ook A R
ITEM TEST CONDITIONS REQUIREMENTS
FE ity S 4% HE DA S50 25 A HEAT I8, SI2B0 Jo A5 o N2 TSP 5 Ui B
PR B A BE R 1 /INE i A e K
Following the test set forth below the sample shall be left in normal
temperature and humidity conditions for 1 h before measurements ftem3
5.1 (SRR are made: ltema.1
Resistance to low (1)  EEE. -30+2°C itemjg
temperature Temperature : -30+2°C femd.
(2> IfE: 96h
Time: 96h
FE ity S 4% H8 DA S50 25 A HEAT I, SI2B0 Jo A5 o N2 TSP 5 Ui 2
FRUENEE RS 1 /N 5 e e I
Following the test set forth below the sample shall be left in normal Item3
Bt temperature and humidity conditions for 1 h before measurements Ttemd. 1
32 Heat resistance | are made: Item4.2
(1) WA 80+2°C Item4.3
temperature:80+2°C
(2)  H[a]: 96h
time: 96h
ARE T T AN R AT 5 BRI S A PRI, e )m
oF i L TESCAE W i R o O B2 A B o 1 /NI A v mE It
I TRV RE it 7 R R T
After 5 cycles of following conditions, the sample shall be allowed
to stand under normal temperature and humidity conditions for 1 h.
. N and measurements shall be made. During the test water drops shall
FEIE | po o & P e
>3 tgnfi;fe‘rgaetsfe i A: +80+2C Itemd.2
A B: -30+2°C Item4.3
C: 2 /PNEf
" D: 1 /b
o E: 2 /)i
c ol & el ®@ hour F: 170
FE ity S 4% JE DL S50 25 A HEAT I, SR B0 Jo A5 o N2 TSP 3 Ui B
PRV RS A 1 /N S R BE DR - BEf EL I . <200mQ
Following the test set forth below the sample shall be left in normal | Contact resistance<200m<
temperature and humidity conditions for 1 h before measurements | 44 Hi[H: >10MQ
TEE RPN | Jre made: Insulation
5.4 Mgisture (1) JEJE. 60+2°C Resistance>10MQ
resistance temperature: 60+£2°C Item3.3
(2)  HDEHEEE: 90%~95% Itemd. 1
relative humidity:90% to 95% ﬁ:ﬁjg
(3)  Hf[a]: 96h ‘
time: 96h
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i H w3 % R
ITEM TEST CONDITIONS REQUIREMENTS
FE UL B8 26 AF T 2EAT I &
The switch shall be checked after following test:
(1) RE: 35°C+£2°C
temperature: 35°C+2°C A N B b
- (2) SIFKE: 5£1% CRAF A HD SR EBAMGGIER
5 iR . . No remarkable corrosion
. salt solution : 5+1%(solids by mass) . .
55 Salt Mist (3) M 8=1h shall be recognized in metal
: rt.
Time: 8+1h $
Oy EROENIRACY/IEY QUL
After test, salt deposit shall be removed by running water.
AR T T ARk 2 SR AT It Bt L PH<20)
Measurement shall be ﬂade fpllowing the test set forth below: Contact resistance<2Q
(1) DCS5V, 0.5A ik Y6 2% B> 10MQ
DC 5V, 0.5A resistive load Insulation
56 HS Q) FEEER: 10~15 /% Resistance>10MQ
’ Operation life Rate of operation: 10~15 times/min Item3.3
(3) ). Iy 15 £ Ttem4.1
Operating Force: 1.5 times as much as Operating Force Item4.2
(4)  ToHfEEdr: 5,000 ¥k Item4.3
fault-free life:5,000cycles
Measurements shall be made following the test set forth below: 9/ 60/ [; T -
R (1) FHEIRT:24545°C Excoe t for the edge, the
5.7 Solderability Solder temperature : 245+5°C coatirrl) g should cfvér .
(2) BAITE:S5s+0.5 L G00
Immersion time: 5s+0.5s
ARTZ &bk
2 DL T E 4 R R T
Measurements shall be made following the test set forth below: ~ BT UERE.
it FE R ()RR 260+5°C Without deformation of case
5.8 Resistance to Solder temperature : 260+£5°C or excessive looseness of

soldering heat test

()R NI [A]:3s£1s

Immersion time: 3s+1s

terminal selectrical
characteristics shall be
satisfied
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6. IEIERM:
SOLDERING CONDITIONS:
i H i S O
ITEM Recommended conditions
T AR 26 R AT AR 4%
(1) BHIE: <350°C
61 F A% (2) BEEEEE ] <3
’ Hand soldering Please practice according to below conditions:
(1) Soldering temperature: <350°C
(2) Continuous soldering time: <3 s
AR SHI B o5 AN T2 AR A G R T R
Flux built-up Mounting surface should not be coated with flux
- BT R FE 6 BROAR-$2 T 14 ) Bl 2 100°C maax.
TR ,
. Ambient temperature of the soldered surface of
. Preheating temperature
H iz /& PC board. 100°C max.
AR E I A
Conditions for B ME T'lj 60s max.
6.2 Preheating time
Auto-dip YGRS
K ”I,‘EZ 260°C max.
Soldering temperature
BRI 1]
. . O 5s max.
Continuous dipping time
PR IRAL % MR
Number of soldering 2 times max.
HEERFE T (Notes):

as B IEBHREFIAITSC I TTmE
Prevent flux penetration from the top of the switch
by JFREIEE, EEANEFER BRI IETIT <.
After switches were soldered,please be careful not to clean switches with solvent or other similar products.
cv RIEE, ESA BTN 75 .
Right after switches were soldered;please be careful not to load to on the knobs of switches.
de VRS E N A T D s s I %
Please be cautions not to give excessive static load or shock to switches.

ev JPRIRIEIE, EIRIEEARGE EA EETK.

Please be careful not to pile up P.W.B.after switches were soldered
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8.45%0.2
N WA 253, 556518
— |3 WeF: 152, 4555
= | ° @0
Q0 -
® 6 ©
29201 2000l KA
3.3 33
= = -
N~
NG
5
=S,
4 i pE
1 1
2 3
04 L 0.5
5.2 ™ | 25201
2o 25
© ©®
J
© S "
) @ B[ £ i
General tolerance: +0.2mm
NO. NAME MATERITAL QTY. PLATING
1 BASE PBT 1 Black
2 TERMINAL BRASS 2 Ag plating
3 SPRING CARBON WIRE 1
4 CONTACT SILVER COPPER 2 Ag plating
5 STEM POM 1 Blue
6 COVER PBT 1 Dark Grey
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7. BRI

7.1 1000 K, B 0K

M A=190mm. B=195mm

A A
72NN A 148, 4£ 1000 K (R
~
C=216mm. D=165mm. E=61mm
C
W &

73 EAIMERE 16 &, 316000 H

X=350mm. Y=455mm. Z=280mm



http://www.tcpdf.org

