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SPECIFICATION

RIPTION
#%: PHONE JACK

DATE

H . 2016 4°6 H 17 H

MODEL NO.: PJ-313B

RATING CHilEt): DC 30V 0.5A
PRACTICAL
-20~70°C

TEMPERATURE , o~ o
RANGE 1E-20° C~+70° C ¥ J& P A
A FH ¥ S

UNLESS OTHERWISE SPECIFIED

THE STANDARD RANGE OF ATMOSPHERIC
STANDARD CONDITIONS FOR MAKING MEASUREMENTS
ATMOSPHEIC AND TESTS ARE AS FOLLOWS:
CONDITIONS (1) BETWEEN BODY AND CONDUCTOR: 5°C TO 35C
NGRS (2) BETWEEN CONDUCTORS NOT TO BE CONTACT: 45% TO 85%
TRAR R JE

(3) PRESSURE: 86Kpa TO 106Kpa
EEA e € S LTI . . SR
(1) #JE N 5°C~35C
(2) ¥&J% )y 45%~85%
(3) “JEJ 86 Kpa~106Kpa

MECHANICAL (HLbkEfig

ITEM i H TEST CONDITIONS i3t 4% 1 PERFORMANCE  #i#%
CONNECTION | MEASUREMENT SHALL BE MADE AFTER CONNECTING AND
FORCE DISCONNECTING USING STANDARD PLUG GAUGE 3 TIMES. 3~25N
NS R YEFFUERT PLUG GAUGE %5 3 kak 3 o il 52
1
D'SC%NNNECT' MEASUREMENT SHALL BE MADE AFTER CONNECTING AND
FORCE DISC(?!\H\!ECTING USING STA;NDARIZ? PLUQ GAUGE 3 TIMES. 3~25N
3t A Wl bRAER) PLUG GAUGE M2 3 W3k e Ml sE
X
THERE SHALL BENO DAMAGE
TO THE TERMINAL SUCH AS
TERMINAL | A STATIC LOAD OF 0.1N/m(1kgf/cm)SHALL BE APPLIED TO THE | CRACKS, LOOSENESS OR PLAY
) STRENGTH | TP OF THE TERMINAL FOR 1 MIN ELECTRICAL ,AND MECHANICAL
S iy INANY DIRECTION ) CHARACTERISTICS SHALL BE
T 0 4G St PR T3 — AN 7 1) IR 1 43k 0.AN/m(Lkgf/em) (1) 1 . SATISFIED
LEHEBAI A BT T ARSI, WAL
FHUR. B PERE

ELECTRICAL (%

fie)

ITEM J5i H TEST CONDITIONS i 414 PERFORMANCE Hi#%
CONTACT MEASURED AT SMALL CURRENT  (100m A OR LESS)
3.1 | RESISTANCE | 1000Hz <30mQ
Fe Ao b BH FER/IN IR (100 m A) - LA IR
APPLY A VOLTAGE OF 500V DC FOR 1 MIN
TO  FOLLOWING  PORTIONS  AFTER  WHICH
MEASUREMENT
SHALL BE MADE:
INSULATION | @) BETWEEN BODY AND CONDUCTOR
32 | ResisTance | @ BETWEEN CONDUCTORS NOT TO BE CONTACT >100M @
Sttt il (3) BETWEEN CONDUCTORS NOT TO BE WHEN PLUG IS
INSERTED DC 500V 1 MIN
fii\ 500V DC HLH 1 738, 42 LUK 45 75 2 ik -
(1) AR HER 2 5]
(2> AEESuh AR 2 8]
(3> JfESRAE A I AN A HE A2 )
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AC 500V ims(50~60Hz)FOR 1 MIN TRIP CURRENT:0.5mA
(1) BETWEEN BODY AND CONDUCTOR

(2) BETWEEN CONDUCTORS NOT TO BE CONTACL

(3) BETWEEN CONDUCTORS NOT TO BE WHEN PLUG

DIELECTRIC WITHOUT DAMAGE TO
IS INSERTED DC 500V 1 MIN
3.3 STRENGTH ) i PARTS ARCING OR BREAKDOWN ETC
—_— fis N AC 500V (50Hz) /min HiJT 1 705k B fiifA 0.5mA, A s R A
A s . . WAH KA T o7
$2 LR Befh VR N
(1) PR HE R 17)
(2) Al i HE -2 1)
(3) i Sk A A IS AN il i 2 1)
URABILITY (i A M)
ITEM i H TEST CONDITIONS & 4% PERFORMANCE #it%&
(1) SOLDER WETTING TIME SHALL
THE TOP OF THE TERMINALS SHALL BE
SOLDERA- BE 3 SEC OR LESS
DIPPED 1mm IN THE SOLDER BATH OF o
BILITY SRS ] /DT 3 7
4. 1 240+5°C FOR 3+0.5 SECONDS
TEST N N ) I Y\ (2) THE AREA OF SOLDERING
. Uity F TSR N Imm ¥R A A 240+£5°C B[y 3
e " SHOULD BE OVER 75%
IR PPN 75%0L 1
REFLOW SOLDERING CONDITIONS:
PREHEAT:TEMPERATURE ON THE COPPER FOIL
SURFACE SHOULD REACH 180 .120S AFTER THE P.C.B
ENTERED INTO THE SOLDERING EQUIPMENT.
TALLEST TEMPERATURE:TEMPERATURE ON THE
COPPER FOIL SURFACE SHOULD REACH THE PEAK
TEMPERATURE OF 260+5 WITH IN 20 SECONDS.
SUNEIMPEe S
RESISTANCE | i1y 2 2 ] (03 S 234 2 180°C,120s J b A | \WITHOUT DEFOR MATION OF CASE OR
TO G EXCESSIVE LOOSENESS OF TEMINALS
4.2 | SOLDERING |yt e a2 42 [ 5Bt 07 260 £5°C AL ANt 20 | ELECTRICAL CHARACTERISTICS SHALL
HEAT TEST BE SATISFIED

iR R

e

260 —

e
N

200 —
180
50

100

Copper fol surfoce femperoturef )

120s min 1508 ma X

180s IMin
Time inside scldering equiom ent
Temperature Profile
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SOLDERING IRON METHOD:

AT RATING CONDITION  (NON-INDUCTIVE LOAD)
CONNECTION AND DISCONNECTION SHALL

BE MADE 5000 CYCLES AT A SPEED

10 TO 20 CYCLES/ MIN

g

LUE MRS 5 T 507 ) 78 1 4380 A BL 10~20 YR IR FEREAT
5000 KAfi A 4K

RESISTANCE | BIT TEMPERATURE 330+5°C APPLICATION WITHOUT DEFORMATION OF CASE OR
TO TIME OF SOLDERING IRON3+0.5 SEC EXCESSIVE LOOSENESS OF TEMINALS
4. 2 | SOLDERING | HOWEVER EXCESSIVE PRESSURE SHALL ELECTRICAL CHARACTERISTICS SHALL
HEAT TEST | NOT BE APPLIED TO THE TERMINAL BE SATISFIED
i FR P T A5 B L T B U E 330£5°C , Al AETCALTE, Wi THE kR
3105, (HRBEAEHEI b0 R s g
THE JACK SHALL BE STORED AT A TEMPERATURE
OF 404+2°C AND AHUMIDITY OF 90%TO 96% FOR
HUMIDITY | 96 Hr,THEN THE JACK SHALL BE MAINTAINED
4. 3 TEST AT STANDARD ATMOSPHERIC CONDITION FOR 1 Hr
RTARN FOR OTHER PROCEDURES THERE SHALL BE NO DAMAGE ON
JUE 4022°C AR A 9 90~96% Hr B35 96 /NI E, APPEARANCE.
RO 1EHFAEE D 1 /NS HEAT I MECHANICAL AND ELECTRICAL
CHARACTERISTICS SHALL BE
THE JACK SHALL BE STORED AT A TEMPERATURE SATISFIED
OF70+2°C FOR 96 HOURS, AND THEN IT SHALL ST, T T UG bR
» HEAT TEST | BE SUBJECTED TO THE CONTROLLED RECOVERY
iy HAX 5 MBASURBM
JCEAEILEE 70+2°C R 96 /M, FEBCE IE% S ih 1
/N BRI
THE JACK SHALL BE STORED AT A TEMPERATURE THERE SHALL BE NO DAMAGE ON
OF-2543C FOR 96 HOURS AND THEN IT SHALL APPEARANCE
COLD TEST | BE SUBJECTED TO THE CONTROLLED RECOVERY MECHANICAL AND ELECTRICAL
o i FER CONDITIONS FOR 1 HOUR AFTER WHICH CHARACTERISTICS SHALL BE
TCEAE IR -2543°Crh 96 /N T, TRECE IR RS 1 /N | SATISFIED
I A AAMTC e, WA THU. AR
WITHOUT LOAD
CONNECTION AND DISCONNECTION SHALL
BE MADE WITH THE MATING PLUGS AND
JACKS FOR 5, 000 CYCLES AT A SPEED
(1)  CONTACT RESISTANCE SHALL BE <
OF 10 TO 25 CYCLES/MIN 010
Te At gt
- - (2)  DISCONNECTION FORCE SHALL BE
W SEE T BIFRUE PlugU 2 ZE3E T D) 7E 370 20N
LIFE TEST LIYPRPIEL10-25 KT, HAT50007K (3) MECHANICAL AND ELECTRICAL
4. 6 . A, P
Ti a5 LOAD. CHARACTERISTICS  SHALL  BE

SATISFIED
(1) #fbmPE<0.1Q
(2) k774 3~25N
() HEdHL O, BArERE
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FEEST=1 YN

TEMPARATURE
CYCLINGTEST

THE JACK SHALL BE SUB JECTED TO 5 CYCLES OF
THE FOLLOWING CONDITIONS SHOWED IN THE
FIGURE,AND THEN SHALL RETURNED ALLOWED

TO REMAIN IN ROOM AMBIENT CONDITION FOR

30 MINUTES

HEAE R LU R B SAEAE B AMIERR, AR Ja T8 S A A5 30 73l
Temp(C)

THERE SHALL BE NO DEFORMATION OR
CRACKS IN MOLDED PART.

INSERTION & EXTRACTION FORCE:3 TO 20N

CONTACT RESISTANCE:MAX.30M Q
INSULATION RESISTANCE: MIN.100 M @
DIELECTRIC WITHSTANDING VOLTAGE:
500VAC/MIN(BETWEEN TERMINALS)

77 i ANBEAR T L Al AR

4.7
SEL R AR T S S
IR qe )“ 1 cycle 8 hours ik Jr: 3N % 20N
FeffaBH: 5K 30m @
801 70 bl /) 100MQ
40/ YLK : fe/)N 5OOVAC (i 12 [7])
0
| -20°C
—40
L > L o o P (Hours)
THE JACK SHALL BE SUBJECTED TO5 CYCLES OF THERE SHALL BE NO DEFORMATION OR
THE FOLLOWING CONDITIONS SHOWED IN THE CRACKS IN MOLDED PART.
FIGUREAAND THEN SHALL RETURNED AND | INSERTION & EXTRACTION FORCE:3 TO 20N
ALLOWED CONTACT RESISTANCE:MAX.30M Q
TO REMAIN IN ROOM AMBIENT CONDITION FOR INSULATION RESISTANCE: MIN.100 M Q
30 MINUTES DIELECTRIC WITHSTANDING VOLTAGE:
4.8

COLD&HEAT
SHOCK TEST
7 Rt

A 88 DU T B SRR 5 AMEER, SRJEIH] = N ER SR 30 4341
TEMP (C)

1 cycle 1 hour

QoY)
70

-20

(Hours)

~—0.5 0.5 0.5 0.5—

500VAC/MIN(BETWEEN TERMINALS)

PR ANREAR T

P J1: 3N £ 20N

Pefib B gk 30mQ
YazZgHifH: /s 100 M Q

At K 3/ 500VAC i 12 0]
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