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Operation:DIP/RME 3.5&=EX 4PIN F 48/ BE LI B

CONNECTORS

X \"'9: ITEM NO.:PJ-327D
Rogen Free [ EAD FReE [ >

(L14.0xXW6.2xH5.0mm 3.5-PHONE-JACK)

AN LEVEL
Albetter product] B[average product] .
PROJECT AN =) 3% )\ LATERAL
Contact Rating 0.25A,12V DC
Electrical Initial Contact Resistance 30mQ max. 50mQ max.
Properties Insulation Resistance 100MQ min.500V DC  Skey/PD: 100MQ min.300V DC
Withstand Voltage 500V AC for 1 minute 350 V AC for 1 minut T & STABILIZE
There No Load 6,000 Cycles 5,000 Cycles
Durable Performance
Rated Load 5,000 Cycles 4,000 Cycles
RoHS
Storage temp. -35°C~+75C(Operating Temp: )
Unit:mm
S
5 14.00 6
R |
= | / :
()
g N ) y ) ) N @ _5
&
1 I 1 T I 1 + H
—J — $
L]
195 | S K
9.00
1070 .
e\ hil =
- ' = 1400
E]
= ‘ 3 5-0.70 8.50
4_\ @‘ ﬂ = —
) BN
| \_
: N
0 H
(#3.50mm 3 POLE PLUG DETAIL DRAWING) l.
A |




Inward 5.0~8.0N. (1N. =100gram—force)
Operating Force
Exiting 5.0~8.0N. (1N. =100gram—force)
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CIRCUIT BOARD SIZE

(Vertical view)

Solder-ability (Max.)

245°C Manual :350°C, 3sec.
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No. NAME Type Description
@ TR T#1 1 C5191R-H (t=0.20mm) B$A[$RE] B o
® MBI TH#2 1 C5191R-H (t=0.20mm) &4 [$R £ tsag SGS
® HERBHTFH3 1 C5191R-H (t=0.20mm)B4A R E] 150 9001 : 2000F:
@ MBI TH4 1 C5191R-H (t=0.20mm) &4 [$RE]
® HEE 1 PPA/PAGT (Black) it # 28
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1. REJ5 N E R e &5 fEFEME; The company reserves the right of final interpretation;
2. AL LA, §E#; Leaked and reproduced prohibited;
3. RERMEB P ERL . Modify is invalid.
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