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N O @R O T o o 13.75 1.Rated load: 1A _
/\ O @ GND 2.Insulation resistance: 100MQ min
17.50 3.Withstand voltage: 500V AC/min
CIRCUIT DIAGRAM 4.Contact resistance: 50mQ max
5.Durability cycle: 5,000 Cycles
%AM 6.Insertion and extraction force: 3-30N
:£0.05 ) . .
16 MYLAR 1 PET YELLOW 7.Operating temperature range: -40°C ~ +85°C
15 HOUSING 1 |HIGH TEMPERATURE PLASTIC BLACK UL94V-HB
14 INSULATOR 1 |HIGH TEMPERATURE PLASTIC BLACK UL94V-HB SCALE: 1:1 | UNIT: mm Tite:  Horizontal @4.4mm Phone Jack ®
13 SOCKET 1 BRASS GIF PLATED SiZEE M | = & NC 12Pin L=22.20mm DIP o s
# S SS S CONTACT:Au2u"/SOLDER:G/F Unl therwi ae=s m4 }§
11~12] TERMINAL 11~12 2 TAINLESS STEEL ‘Au2y’ : nless otherwise Molde Code:  PJ-4R001A-5NGDO1 =
10 | TERMINAL 10# 1 COPPER ALLOY CONTACT:Au2y"/SOLDER:G/F 50 H S General tolerance: -SWI t C h
AUDL" - ompliant X. £0.40 -
9 TERMINAL 9# 1 COPPER ALLOY CONTACT:Au2y"/SOLDER:G/F » ROHSPS‘andams Xy 090 DRAWN | CHECKED | APPROVED | DATE www.dg-switch.com
1~8 TERMINAL 1~8# 8 COPPER ALLOY CONTACT:Au2u"/SOLDER:G/F Xxx +0.20
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