8 | 4 3 1
REV ECN NO. DESRIPTION DESIGN APPROVAL DATE
RO I I S A1 NEW T 5 A 2024.05.24

2.54*No.of Positions=B+0.35

o - -
Yo} SPECIFICATIONS No.of _Dimension
N 1. Current rating: 3A PINROW | A B
2. Temperature range: -40°C ~ +105°C 02 2.54 [5.08
3. Insulation resistance: 1000MQ Min. 03 5.08 {7.62
= O = O | == = O = O | = = = O | R = 4. Withstanding voltage: 500V AC/ minute. 04 17.62 110.16
1 2 5. Contact resistance: 20mQ Max. 82 12;8 1222
. 07 15.24 117.78
Material: =~ 08 [17.78]20.32
Insulator Material:PA9T (UL 94V-0) Yellow 09 2032122 86
Contact Material:Brass 10 22.86 25'40
2.54*No.of Contacts-2.54=A+0.25 Plating:Matte Tin or gold plated over Nickel 11 25'40 27'94
Mate with XFCN PM254 Single row series 12 27:94 30:48
2.54+0.05 4*0.64 , 13 [30.48(33.02
I 0.640.6 Ordering Code: 14 33.02]35.56
) A A A A n _ PZ254V-11-XX-YL 15 [35.56]38.10
1 2 3 16 38.10]40.64
Q 155515 17__|40.64[43.18
o _c'_>; 2.Pinfi¥: 01-40P 18 jg-;g jg-;g
0 ~| 8 SEEYL=RE 20 [48.2650.80
o © 3 21__|50.8053.34
+ 22 53.34155.88
o 23 |55.88]58.42
™ 24 |58.42[60.96
] - 25 60.96 163.50
26 63.50]66.04
27 66.04 |58.58
W/ W/ / W/ W} / w, 28 58.58171.12
- 29 71.1273.66
30 73.66176.20
31 76.2078.74
32 78.74181.28
33 81.28|83.82
34 83.82|86.36
35 86.36 |88.90
36 88.90]91.44
37 91.44193.98
N7 38 93.98[96.52
q;'\' 39 |96.52]|99.06
40 99.06 |101.60
- X.+0.50 X.° PART NO: WK A s B
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XX20.15 XX°t TITLE: 0769-82001899
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