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INTRODUCTION

The RADIALL stainless steel SMA connectors have been designed for applications where reliability, durahility, robustness and
high frequency are very important.

- WIDE RANGE:

The stainless steel SMA range offers cable connectors for both flexible or semi-rigid cables, panel and PCB mount

SMA

receptacles, press mount, microstrip, universal, through hole pins and end launch connectors. In series adapters and
between series adapters including PUSH-ON interface are also available.
All our stainless steel SMA connectors can be mated with our commercial (brass) SMA connectors.

« CONVENIENT 3-PIECE DESIGN ON MOST CONNECTORS FOR FLEXIBLE CABLES:

- for straight models: single piece hody + center contact + outer ferrule,
- for right angle models: single piece body + cap + outer ferrule.

« FAST AND RELIABLE CABLE ATTACHMENT:
The cable connectors can be either fully crimped or soldered/crimped, offering full flexibility for high velume production
with standard manual or pneumatic tooling: fast and reliable.

- the center contact can be either crimped or soldered,

- the outer contact is attached to the cable by crimping a ferrule.

« SIMPLE SNAP-IN CENTER CONTACT CAPTIVATION (FOR FULL CRIMP MODELS):

The relative position of the center contact into the interface is mechanically guaranteed by the snapping of the insulator
inner shoulder into the groove of the center contact.

This design facilitates the captivation operation in contrast of other designs, requiring 2 insulators to provide contact
retention.

« EXTENDED FREQUENCY SMA DC-27 GHz

Radiall offers an extended frequency SMA range allowing coaxial system operation up to 27 GHz. This series mates with the
standard SMA series and maintains the same mechanical characteristics (part numbers ending with 700, 701 or 702).

and performance.

« SOLDERLESS ATTACHMENT TO SEMI-RIGID CABLE \ AN \
Radiall's SMA crimp connector series offers an exciting alternative .
for assembling SMA connectors to semi-rigid cable. The main >
advantages of these connectors are: time saving, repeatability
e ’\\\
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INTRODUCTION

SMA

« SMA HERMETIC

Hermetic connectors are required to maintain a pressurised or vacuum environment inside a micro-electronic package.
Radiall offers 3 types of hermetic connectors:

1 Field replaceable hermetic receptacles with separate glass bead

(leakage rate helow 10 atm/cm?/sec)

The hermeticity level is guaranteed by the glass head soldered into the package. A large choice of glass heads is
available from dia 0.3 to 0.5 mm. They are usually ordered separately from the receptacle. The receptacle can be removed
(field replaceable) from the package for maintenance without any risk of leakage. The field replaceable receptacle is
recommended when a high number of matings is required.

2. Hermetic receptacles with integrated glass bead

(leakage rate below 10 atm/cm?/sec)

The glass bead is already in place inside the receptacle, hermeticity is guaranteed hy a solder joint between the receptacle
and the package or with a metallic compression gasket.

Screw-on receptacle with metallic compression gasket offer superior climatic resistance: -65°C +200°C.

3. Hermetic receptacles without glass bead
(leakage rate below 10°° atm/cm?/sec)
A good hermeticity level is obtained with a metallic gasket at a cost advantage vs glass heads.

~
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INTRODUCTION

a o DC - 18 GHz
% g ( Al DC - 27 GHz
I A
éra ' - GENERAL
\/ &% & # { « Sub-miniature coaxial connectors
N

SMA

« Screw-on coupling
« High RF performance

- 2 plating options:

_k ’ & - passivated stainless steel
' - gold plated
« Wide hermetically sealed range
# - Space qualified range of products

« SMA extended frequency 27 GHz

Q & ﬁ APPLICABLE STANDARDS
j « MIL-C-39012
- EC 169-1
« CECC 22110 -—
—

« CECC 22111 - 801 to 808
+ BS 9210 NOO6

SPACE QUALIFIED/APPROVALS
(For space range)

» SCC 3402 (ESA)

« CNES

APPLICATIONS

- Civil & Military Telecommunications
» Civil & Military Aeronautics

« Military equipments

« Space

« Measurement systems

www.radiall.com
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INTERFACE |5
(Vg
\
PLUG JACK
< - e
Hex .315/Flats L> [
8.0 —— —
) LN
|
= s = 5 = 77N
[a] ol o o o (] o — o
a Q| L L L i8] Q 7> a
paev=) ‘ RS
e e B H (Ref plane/cent cont) lg—
— G (Ref plane/insulator) lg
H g — Reference plane
Reference plane J
5 e J
Letter min. e max. min. tneh max. Letter min. i max. min. neh max.
3.43 135
2.54 100 431 170
0.38 114 .015 .045 0.38 114 .015 .045
4.59 4,596 181
6.35 .250 5.28 5.49 .208 216
1/4 36 UNS 2B 1/4 36 UNS 2A
0.0 -0.20 0.0 -.008 0.0 -0.20 0.0 -.008
0.0 -0.25 0.0 -.010 0.0 -0.25 0.0 -.010
292 115
0.38 .015
127 .050
410 nom. .161 nom. 410 nom. .161 nom.
1.88 198 .074 .078
0.90 0.94 .035 .037

*Note: means behind ref plane
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w
Test/characteristics | Values/remarks
Impedance 509
Frequency range DC - 18 GHz Extended
VS.W.R. (typ.) Frequency 1 GHz 24 GHz 6 GHz 12.4 GHz 18 GHz 27 GHz
- Straight connector .085" 101 101 104 106 1.06 112
141" 1.01 101 101 103 1.05 110
2.6/50S 1.05 107 112 115
5/50S 104 1.05 110 112
- Right angle connector .085" 101 102 106 114
141" 1.01 1.02 108 110
2.6/50S 1.06 115 118 124
5/50S 1.06 115 115 125
Insertion loss (typ) dB
- Straight connector .085" 0.03 0.03 0.05 0.08 010 015
141" 0.02 0.02 0.02 0.02 0.02 0.10
2.6/50S .
5/5/05 0.06VF (F in GHz) max
- Right angle connector .085" 0.04 0.04 0.04 0.08
141" 0.04 0.05 0.06 0.09
2.6/50S 0.08 0.08 0.10 010
5/50S 0.04 012 012 0.25
RF leakage (dB max)
- connectors for semi-rigid cables solder -90 + F (GHz)
attachment
- connectors for flexible cables crimp attachment - 60 + F (GHz)
- receptacles - 100 + F (GHz)
Insulation resistance 5 000 MQ min
Contact resistance After tests Initial
- outer conductor 4 mQ 3ImQ
- inner conductor 3mQ 2 mQ
Working voltage in VRMS 085", RG 405, KS 1 | 161", Ra 402, ks 2 | RGT% 188, 316, RG 58 142223,
- sea level 350 500 750 335
Dielectric withstanding voltage in VRMS 1000 1500 750 1000
RF testing voltage at in VRMS 670 1000 500 670
Durahility _ 500 matings
Force to engage and disengage 23 Ncm - (2 inch pounds)
Recommended coupling nut torque 80 to 115 Ncm - (7 to 10 inch pounds)
Coupling nut retention force 270 N - (60 Lbs)

" " RG 174, 188, 316, RG 55, 142, 223,
085", RG 405, KS 1 | 141", RG 402, KS 2 KX 3. KX 22 KX 23

135 N (30 Lbs) 270 N (60 Lbs) 110 N (25 Lhs) 180 N (40 Lhs)

Cable retention force

Center contact retention force
« axial 21N
- torque 28N

www.radiall.com
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Test/characteristics | Values/remarks
Temperature range
« standard models -65°C / + 165°C
- semi-rigid cables -65°C / +105°C
« R125 753 000 & R125 603 000 -40°C | +100°C
Thermal shock MIL STD 202, method 107, condition B
High temperature test MIL STD 202, method 108
Corrosion (salt spray) MIL STD 202, method 101, condition B
Vibration MIL STD 202, method 204, condition D, 20g
Shock MIL STD 202, method 213
Moisture resistance MIL STD 202, method 106
Hermetic test Down to 10°° mmHg (Torr) leakage rate < 10° atm/cm?/sec
Barometric pressure MIL STD 202, method 105, condition C

\ Material \ _ Plating _
Body/nut Stainless steel Passivated or gold plated (bodies)
Center contacts il e (e ) Gold plated
Brass (male)
Gaskets Silicone rubber
Insulators PTFE
Standard packaging: 100 pieces. All dimensions are given in mm

STRAIGHT PLUGS FOR FLEXIBLE CABLES

7/flats Hex. 7/flats
— A ]
| C = - | I
- O
A A
I 1
Fig. 1 Fig. 2
7/flats 6/flats
_A Hex. 5/flats
| 26.2
Fig. 3 Fig. 4
. . Captive
Part number | Part number | . |Dimensions
Cable group (gold) (GESSVEIC)) A (mm) lf:r?tgeét
RG178/RG196 2/50/S |R125 069 000 1 26 yes
R125 071 120 3 243 yes Single piece hody
RG174/RG316 2.6/50/S |R125 072 000 | R125 072 001 | 2 211 no Single piece hody heatshrink sleeve
R125 073 000| R125 073 001 | 1 26 yes
R125 072 080 2 201 no . Single piece hody heatshrink sleeve
RD316 26150/ Fp195 072 220 3| 234 | yes | CHMP Single piece hody
RGS8/RGL4L 5/50/S R125 075 000 3 249 no
R125 077 000 L 28 yes Single piece body heatshrink sleeve
RG142/R6223RG400| Sys0/p | R125 076 000 RI25 076 001 3 25 no gep y
R125 078 000|R125 078 001 | 1 28 yes
Special 2.2/50/D R125 002 200| & 25 yes | Clamp

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.

See page 8 and 9 for packaging information.
D
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SMA

PLUGS

STRAIGHT PLUGS SOLDER TYPE FOR SEMI-RIGID CABLES

Cable group

Part number
(gold)

Cable group dia.

Fig. 1

Part number
(gold/passivated| Fig
coupling nut)

Captive
center
contact

Dimensions
A (mm)

R125 052 000 | RI25 052 002 Single piece hody
R125 052 170 Loose parts
RG405 .085" 1 111 no Retractahle coupling nut/
A single piece hody
R125 052 702 DC-27 GHz Single piece hody
R125 054 000 | R125 054 002 8.5 Without center contact
2 Without center contact/
R125 054 500 15 retractable couplingt nut
RG4LO?2 141" R125 055 000 | R125 055 002 — Sintglhel piece Ila_udy J
etractahle coupling nu
R125 055 500 1 112 no single piece body
R125 055 702 DC-27 GHz Without center contact
R125 057 002 Without center contact

STRAIGHT PLUGS CRIMP TYPE FOR SEMI-RIGID CABLES

Cable group

Hex : 8/flats

Cable group dia.

Part number
(gold)

Hex 8/ flats
1\ 36
=
\

Part number
(gold/passivated
coupling nut )

RG405 .085" R125 052 901 1 22
R125 053 901 2 8.25
RG402 141" R125 054 900 R125 054 901 2 9.7
R125 055 3901 1 3.64

RADIALL@®
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To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.

Bold part numbers represent products typically in stock & available for immediate shipment.
See page 8 and 9 for packaging information.




PLUGS

SMA

RIGHT ANGLE PLUGS FOR FLEXIBLE CABLES

| i hex .236/flats

DIA 0.098
(¢2.5)

Captive
Cable Part number | Part number ' Assembly
Cable group group dia. (gold) (CESIVELE)) c%en'ltaeét type

RGL78/RG196 2/50/S | R125 170 402 1
Special 22/50/D R125163200 | 3 | 202 | 164 clamp
RGL74/RG316 | 2.6/50/S | R125172000 | R125172001 | 1 | 196 | 164 Single piece hody
RD316 2.6/50/D_| R125 174 000 1 | 186|164 ' .
RG58/RGLAL 5/50/S | R125175000 | RI25175001 | 2 | 218 ctimp Single piece body
RG142/RG223/RG400| 5/50/D | R125176 000 | RI25176 001 | 2 | 218

RIGHT ANGLE PLUGS FOR SEMI-RIGID CABLES

T,

13

@ o
16.4 ol | 06.35
'
Hex : 8/flats—
1
| 6,8
T

Fig. 1 Fig. 2

11.9 1572
| 11,3
j Y-

Part number ; ; .
. Part number : . |Dimensions | Captive center Assembly
Cable group Cable group dia. (gold) (gold/p:]a:Jsswated Fig @i i contact type
RG405 .085" R125 153 000 | RI25 153 002 1 Solder tvpe
RG402 141" R125 154 000 | RI25 154 002 1 o P
RG405 .085" R125 153 901 2 22 y Crimp tvpe
RG402 141" RIZ5154901 | 2 | 362 s

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.
See page 8 and 9 for packaging information.
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JACKS

STRAIGHT JACKS CRIMP TYPE FOR FLEXIBLE CABLES

SMA

ni2.7
0B.64
A
— |
__A PR
L 4x22.6_~
9.5 Hex. 7/flats ?16
Fig. 1
712 plats Hex : 7/plats
7.8 \ Hex : 7/flats
|| = ||
A\
A A
Fig. 2 Fig. 3
: Cable Part number . |Dimensions| Captive center Panel
Ll el group dia. (gold) 8 2 (mm) contact drilling
R125 236 000 2 25.05 yes Crimp or solder
RGL74/RG316 26/50/5 R125 272 000 1 215 P03 Square flange
RG58/RG141 5/50/S R125 237 000 3 21 no
RG142/RG223/RG400 5/50/D R125 238 000 )

STRAIGHT JACKS SOLDER TYPE FOR SEMI-RIGID CABLES

?6,7 6flats/ $ 6.7
B

DA

' Part number : Captive center Panel
Cable group Cable group dia. (gold) pcontact drilling
R125 222 000 | 3 0.65 2.25
RG405 .085¢ R125 252 000 1 P02 2 hole flange
R125 256 000 2 no P03 square flange
R125 225000 | 3 0.95 3.65
RG402 141" R125251000 | 1 P02 2 hole flange
R125 255 000 2 P03 square flange

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.
See page 8 and 9 for packaging information.
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JACKS

SMA

BULKHEAD JACKS CRIMP TYPE FOR FLEXIBLE CABLES (rear mount)

Hex.8/flats |

| _max pansl 3.2

--E: = NI

Cable Part number | Part number

Fig Dimensions (mm)

Captive
center contact

hex 8/ flats

panel thickness
maxi

5.9/1Flat

hex 11 /flats

Panel

Cable group ‘

group dia. (gold) (passivated) A )
RG178/RG196 2/50/S  |R125 320 020 2 261 5.6
RG174/RG316 26/50/S R125 303 000 R125 303 001 257
R125 312 120 1
R125 313 120 224
RD31E 26/50/D R125 322 030 2 3.2
RG58/RG141 5/50/S | R125 314 120 254
R125 315 120 1 )
RG142/RG223/RG400|  5/50/D RI25 308 000 295

drilling

Totally waterproof

Crimp and solder
Heatshrink sleeve

Full crimp

P06

Full crimp

yes

Panel sealed

Full crimp

Crimp and solder

BULKHEAD JACKS SOLDER TYPE FOR SEMI-RIGID CABLES (rear mount)

Cable group

max. panel 2.4 | |
‘ Hex. 11/flats
Hex. 8/flats
5.9/f1at ,j

=

Part number

Cable group dia.

Captive center

_max panel 3.5 HEX 8/ flats
HEX 8/ flats /
5.9/ flats ~KYL_ [A]
| |
H- -T-1
| -y
) —
2]
12,1
Fig. 2

Pane! drilling

(gold) contact
RG405 .085" R125 326 000 1
. R125 325 000 no
e il R125 305 000 2

P06

Panel sealed

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.

Bold part numbers represent products typically in stock & available for immediate shipment.
See page 8 and 9 for packaging information.
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SMA

RECEPTACLES

STRAIGHT FEMALE FLANGE RECEPTACLES - SOLDER POT

Part number

Part number

$16

2xP26

12,2

@o@f

5,65

Dimensions (mm)

Fig. 1
B
®»1.28
$0,8
—H—-4 [y
T
-
1,5 A
95 S
Fig. 2

Captive center contact

Panel drilling

(gold)
R125 403 000

(OESIVEIE))
R125 403 001

B

R125 453 000

) 4.06

R125 454 000

R125 454 001

P04

square flange

yes

P01

2 hole flange

RIGHT ANGLE FEMALE SQUARE FLANGE RECEPTACLES - SOLDER POT

Part number
(gold)

Part number
(PESIVEIC))

R125 653 001

Dimensions (mm)

A
12.4

B
157

C
46

R125 654 000

11

6.1

Captive center contact

yes

Panel drilling

PO4

RADIALL@®
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To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.

Bold part numbers represent products typically in stock & available for immediate shipment.
See page 8 and 9 for packaging information.




RECEPTACLES

SMA

BULKHEAD FEMALE RECEPTACLE (rear mount]

max. panel 3.4
1

Hex.8/flats —et.27
N 20.8

=

o
J
&

Part number (gold) Part number (passivated) Panel drilling
R125 553 000 \ R125 553 001 \ yes \ P06

12.7
Hex 7 / flats 1,5 4.35/flat — 1075 8,
I ST |
N iy P
I I i e -
e I —m g H 1,275
| 5,6 1.1 E\L-.\Hexalplats 4,06
7.6 2 1.25 non serré
12,6
16,2 |
Fig. 1 Fig. 2
Part number (gold) i Captive center contact
R125 555 500 1 £ <crew-on
RI25 560 000 2 y

STRAIGHT MALE FLANGE RECEPTACLES - SOLDER POT

4xe2 .6

Part number (gold)
R125 433 000 1 os P04 Square flange
R125 483 000 y P01 2 hole flange

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.

See page 8 and 9 for packaging information.
e
__—— RADIALL®
/ The next conneXion




RECEPTACLES

SQUARE FLANGE EXTENDED DIELECTRIC FEMALE RECEPTACLES

4xe2.,6

SMA

Part number Part number Dimensions (mm) . "
(gold) (GESIVEIE)) }T’T‘ Captive center contact Panel drilling

R125 413 000 R125 413 001 no no captivation
R125 414 000 R125 414 001 127 159 epoxy
R125 414 004 yes P04 4 indents
R125 415 000 R125 415 001 18 20.5 epoxy
R125 415 270 R125 415 271 15 179

2 HOLE FLANGE EXTENDED DIELECTRIC FEMALE RECEPTACLES

B
9.5 A 2x22.6

n 24.06

— ‘ 21.27 X
12.2
. }_

— T |

] VAN

'] 1.5

Parzgr;lljg;ber ?;z:;sr}\?g:gg Dlmzz\nsmns gnm) Captive center contact Panel drilling

R125 464 000 R125 464 001 12.7 159 epoxy

R125 464 270 R125 464 271 15 179 yes POl

R125 464 274 ' | hindents |

RIGHT ANGLE FEMALE SQUARE FLANGE EXTENDED DIELECTRIC
RECEPTACLES b12.7

oB.64

Q | {'} 12.7 21.77
Y
216

{%} @ 17.5 —
4x22 .6 \| i | | | @

Part number Part number
(gold) (passivated)

R125 654 450 R125 654 451 yes PO4

‘ Captive center contact ‘ Panel drilling

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.
See page 8 and 9 for packaging information.
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RECEPTACLES

STRAIGHT MALE FLANGE EXTENDED DIELECTRIC RECEPTACLES

SMA

Fig. 2

Part number Part number : Captive center T

(gold) (passivated) contact Panel drilling
R125 444 000 R125 444 001 1 o P04 Square flange
R125 474 000 R125 474 001 y POl 2 hole flange

PCB FEMALE RECEPTACLES

22| N
06.31 _______$ L 063
o\._‘/ '
K - - 1 14.85

3.54

I——m——
I
[
N T
-

Part number

Dimensions (mm)

(gold) Fig 3 B Captive center contact PCB pattern
R125 426 000 1 A 135 os POS
R125 426 140 6.9 144 y Selective tin plating

8-17
To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.
See page 8 and 9 for packaging information.
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; RECEPTACLES FOR MICROSTRIP
w

STRAIGHT FEMALE SQUARE FLANGE RECEPTACLES - TAB CONTACT

4x22 .6

1525 347

9.475 407

Fig. 5

Part number Part number ] Dimensions A

(gold) (passivated) (mm) ‘ Captive center contact ‘ Panel drilling ‘ Contact type
R125 501 000 R125 501 001 1 135 P04 offset tah
R125 510 000 R125 510 001 2 12
R125 510 500 R125 510 501 3 25 P11
R125 612 120 b yes tah
R125 620 000 R125 620 001 2 10.38 P04
R125 622 000 R125 622 001 5

R125 943 001 3 0.89 P11

STRAIGHT FEMALE 2 HOLE FLANGE RECEPTACLES - TAB CONTACT

1.5 2.54 5.65

—

@16 16
24026 2326

CYCES
n
]

S

| 565 | A5 ] L 565 24

Part number (gold) i Captive center contact Panel drilling Contact type

R125 451 000 2 offset tah
R125 452 000 3 yes POl special
R125 497 000 1 tabh

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.

See page 8 and 9 for packaging information.
T
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RECEPTACLES FOR MICROSTRIP

STRAIGHT MALE SQUARE FLANGE RECEPTACLES - TAB CONTACT

SMA

Part number Part number
(gold) (passivated)

R125 488 000 R125 488 001 yes P04 Unit packaging

‘ Captive center contact ‘ Panel drilling

STRAIGHT FEMALE SQUARE FLANGE RECEPTACLES -
CYLINDRICAL CONTACT 113

8.5

] 2(.68

20.25 2(.25

Part number (gold) Captive center contact
R125 610 000 yes P04 Unit packaging

STRAIGHT FEMALE FLANGE RECEPTACLES - CYLINDRICAL CONTACT

Part number Part number

Dimensions (mm) Captive center

(gold) (passivated) Fig A ) C contact Panel drilling
R125 512 000 R125 512 001 4.8 3.2
R125 513 000 ! 32 | 16 PO4 Square flange
R125 462 000 R125 462 001 4.8 3.2 2.16 yes
R125 463 000 2 3.2 16 2.16 P01 2 hole flange
R125 617 001 48 32 4,06

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.

See page 8 and 9 for packaging information.
e
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SMA

RECEPTACLES FOR MICROSTRIP

STRAIGHT MALE FLANGE RECEPTACLES - CYLINDRICAL CONTACT

Part number
(gold)
R125 492 000

Part number
(OESIVEIE))

R125 492 001

Fig. 1

5.6

[
TV
no

2x 2.5

216

Fig. 2

Fig | Captive center contact

R125 484 000

R125 484 001

yes

Panel drilling
P04

Square flange

_T 0.25

P01

2 hole flange

UNIVERSAL FIELD-REPLACEABLE RECEPTACLES - FEMALE SOCKET
(accept pin & 0.93 mm [.037"])

9.85 3.5

2x22 .6 1.5

1.5

12.

4x22.86

Hex :8/flats

/.5

Fig. 5

Part number
(gold)

Part number
(passivated)

‘ Fig

R125 410 000 R125 410 001 1 POL Female-square flange
R125 430 001 A Male-square flange

R125 460 000 R125 460 001 2 yes POl Female-2 hole flange - Unit packaging
R125 480 001 5 Male-2 hole flange
R125 670 001 3 P04 Female-right angle square flange

Captive
center contact

Panel

drilling

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.

See page 8 and 9 for packaging information.
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RECEPTACLES FOR MICROSTRIP

EDGE CARD RECEPTACLES

SMA

28

25 _r
I 3,15
i | ' 9
|| : o
— ! 0,13
5.7
oB.35
13.33
20.76 | . 1.22 mini — @% %
_@g_ H— l_¢—|:_ [ o
07 A I — @
0.81 L J 0.81 . % i
' ' 28 15,7
Fig. 1 Fig. 2
Part number (gold) Fig Captive center contact Note
R125 423 200 1 os Solder pins
R125 541 000 2 y 4 screws

HERMETIC RECEPTACLES WITH SEPARATE GLASS BEAD

SQUARE FLANGE 12.7 mm FEMALE RECEPTACLE

4 holes 2,6
Q)i\.,_ 9,48
| —
o1
I 1 ——
<
<
8 @ 1 7’77 B &
| 1 !
O, ,@ Emi gasket
! 153
= |

Z
§| — Accept pin ¢0.3
I
uy
o]

012,7

Part number Panel drilling
(passivated) connector

‘ Glass bead only ‘ EMI gasket only

Part number (gold)

Panel drilling
glass head

R125 411 000 R125 411 001 R280 751 000 R280 510 000 P10

P13

NARROW FLANGE FEMALE RECEPTACLES

D16

Panel drilling glass bead

2x@92,6
——
o Fg{
. uzj_ \ Emi gasket
®_ E! : Accept pin $0.3
i} 15
565 &l =
95
. Panel drilling
Part number (passivated) Glass head only EMI gasket only connector
R125 465 001 R280 751 000
R125 465 011 R280 757 070 R280 510 000 P12

P13

P18

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.

See page 8 and 9 for packaging information.
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HERMETIC RECEPTACLES WITH SEPARATE GLASS BEAD

NARROW FLANGE MALE RECEPTACLES
Hex:S/f]i‘—

Tt

) \ )
é Emi gasket
1

[. ‘Accept pin®0.5

<T
>
w

8-22

Panel drilling
glass head

P13

Part number (passivated) Glass bead only EMI gasket only Panel drilling connector

R125 481 001 R280 751 000

R280 510 000 P12

R125 481 011 R280 757 070 P18
SCREW-ON TYPE FEMALE RECEPTACLES
I 02,552

Part number Panel drilling

S ET I Fig Assembly tool Packaging

(passivated) glass head

R125 556 001 R280 751 000 1 P15 -

R125 556 011 R280 757 070 R282 341 010 1 P19 -

R125 638 001 R280 751 350 2 P15 Supplied with glass head

HERMETIC RECEPTACLES WITH INTEGRATED GLASS BEAD

Panel feedthrough receptacles feature an internal hermetic glass bead. A ring of solder between the receptacle hody
and the package will provide the hermeticity level.

SOLDER TYPE FEMALE RECEPTACLE

T
I

=
o
N

REF PLANE f
[N

2,95

Part number
(gold)

R125 630 000 os FNA2 alloy

R125 630 040 y Stainless steel

Captive center contact Connector body Contact type Packaging

cylindrical 1

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.

See page 8 and 9 for packaging information.
T
RADIALL@®
The next conneXion S




HERMETIC RECEPTACLES WITH INTEGRATED GLASS BEAD

SMA

Screw-on receptacles with integrated glass seal, the compression gasket will ensure the hermeticity between
the receptacle and the package.

SCREW-ON TYPE, FEMALE RECEPTACLE

l,g §i 1.7 DIA
) 0.5DIA
a4
- %j
1.5 ,
e —— Compression gasket
13.5
Part number (passivated) Panel drilling
R125 609 001 P05

SCREW-ON TYPE, FEMALE RECEPTACLE WITH SLIDING CONTACT

10.5

10,5 . 1,565
_%03
9075 - ©0.75
1T } 4 |- 1 |
I I
g 55 METAL GASKET g s w2 | At
[ 905 :' 8.5 747
bl 85 &— —
['4 115
Fig. 1 Fig. 2
Part number Part number . . .~
(gold) (passivated) ‘ Dimension A (mm) ‘ Panel drilling Contact type
- R125 609 031 - POS
R125 609 160 - 124 cylindrical
R125 609 170 - 0.75

HERMETIC RECEPTACLES WITHOUT GLASS BEAD

Screw-on receptacles without glass bead provide a lower hermeticity level (10-°atm/cm3/sec). A gasket will garantee
the hermeticity hetween the receptacle and the package.

SCREW-ON TYPE, FEMALE RECEPTACLE WITH SLIDING CONTACT

w =2 s’f gi (vl
& 9 0 S
1 e °
G oiad -t mm
_>| 213 4,27
g 114 49| 384

Part number (passivated) Contact type
R125 605 301 P08 slotted

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.
See page 8 and 9 for packaging information.
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SMA

ADAPTERS

IN SERIES ADAPTERS

Hex B/Flats 5.5/2 flats
W
21
Fig. 1
Hex. 8/flats Hex 10/ flats panel 4.3 max /2.5 min
6/1 flats ;}
A E ) — =B
L] | ! L= e
T TN IR =T
| T | a8 I
\_4 - | E — |
max panel 6 !
P | 7,45/1ﬂatl 2.4 |
22.2 ' - *
Fig. & Fig. 5

Part number

Part number

imensions (mm)| Captive center

. D
Fig I 5

Hex 8/flats

5.5 /2 flats

Fig. 2

Hex 8/flats

conta

5.5/2 flats

A

1/4-36 UNS-2A

ct

Panel

Fig. 7

(gold)

((ESIVELE))

drilling

R125 703 000 R125 703 001 1 Male-male
R125 704 000 R125 704 001 2 175 Male-female
R125 705 000 R125 705 001 3 Female-female
R125 720 000 R125 720 001 A P06 Bulkhead female-female
yes Bulkhead hermatically sealed
R125 753 000 R125 753 001 5 P08 female-female
R125 771 000 R125 771 001 6 Right angle male-female
R125 791 501 7 233 8.9 PUSH-ON male
R125 792 501 24.8 1 PUSH-ON female
18
o -
© _7/2 flats

Part number (gold)
R125 780 000

Part number (passivated)
R125 780 001

Captive center contact
yes

8-24

RADIALL@®

The next conneXion

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.

Bold part numbers represent products typically in stock & available for immediate shipment.
See page 8 and 9 for packaging information.




ACCESSORIES

SMA

MALE AND FEMALE CAPS

8.8 Hex 8/flats
11.7
Fig. 1
Hex 8/flats
70
Part number (gold) \ Part number (passivated) \
R125 802 000 R125 802 001 1 Male
R125 812 000 R125 812 001 2 Male
R125 852 001 1 Male short circuit

CENTER CONTACTS (To be used with universal receptacle)

center contact — removable insulator (optional)
|
receptacle ___pcB
3
7 -
5

—4
1 1 ] } N Micro-electronic package

21.275 A C

“Ca

< f T e

Fig. 1 Fig. 2 Fig. 3
Part number Termination Packaging
R280 461 000 1 Tabh 337 0.13 16
R280 461 200 2 Tab special 337 0.13 x W0.51 L6
R280 461 210 1 Tah 103 0.13 L6 10 pieces
R280 463 000 3 Cylindrical 3.37 dia 0.25 L6
R280 465 000 2 Tab special 0.2 0.13 x W0.60 09

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.

See page 8 and 9 for packaging information.
Y
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GLASS BEADS

GLASS BEADS FOR HERMETIC RECEPTACLES

SMA

A dia.

Hermeticity guaranteed at 10¢atm.cm®/s

Dimensions mm (inch)

Part number

A B c D E
R280 751 000 4,57 (180)

2980 751 080 0.30 (.012) 2,52 (.099) 160 (.063) BT 183 (.072)
R280 755 000 0.46 (.018) 2.85 (112) 160 (.063)

R280 757 070 177 (.070) 2.03 (.080)
R280 757 080 050 (019) b (157) 177 (070) 5.82 (230) 193 (.076)
R280 760 040 0.30 (.012) 193 (.076) 140 (.055) 0.74 (.029) 104 (.04])
R280 751 350 0.30 (.012) 2.52 (.099) 160 (.063) 457 (180) 183 (.072)
R280 752 000 0.38 (.015) 2.50 (.098) 156 (.061) 1.95 (.076) 159 (.062)
R280 752 020 0.38 (.015) 2.50 (.098) 156 (.061) 13 (.05)) 159 (.062)
R280 755 040 0.46 (.018) 2.85 (111) 160 (.063) 457 (180) 183 (072)

SOCKET OPTION
CONNECTOR
— GLASS BEAD

- k PCB
\@ MICRO ELECTRONIC PACKAGE

EMI/ RFI GASKET

WITHOUT WITH
SOCKET OPTION SOCKET OPTION

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.

See page 8 and 9 for packaging information.
T
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ACCESSORIES FOR HERMETIC MICROSTRIP RECEPTACLES

SMA

OPTIONAL SOCKET

Part number

0.85 DIA

Accepts A DIA contact

|—§EI

...

A Dia (mm)

Packaging

R280 469 000 0.30 10 pieces
R280 469 010 0.46 P
For use with glass seal.
A DIA _@ f '@ f A DIA @_4
A DIA A A DIA
m]
C c oc
s ou i 5 o1 ! S P &t 5 on o
2 holes 2 holes 4 holes
MM INCH MM INCH MM INCH MM INCH |
maxi|mini [ maxi|mini maxi|mini| maxi|mini maxi|mini | maxi|mini maxi | mini | maxi mini‘|
Al4.2 |4.1 [|0.1650.161 Al6.6 [6.5 [0.26 [0.256 Al6.6 [6.5 [0.26 [0.256 Al4.3 4.2 [0.1690.165
Bl2.7 [2.6 |0.106/0.102 Bl2.7 |2.6 [0.1060.102 Bl2.7 |12.6 [0.106/0.102 Bl2.7 [2.6 [0.1060.102
C[12.25[12.15[0.482/0.478 C[12.2512.15/0.4820.478| C[8.69 [8.59 [0.342[0.338 C[8.69 [8.59 [0.3420.338
@j A DIA
A |
oc i B
$ ) ! !
B DIA ! A DIA
5 holes A DIA
MM INCH
maxi | mini | maxi|mini MM INCH MM INCH
A|2.59 |2.49 [0.102/0.098 maxi|mini|maxi|mini maxi|mini | maxi|mini MM INCH
Bl1.7 [1.6 [0.0670.063 [Al6.5 [6.4 [0.2560.2529 [Als.1 |8 0.3190.315 maxi[mini [ maxi[mini
Cl5.13[5.03 [0.2070.198 [Bl6.14 [6 0.242/0.236 [B]7.6 [7.5 [0.2990.295 [A]5.2 |5.16]0.205[0.203

P10

) DIA\G%}E

B DIA
4 holes

MM INCH
axi|mini| maxi|mini
0.1690.161]
0.106/0.102
9 10.3420.338

O] >
[ro[~5

QM|+~
ooy

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.
See page 8 and 9 for packaging information.

P11 P12

A DIA
oc C

B DIA @J B DIA ;
4 holes 2 holes
MM INCH MM INCH
maxi [ mini| maxi|[mini maxi [ mini [ maxi|mini
Ald.2 |4.1 [0.165/0.161 Al4.2 |4.1 |0.1650.164
B{1.9 [1.8 [0.071/0.067 Bl2.7 2.6 [0.1060.102
Cl6.4 6.3 [0.2520.248 C|12.25/12.15/0.482/0.478

8-27
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PANEL DRILLING

HERMETIC SEPARATE GLASS BEAD RECEPTACLES
P13/l L0 Tl ™

SMA

<
1.65£0.025 I | g 2-56UNC-2B (do not break thr.)
—
NN P13 P14
A A A dia. 2.6%0025 2.92+0.025
Adia, Bdia ss
& Bn 3 B dia. 3.23%0.025 3.55%0.025
- N § E \ p (1) 2+0.02
3. ¥ & C dia.
W' o (2) 0.7%0.02 1.08%0.02
o 25201
L dia.
. v (2) from 1 mm to 4 mm
(1) Using of the removable contact.
& (2) The pin is directly welded on the trace.
— qz 0 min
368!
P15/16 ™ <~ voss
el 0.3 -0
<L
1/4 36 UNS 2B P B dia.
© Lo [A] P15 P16
A dia. 2.6%0.025 2.92%0.025
A QA B dia. 3.23%0.025 3.55%0.025
3 E (1) 2+0.02
k| 3y Cda- o 0.7%0.02 1,0820.02
. (1) 2.5%0.1
L dia.
(2) from 1 mm to 4 mm
(1) Using of the removable contact.
(2) The pin is directly welded on the trace.
635127
P17 < - P18 :).(());o 40 <
o lag1:0£0.05 % =
3.3 nin g - 1.85 DIA + 0.025 e
§ 2-56UNC-2B (do not break thr.)
1/4 36UNS 28 N 3 \
[0 T0003T A] Y g §
N £ = i
) o
< o L] w t 1.15DIA £ 0.02
=) _ 11 W)
® a3 v H—— Q v
E 0

408DA 0
472D A +0 025

A NN .
IR\

E2'.0 min

e

RADIALL@®
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P19 3.640.1,

PANEL DRILLING

HERMETIC SEPARATE GLASS BEAD RECEPTACLES

P20

- 6.35 0 &

+0.127

1/4 36UNS 2B

+0.076
559DIA 0

30°

0.99 + 0.025
<

According
customer

—IEI'IO Jo004] AT

=
=

application
-

46DA #0025

-
Bl

TOOLING FOR HERMETIC RECEPTACLES

1/4 36 UNS 2B
w0
N
o
< e
<
s a v
<
w
n
45 °
1.0 max = <=
1.85 + 0.02!
-
[ —— —

Coupling torque: 190 cm N

o

Coupling torque: 280 cm N

Part number

Description

Installation tool for jack receptacles

R282 341 010

R125 556 000
R125 556 001
R125 556 010
R125 556 011

Part number \

R282 341 012

Description

Installation tool for jack receptacles

R125 605 361
R125 605 371
R125 605 401
R125 609 000
R125 609 001
R125 609 010
R125 609 011
R125 608 070
R125 609 071

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.

See page 8 and 9 for packaging information.
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FIELD REPLACEABLE HERMETIC MICROSTRIP

SMA

RECEPTACLE INFORMATION

ELECTRICAL PERFORMANCES:
V.S.W.R. to 18 GHz

connector only seal only connector & seal
1.04 + 0.006F (GHz) 1.02 + 0.003F (GHz) 1.06 + 0.01F (GHz)

V.S.W.R. MEASUREMENT
Setting for V.S.W.R. measurement on field replaceable hermetic receptacle

a) Measurement with auxiliary contact-assembly drawing

R280 469 000 (for pin DIA 0.30 mm)
R280 469 010 (for pin DIA 0.46 mm)

— 0.5+ 0.076 0.5+0.076
E—w_é —
U
( D
in J

b) Measurement without auxiliary contact-assembly drawing
Recommended value : L1 = 1.0 mm

32.5

< = ~L1=1.0t04.0
0.5+0.076 0.5+0.076— =
(77 |
(] Y L]
' I V [ ]
V / Ceramic thickness 0.38 7
=5 ; =N
\\\\\ ————————————————————————— o .Z7 | |
'\_//// / 7
.
Im /‘lili_.
III' Yl 17
0.38 £+ 0.005

& | % 3

\ Ceramic ¢ .9.8

The track width on ceramic defines the circuit impedance.

www ra d1all com




FIELD REPLACEABLE HERMETIC MICROSTRIP

RECEPTACLE INFORMATION

SMA

GLASS BEAD AND CONNECTOR ASSEMBLY
INTO THE MICRO ELECTRONIC PACKAGE

X=2'Oio'5 A = 1.0 max X=L1+A A =0.5%0.1
[ E—— B lf———
1.83 E% removable socket
(RSN PRAALLLA Al A B
solder
—1 ———) — =
\_solder
0.1 max
with socket option without socket option

1 Adjust X by cutting the pin if necessary.

2 Introduce the glass bead into its cavity.

3 Place a ring of solder in the groove around the glass bead (a 0.3 mm wire dia. of solder is recommended).

4 Solder the pin (or optional socket) on the PCB trace inside the package.

Beware there is not too much welding.

IMPORTANT: For maximum RF petformances, the link track/pin must be as thin as possible.

We advise therefore to follow the A dimension rigorously, by soldering accurately the pin or the socket directly on the trace.

CONNECTOR RECEPTACLE

Place the "EMI” screening gasket in the groove of the receptacle (if applicable).

Introduce gently the receptacle on the glass bead pin, then screw the flange (use the appropriated tool for screw-in
receptacle).

GLASS BEAD MOUNTING

y Version with additional machining

BAD

The RADIALL panel drilling on page 8-27 recommends an additional hore or chamfer machining on the outer edge

of the glass head housing. This additional machining allows to place a pre-form (solder stick Dia. 0.3 mm) before soldering.
After mounting, solder is flushing and allows the right positionning of the receptacle.

The EMI gasket efficiency is guaranteed.

www.radiall.com
= RADAL®
e next conneXion



SMA-COM

INTRODUCTION

Radiall Commercial SMA connectors are specially designed for applications where low installed costs are of the utmost
Importance. They are easy, fast to assemble and reliable, and offer the perfect solution for high volume applications
requiring high level performance such as in civil telecommunications, datacommunications or test and measurement.

« Full compatibility:

These Commercial SMA connectors are fully compatible
(interchangeable and intermateable) with all existing MIL
standardized SMA connectors. They feature the same
performance level except for mechanical characteristics
(Life: 100 matings and coupling nut torque: 60 Ncm).

The coupling nut of the Commercial SMA connectors
features a special design which is different from the
standard SMA coupling nut as the tightening torque

is reduced.

- Wide range:

The Commercial SMA series offers a wide range of solutions
which are for every standard coaxial flexible or semi-rigid
cable as well as PCB models with traditional through-hole
pins or solder pads for SMT applications.

« Simple snap-in axial captivation (for full crimp models):
The relative position of the center contact into the interface
is mechanically guaranteed by the snapping of the insulator
inner shoulder into the groove of the center contact.

This design facilitates the captivation operation in contrast
to other designs, requiring two insulators to provide
contact retention.

It assures constant and perfect axial positioning of the
center contact into the interface.

(12 N = N
7 27

« Space-saving size:
Due to the captivation technique, these commercial SMA
connectors are shorter than multi-piece body connectors.

« Convenient 3-piece design:
- For straight models: body + center contact + outer ferrule
- For right angle models: single piece hody + hack cap

+ outer ferrule

» Fast and reliable cable attachment:

The cable connectors can be either fully crimped or

soldered/crimped, offering full flexibility for high volume

industrial production with standard manual or pneumatic

tooling: fast and reliable

- The center contact can be either crimped or soldered

- The outer contact is attached to the cahle by crimping
a ferrule

« Competitive pricing:

The design and materials used in the manufacturing of the
Commercial SMA series allow us to offer connectors at
competitive prices to suit a wide range of applications. The
connector body is manufactured in brass and the surface
plating is available in either gold or in BBR finish (Radiall
non-magnetic bright bronze surface finish).

- Center contact captivation:
Our connectors have a captive center contact.

www.radiall.com

RADIALL@®

The next conneXion




INTRODUCTION

S0Q

DC - 18 GHz

GENERAL
« Subminiature coaxial connectors
« Screw-on coupling
« High RF performance
- 2 plating options:
- BBR
- Gold

- MIL-C-39012

« IEC 169-1

« CECC 22110

« CECC 22111 - 801 to 808
« BS 9210 NOO6

APPLICATIONS

- Telecommunications

- Aeronautics

- Measurement and test systems
- General electronics

APPLICABLE STANDARDS

[ =
L=

www.ra diam/

SMA-COM
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INTERFACE

a I

SMA-COM

PLUG JACK
A - B
Hex .315/FLats Q
(8.0 c = —t —
— .
< = [
/\ al o
vl
A iR L=
< 1 =T =C =T =< =< =< =
5 = s 5 & 5| sl 8 3
ol | ol w| w | w o a
V7777 R
\ 5 % E ?II Y Y Y
'/ J
L
__‘_ __‘__5_ H (Ref plane/cent cont) || g
| M .
- . G (Ref plane/insulator) e
4—” g— Reference plane
o - Reference plane J
2 |-
J
Letter min. i max. min. ek max. min. iE max. min. fnch =N
3.43 135
2.54 100 431 170
0.38 114 .015 .045 0.38 114 .015 .045
459 4596 181
6.35 .250 5.28 5.49 .208 216
1/4 36 UNS 2B 1/4 36 UNS 2A
0.0 -0.20 0.0 -.008 0.0 -0.20 0.0 -.008
0.0 -0.25 0.0 -.010 0.0 -0.25 0.0 -.010
292 115
0.38 .015
1.27 .050
410 nom. .161 nom. 410 nom. 161 nom.
1.88 198 074 .078
0.90 0.94 .035 .037

*Note: means behind ref plane

www.radiall.com




CHARACTERISTICS

SMA-COM

A MIL-C-39012

Test/characteristics ‘ paragraph ‘ Values/remarks
Impedance 500
FLeQUEency ranse Semi-rigid cables Standard models

guency rang DC - 18 GHz DC - 12.4 GHz

Temperature range - 65°C + 105°C - 65°C + 165°C
Insulation resistance 3-11 5 000 MQ mini.
Contact resistance 3-16 Initial After test
« Quter conductor 3mQ 4mQ
« Inner conductor 2 mQ 3mQ
V.S.W.R. max up to: 3-14 .085" 141" 2.6/50/S 5/50/D
18 GHz for semi-rigid cable
12.4 GHz for right angle connector (SR)
12.4 GHz for flexible cable
« Straight Connector 107 + .01F | 105+.01F | 115+ .02F 115 + .0IF
- Right angle connector 110 + .0IF 110 + .0IF 115+ .03F | 115+ .02F
Dielectric withstanding voltage in VRMS 3-17 750 1000 750 1000
Working voltage in VRMS (sea level) 335 500 250 335
Working voltage in VRMS (70 000 ft) 85 125 65 85
RF testing voltage at 5 MHz in VRMS 3-23 500 670 500 670

- 085" [ 41" [ 26/50/S [ 5/50/D
Cable retention force 3-24 130N ‘ 770N ‘ 90 N ‘ 204 N
Life 3-15 100 matings
Force to engage and disengage 3-5-1 23 Ncm - 2 inch pounds
Coupling nut torque recommended 60 Ncm - 5.2 inch pounds
Coupling nut retention force 3-25 272 N min
Vibration 3-18 MIL STD 202, method 204, condition D,20g
Shock 3-19 MIL STD 202, method 213, condition [,100g
Thermal shock 3-20 MIL STD 202, method 107, condition B,
Corrosion (salt spray) 3-13 MIL STD 202, method 101, condition B,
Moisture resistance 3-21 MIL STD 202, method 106
Barometric pressure o=/ MIL STD 202, method 105, condition C
Hermetic test Down to 10-°mmHg (Torr) leakage rate < 10-° atm/cm?®/sec
Life (at high temperature) MIL STD 202, method 108

) \ Material | Plating

Bodies Brass BBR* or Gold plated

Beryllium copper (female)

Center contacts Brass (male)

Gold plated

Insulators _PTFE teflon
Gaskets Silicone rubber
*BBR: Bright Bronze Radiall All dimensions are given in mm

Standard packaging: 100 pieces.

www.radiall.com



PLUGS

STRAIGHT PLUGS, FULL CRIMP TYPE FOR FLEXIBLE CABLE

Hex. Biflats Hax. 7iflats =0 A

SMA-COM

e,

\
-

Cable group grgjgll?ia. Part number ig DiAmenBsions (mgn)
RG178/RG196 2/50/S Eg: ggg gg 1 [25] 1 |255 g;ﬁ Back nut / solder contact
oo | aos | SO o
RD316 2.6/50/D R124 072 220 35|77 BBR
e
RG142/RG223/RG400 5/50/D R124 076 323 5.8 Gold

STRAIGHT PLUGS, SOLDER TYPE FOR SEMI-RIGID CABLE

SR

Fig. 1 Fig. 2
Cable
Cable group group dia. Part number
RG405 .085” R124 052 003 1 111 225 Non captivated center contact
Y R124 054 003 2 8.5 Gold Without center contact
QY 141 R124 055 003 1 112 365 With center contact

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.
See page 8 and 9 for packaging information.
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PLUGS AND JACKS g
<
RIGHT ANGLE PLUGS <
>
& L i1.8 m
d\—-— :;:‘_‘_ . _:_"1__;_--_"
/ Fig. 1 Fig. 2

Cable group

Cable

Part number

group dia.
R124 172 120 BBR
RG174/RG316 2.6/50/S R124 172 123 5 - 3.25 Gold
R124 174 120 ’ BBR
RD316 256/50/D RL2% 174 123 : - 35 ooid Crimp type
R124 175 120 ’ BBR for flexible cable
RG58/RG141 5/50/S R12 175 123 ’ - 541 Gold
R124 176 120 ] BBR
RG142/RG223/RG400 5/50/D R124 176 123 5.8
RG405 .085” R124 153 003 2 2.25 Gold Solder type
RG402 141¢ R124 154 003 3.65 for semi-rigid cable

Cable group

Hex. 7 Iflats

22.4

Cable
group dia.

Fig.

Part number

1

Dimensions

Fig | (mm) A

Finish

2.7

Fig. 2

RG174/RG316 2.6/50/S R124 236 123 3.25 . .
RD316 26/50/D RI12 233 123 1 35 cold Full crimp type for flexible cable
RG405 .085” R124 222 003 ) 2.25 Non captivated center contact
RG402 J41¢ R124 225 003 3.65 solder type for semi-rigid cable

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
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Bold part numbers represent products typically in stock & available for immediate shipment.
See page 8 and 9 for packaging information.
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JACKS

BULKHEAD FEEDTHROUGH STRAIGHT JACKS, FULL CRIMP TYPE,
FOR FLEXIBLE CABLE

f

SMA-COM

5.6 1 2 flats

Cable . |Dimensions (mm)| Panel | ...
Cable group group dia. Part number Fig }T’T’T‘ drilling Finish
RG178/RG196 2/50/S R124 310 023 1 P07 | Gold | Reverse crimping / solder contact
R124 312 120 BBR
RG174/RG316 2.6/50/S R124 312 123 2 2241161 |3.25 POS cold
RG142/RG223/RG400 5/50/D R124 315 123 254|311 | 58

BULKHEAD FEEDTHROUGH STRAIGHT JACKS, SOLDER TYPE, FOR
SEMI-RIGID CABLE - PANEL SEAL

Gasket =2t

Dimensions A Panel

Cable Aeg
Cable group group dia. Part number (mm) drilling Finish
RG405 .085” R124 326 003 2.25 .
RGLO2 L R1%% 375 003 165 P05 Gold Non captivated center contact

Fig. 2

Dimensions A | Panel

Cable n "
Cable group group dia. Part number Fig (mm) drilling Finish
" R124 252 003 1 P04
RG40S 085 R124 256 003 2 225 P02 Gold Non captivated
" R124 251 003 1 P04 center contact
RG402 141 R124 255 003 2 365 P02

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.
See page 8 and 9 for packaging information.
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SQUARE FLANGE FEMALE RECEPTACLES

8.5

4.93_ )

9.5

RECEPTACLES

SMA-COM

4,06
@C

{J__ "t

! T

|

! 1,5 I B

7,5
| 9,5 A
Fig. 3

Fig. 1to 3
Part number Fig DiAmensigns (mé") Panel drilling
R124 403 123 1
R124 413 025 89 | 51 | 128 Gold
R124 414 003 3 | 159 | 127 127 POl 4 Indent
R124 415 273 79 | 15 | © naents
R124 510 000 2 BBR
NARROW FLANGE FEMALE RECEPTACLES
9.5 4.93 - 9.5
1.8 1.5

-
| |

Dimensions (mm)

12.2

5.7

2 holes 2.6

Finish

Part number Fig

R124 454 123 1

A

B

R124 464 000

159

12.7

Panel drilling

Gold

P04

BBR

4 Indents

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.

See page 8 and 9 for packaging information.
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RECEPTACLES AND SWITCHES

RIGHT ANGLE SQUARE FLANGE FEMALE RECEPTACLES

4 holes ®2.6

SMA-COM

Part number
R124 654 003

|

18 2

$1.28

16.7

Fig. 2

1/4-36 UNS 2A
538 _
Hm 1,73
-3 =1 H—1 el ==
N ] <
] mp} ! —
105 |La73_|]o81 |._750 |31
08
§ .

0b.31
.

13.45

|

[
|TI_95
fian

Panel Assembly

Part number Fig drilling | instructions Finish

R124 422 001 1 MO03 Switch edge card SMT - Right type - packaging in reel 110 pieces
R124 423 033 2 M02 Gold SMT edge card type - packaging: unit

R124 423 223 3

R124 426 120 BBR

R124 426 123 b P03

R124 427 000 5 MOl Gold Surface mount / bulkhead 100 pieces

R124 427 800 Surface mount / Tape and reel of 100 pieces

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.

See page 8 and 9 for packaging information.
Ty
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RECEPTACLES

RIGHT ANGLE FEMALE PCB RECEPTACLES

SMA-COM

i Ty _—
BS ST e
\j i T i ] _$ | i,
05.08
Hex. 8/flats 122 |
o i1 !
5< _lJ | @
] _"(i__ T ~ | =
. | AR : mm
m ” i
| <t el 27
$0.98 J m_[j
24.5
27.65
Fig. 1 Fig. 2
6.8
2.3 2.3

I

|
(G
ﬁ; |

7

hd
jEcY

it J nl
Fig. 3 || a 5_21
N Q ] Eﬁ
‘c: 0.9 |
16.45 |
13.5 21.2
Fig. &
Part number Fig Panel drilling inAsiiggliJ;%s
R124 667 143 1 P08 Gold Packaging: tray of 60 pieces
R124 680 120 BBR
R124 680 123 2 P03 Gold
R124 681 000 3 MOl Surface mount / bulkhead 100 pieces
R124 682 820 A MO4 GBR Packaging: 250 pieces

8-41
To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.
See page 8 and 9 for packaging information.
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ADAPTERS

IN SERIES ADAPTERS

Hex. B/flats

5.5/2 flats

Hax. Biflats

>
o
O
<
2
w

5.5/2 flats

5.5/2 flats

Hex. B/flats

Part number Finish

R124 703 003 1 Plug to plug
R124 704 003 2 Gold Plug to jack
R124 705 003 3 Jack to iack
R124 720 003 4 POS ackto jac

PANEL DRILLING
POl P02 P03 PO4
A DIA a

MM TNCH MM INCH
__Imaxi|mini | maxi| mini maxi | mini | maxi| mini
Al4.2 J4.1 [0.16590.161 Al6.6 6.5 [0.26 [0.258
Bl2.7 |2.6 [0.1060.102 |1B[2.7 [2.6 [0.1060.10
[C[8.69 [8.58 [0.3430.338 C[B.63 [B.59 [0.3420.33

P05

) |
§i§ 8 ﬁ:i 8
A DIA ) A DIA ‘

MM INCH MM INCH |
maxi[mini | maxi|mini]| maxi| mini | maxi| mini|
[Al6.5 6.4 o.asgu‘asg [A]5 4.9 0.1970.1%
[B]6.15[6 0.24230.23 [B14.7 [4.55[0.1850.17

8-42
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s
Lnjd}

B DIA B DIA
5 holes 2 holes
MM INCH M TNCH
maxi[mini | maxi|mini] maxi|mini [ maxi|mini
A|2.58 [2.49 [0.1040.09 Al4a.2 4.1 10.16590.161
B[1.7 1.6 [0.067/0.06 Bl2.7 |2.6 |0.1060.102
C[5.13[5.03 [0.2030.19 C[12.25]12.15/0.4820.478

mm
Maxi | mini
LN INCH A 6.40 | 6.35
maxi|mini| maxi|mini
[Al6.5 [6.4 J0.25d0.253
[B]5.8 [5.7 ]0.2240.224

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.

See page 8 and 9 for packaging information.




Part number

R124 422 001
R124 423 833
R124 427 800

W N =

round hales
©1.55

320,30

PACKAGING

56

0C0000000000000000000CO

oL

co0co0ocooloccoccoccoco

SMA-COM

elongated holes
2

0000
28
Fig. 1
.157
€3]
B - ,
ENNN h
YT YTYTY
3%

MO01

\ «hs
detail

Fig. 2

R124 427 000
R124 427 800

' \
Bande de couverture

Cover tape

l
|

Fig. 3

ASSEMBLY INSTRUCTIONS

Part number

R124 681 000

SOLDERING PATTERN

5

1,748 * s
ol
[aY] -
- o
. <
1 |
& T
= |
2
2:0.05_ | s
ol
2:0.05
[/} pattern
KXX Lana for solder paste
VIDEO SHADOWS

COPLANAR LINE

Pattern and signal are on the same side.

Thickness of PCB: 1.6 mm.

The PCB material is made of epoxy resin
of glass fabrics bacs (Er = 4.8).

The solder resist should be printed
except for the land pattern on the PCB.

ASPIRATION PORT

|
|
‘ +,002
00475y
10.123:99)
———0DIA 156t .002
(23.95:0.08)
F——D1A .1771%%

(o4 55 %)

DIA 0.344
(28.75)

E — e ——
: [
250 210
15.35) @ (5.35)
==
E —
i
250 ———‘ 025
(6.35) i0.85)

. 488

.

(12.4]
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ASSEMBLY INSTRUCTIONS

M02

SOLDERING PATTERN

PCB Part number
11.8:0.2 25 mint R124 423 033 ASPIRATION PORT

SMA-COM

11.3 mini
g : royon £ mo. COPLANAR LINE .
I Pattern and signal are on the same side. | 30
gl Thickness of PCB: .063 (1.6 mm). ‘
The PCB material is made of epoxy resin
T — 1 of glass fabrics hacs. (Er = 4.8).
o N" The solder resist should be printed 1
me except for the land pattern on the PCB. I R
b2 | m Pattern 23800005
o4, t.05
m Land for solder paste -——Jﬂ_
519 0.057
VIDEO SHADOW -

0.079
(2)

0.249
(6.33)

0.02 H
T

(0.5)

MO03

PCB FOR SMA SWITCH VIDEO SHADOW

Part number 31
R124 422 001

plated holes
@080

grownd report__
arownd JEQ L
et 1 2% . |
ity s o

o/ ol ol o o sl o q 2.9

11
9.9
6.26
16.7
20.25

1.28

1.8

7.4 ‘ || 1.28

| 23.3
Solcer mosk .l 32.3

M04
SOLDERING PATTERN VIDEO SHADOW
118 R124 682 820

32 | 28 17 28 17 _28

COPLANAR LINE
:I_ Pattern and signal are on the same side.
: os  Thickness of PCB: .063 (L6 mm). frU—U |
J 4 165 The PCB material is made of epoxy resin i
N 18 of glass fabrics bacs. (Er = 4.8). 9
; . The solder resist should be printed ‘—/]_“i
QL e except for the land pattern on the PCB. —n—ﬂ

I Land for solder paste

B Pattem

www.radiall.com
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INTRODUCTION .

SMA 29 series is compatible with K® series, 292 mm, SMA and SMA 35 series and has a shortened male center contact,
ensuring a non destructive mating.

SMA 2

Radiall offers four product variations for SMA 2.9 to meet all your needs with two different designs. The standard design
Is using our “ULTEM” insulator technology and is qualified up to 40 GHz. The high frequency design is using our “KAPTON”
insulator technology and is qualified up to 46 GHz. All versions feature the same electrical high performance and are
available in a variety of configurations.

« SMA 29 FOR GENERAL USE, “ULTEM” TECHNOLOGY, DC-40 GHz

This robust design is suitahle for most applications. The ULTEM insulator provides a high ingress protection level against
chemicals, fluids or dust and is well suited for high frequency aerospace and military equipment.

/ Body housing \

Ultem insulator
Cartridge

Inner contact

N </

3D view of SMA 28 “ULTEM” design

« SMA 29 FOR TEST LABORATORY USE, “KAPTON” TECHNOLOGY, DC-46 GHz

The KAPTON insulator design is excellent for high frequency measurements in test laboratories. KAPTON is also very stahle
with temperature. Radiall SMA 2.9 adapters using KAPTON are specified DC-46 GHz and operate within a large temperature

range - 65°C/+200°C.
/ ) Body housing \

Kapton Strips

Slotted holder Inner contact

v

O %

3D view of SMA 2.9 “KAPTON” design

« SMA 2.9 FOR SPACE APPLICATIONS

Radiall is a certified manufacturer of connectors for space applications according to ESA specifications. A range of space
qualified SMA 2.9 connectors using the ULTEM insulator technology is available. Please consult us.

« SMA 29 FOR HARSH ENVIRONMENT

Radiall offers as well a range of cable assemblies equipped with specific connectors for applications in harsh environment.
The connectors are made of high grade stainless steel 316L ultra resistant to corrosion and wear. Please consult us.

www.radiall.com




o
~ INTERFACE
5
w g JACK PLUG h
1o 6
3 7 |

v
|
|
A

n
,
N
“,

— e la————

4 8

- =
|

< Reference plane

Letter or Letter or

Figure min.

Figure min.

1 3.27 113 6 3.25
2 1.88 198 074 078 7 0.90 110 035 043
3 0.65 0.95 026 037 8 0.08 .003
4 240 268 094 105 9 0.49 0.78 019 031
5 0.08 .003 122 140 048 .055
A 4,60 463 181 182 1/4 - 36 UNS 2B
B 5.30 5.35 209 21 2.90 2.94 114 116
c 1/4 - 36 UNS 2A 6.60 6.70 260 264
) 290 | 294 [ a4 | 1 4,55 4,58 179 180
0.92 0.94 036 037
0.20 0.34 .008 013

www.radiall.com
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Test/characteristics

CHARACTERISTICS

Values/remarks

ULTEM technolog

KAPTON technolog

ELECTRICAL CHARACTERISTICS

« outer conductor
- inner conductor

Impedance 50Q

Frequency range DC - 40 GHz \ DC - 46 GHz
VSW.R. < 1.05 + 0.005 F (GHz)

Insertion loss 0.03 V F (GHz)

RF leakage - 90 dB max

Insulation resistance > 5000 mQ

Contact resistance <2 mQ

straight < 3 mQ
hermetic < 7 mQ

Voltage rating

350 V(RMS)

Dielectric withstanding voltage

750 V(RMS)

MECHANICAL CHARACTERISTICS

Mechanical endurance

500 matings

Force to engage and disengage

<23 N cm (2 in/lbs)

Mating torque

80 to 115 N cm (7 to 10 in/lbs)

Coupling nut retention force

< 272 N (61 1bf)

Cable retention force - .085"
. 141"

135 N (30 Lbf)
270 N (60 Ibf)

Contact captivation

28N (6.3 1bf)

ENVIRONMENTAL CHARACTERISTICS

Temperature range

-65°C / + 165°C \ -65°C [ +200°C

Thermal shock

MIL STD 202, method 107, condition B

High temperature test

MIL STD 202, method 108

Corrosion (salt spray)

MIL STD 202, method 101, condition B, 5 %

Vibration

MIL STD 202, method 204, condition D, 20g

Shock

MIL STD 202, method 213, condition I, 100g

Moisture resistance

MIL STD 202, method 106

MATERIALS AND PLATING

Packaging: unit

Bodies Stainless steel Passivated
Center contacts Beryllium copper Gold plated
Gaskets l Siluiune rubﬁerl

Ultem (Ultem technology)
Insulators Kapton (Kapton technology)

HEX. 8/ Flats
[:315]

All dimensions are given in mm (inch)

PLUGS

EXI;QLGSHT PLUGS, SOLDER TYPE FOR MICROPOROUS SEMI-RIGID

o
3 ;
§| ) \—[6.2%12 Flats
<C .
EI 13,55] 533
ﬁl
| 16,45[.647]
Cable f : Captive center |  Frequency
Cable group group dia. Part number Insulator Dimension A (mm) contact range
RG405 .085" microporous R127 800 001 2.25
RG402 J41" microporous R127 800 101 ULTEM 3.66 yes DC - 40 GHz
RG405 .085" microporous R127 052 001 22
116" microporous R127 055 001 KAPTON 3.0 OC - 46 GHz

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.

See page 8 and 9 for packaging information.
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4l JACKS AND RECEPTACLES

N
<
2
w

ELI;QIEGSHT JACKS, SOLDER TYPE FOR MICROPOROUS SEMI-RIGID

©6.33[.249 217]
7,5[,295
1 A dia.
Y|
p=4
<1
1/4 x 36-UNS-2A il 13,55[,533] \
" oL 6.5/2 FLATS
i
s [.256]
|
15,48[,609]

\ Dimension A (mm) \ Captive center contact \ Frequency range

Cable group \ Cable group dia. \ Part number \ Insulator

RG405 .085" microporous | RI127 820 001 ULTEM 2.25 yes DC - 40 GHz
UNIVERSAL SCREW-ON FEMALE RECEPTACLES
1/4 X 36-UNS-2A 0.8[.031] lﬁm
] 0.095[.004
B H
Hy—-—rk .
; I B(6:1)
1 8,92[ 3517 | g&cgEg3F0R
10,85[,427 ] [012]

For pin diameters

0.3 (.012)

| Used with glass bead |

R280 760 040

Insulator |
ULTEM
KAPTON

Part number \
R127 841 001
R127 601 001

Frequency range
DC - 40 GHz
DC - 46 GHz

FLANGE FEMALE RECEPTACLES

4holes @2.6[,102] 1,625(,061] 0.095.004] 4 holes ¢2.6[.102 1,525 061
; S 6,25] 246 | 0.095[.004]
@’ - s B(6: 1) »®. - J_u]i H, -
< = T T
K ‘ ' 2 Q|
g — & T {7’ TN se6:n
o - : Cos] o ; ; T
r()- - 1,27[,05 L) - ||
®4——0—§_ @o——o-(—’% o 16[63] | — SOCKEOTaFOR
5[.197] 17,3[,287 1
3L L 1.012]
o12.7[.5]
01270 5] 10.85[ 4277 10,85[.427]
Fig. 1 Fig. 2
®16

2x@26

Part number

Insulator

Captive center
contact

Panel drilling

Used with

R127 840 021
R127 842 001 ULTEM
R127 631 001
R127 632 001 KAPTON

yes

glass bead
P02 N/A with cylindrical center contact
POL R280 760 040 For pin dia 0.3 (.012)

RADIALL@®
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To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.
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See page 8 and 9 for packaging information.




9

GLASS BEAD AND ADAPTERS .

GLASS BEAD

SMA 2

[0.041] [0.055] [0.029]
1.041 1.397 0.737

‘ [0.012 :0.001]
RADIUS\

©®0.305 £0.025
Meniscus 0.127 max
[0.00

RADIUS|

1
\ Flatness +/-0.05
[0.002]
on either side

on either side

[0.076 +0.001]
©1.93 0.025
Part number \ Packaging
R280 760 040 100
IN SERIES ADAPTERS
55/2FLATS 96.33[.2497 HEX[Za%]FLATS
217]
o 4 N N
_ T
H g ﬁ“; ) A 'Iu_
g z iz
a  qa0e[s55] o 2| ZLss/2FaTs |3
w e [217] =
a 17,92[ 705 & 2| 14,04 553 |ts
| 19,687,782 |
Fig. 1 Fig. 2

0127

panel 4.3 max /2.5 min

me‘\

o -
o 2 -__._«é%
3 |
%’ |§ 41 P26 t
o e (d'hales) 13|
g It 139 87
14,06| 553 o
18,88[,743]
Fig. 3 Fig. & Fig. 5
Part number Fig | Insulator | Note \ Freguency range
R127 703 001 2 Male-male

Female-male
KAPTON Female-female DC - 46 GHz
Female-female - 4 hole flange
Female-female - bulkhead hermetic
Female-female

ULTEM DC - 40 GHz
Female-male

R127 704 001
R127 705 001
R127 712 001
R127 753 000
R127 870 001
R127 872 001

W= g+ =W

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.
See page 8 and 9 for packaging information.
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9

8 BETWEEN SERIES ADAPTERS

BETWEEN SERIES ADAPTERS

18,1[713] 19[,744]

= i=cm

Hex 8/flats 5/2flafs
Hex 8/flats Hex &/flats -315] 2.197
215 315

Fig. 1 Fig. 2

SMA 2

17.25[ 68 ]

18[,709 ]

M7x0.75-6H

al

\ 5/2 flats
D 6,3| ,246 197

1/4x368-UNS-2A

Fig. 3 Fig. &
Part number \ Fig \ Insulator Frequency range
R191 970 061 1 SMA 2.9 Male - SMA 2.4 Male
R181 970 071 2 SMA 2.9 Male - SMA 2.4 Female
R181 970 081 3 KAPTON SMA 2.9 Female - SMA 2.4 Male DC - 46 GHz
R191 970 091 4 SMA 2.9 Female - SMA 2.4 Female

Remark: these adapters are still using the previous technology (4 kapton strips) allowing to reach 46 GHz within a temperature range
of - 65 °C/+ 200 °C.

PANEL DRILLING

ApiA-L @ ADIA-Q &5

SON s

BDIA &)oY BDIA .0 -1

4 holes 4 holes
mm inch mm inch

maxi | mini | maxi | mini maxi | mini | maxi | mini
A 1.63 | 1.60 | .064 | .063 A 295 | 291 | 116 | .115
B 270 | 2.60 | .106 | .102 B 2.7 2.6 .106 | .102
C 8.69 | 859 | .342 | .338 C 8.69 | 859 | .342 | .338

To download data sheets and assembly instructions, visit www.radiall.com & enter the part number in the Search hox.
Bold part numbers represent products typically in stock & available for immediate shipment.
See page 8 and 9 for packaging information.
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PointVirgule +33 3 44 23 48 48

EUROPE NORTH AMERICA ASIA

KOWLOON HONG KONG
Tel: +852-2959-3833 - Fax: +852-2959-2636
E-Mail: infohk@radiall.com

Italy - RADIALL Elettronica S.R.L.
Via Concordia, 5 - 20090 ASSAGO MILANO
Tel.: +39 02 48 85 121 - Fax: +39 02 48 84 30 18

France - RADIALL S.A. USA - RADIALL USA, Inc. China - SHANGHAI RADIALL Electronic Co, 5 S
101, Rue Ph. Hoffmann 6825 West Galveston Street Ltd. 2 g_
93116 ROSNY sous BOIS (Paris) CHANDLER, Arizona 85226 N° 390 Yong He Road 200072,- SHANGHAI GE
Tel.: +33 1 49 35 35 35 - Fax: +33 1 48 54 63 63 Tel.: +1 480 682 9400 - Fax: +1 480 682 9403 Tel.: +86 21 66 52 37 88 - Fax: +86:21.66 52 11 77 B
E-Mail: info@radiall.com E-Mail: infousa@radiall.com E-Mail: infosh@radiall.com 53
Finland - RADIALL SF Japan - NIHON RADIALL 5%
P.0. Box 202 - 90101 OULU Shibuya-ku‘Ebisu 1-5-2, Kougetsu Bldg 405 o §
Tel.: +358 407 522 412 TOKYO 150-0013 éé
E-Mail: infofi@radiall.com Tel 4481 38440 6241 - Fax: +81 3 3440 6242 2 g
E-Mail: infojp@radiall.com cEE

Germany - RADIALL GmbH ° 2%
Carl-Zeiss Str. 10 Postfach 200143 Hong Kong - RADIALL Electronics Ltd. i
D43307 - RODERMARK (Frankfurt) Flat.D, 6/F, Ford Glory Plaza, 88
Tel.: +49 60 74 91 07 0 - Fax: +49 60 74 91 07 70 37-39 Wing Hong Street R
E-Mail: infode@radiall.com Cheung Sha Wan :E
5&

cE

E-Mail: infoit@radiall.com India - RADIALL India Pvt. Ltd.

Regional office: Roma 25D, Il Phase, Peenya Industrial Area

Netherlands - RADIALL BV. BANGALORE 560058 8
Hogebrinkerweg 15b - 3871 KM HOEVELAKEN Tel.: +91 80 83 95 271 - Fax: +91 80 83 97 228 i
Tel.: +31 33 253 40 09 - Fax: +31 33 253 45 12 Australia Hungary ET E-Mail: infoin@radiall.com 2
E-Mail: infonl@radiall.com Austria Indonesia Russia %
Sweden - RADIALL AB. Belgium Israel Singapore s
Sjsangsvagen 2 - SE-192 72 SOLLENTUNA (Stockholm) Brazil Korea Spain ]
Tel.: +46 844 434 10 - Fax: +46 875 449 16 Czech Latvia Switzerland g
E-Mail: infose@radiall.com Republic IGIEIE Taiwan g
UK. - RADIALL Ltd. Denmark Malaysia Thailand a
Ground Floor, 6 The Grand Union Office Park, Estonia Norway Vietnam

Packet Boat Lane Greece Philippines South Africa

UXBRIDGE Middlesex UB8 2GH (Londen)

For the above countries, please contact the local
Tel.: +44 1895 425 000 - Fax:@#441895 425 010 agent or RADIALL at info@radiall.com

E-Mail: infouk@radiall.com
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