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STRAIGHT SQUARE FLANGE JACK R161.277.300
SOLDER TYPE ~ CABLE .14 SERIES N
4 holes DIA 0.13 DIA 0.62 0.511/2flats
(23.3 ) (215.75 ) (14/2plats)
— 0.472/2f1ats
{(12/2plats)
— (PERCAGE_PANNEAD)
/ MOUNTING HOLE
| ® A
_ 1 | ” ‘ A DIA @ ‘
o) oc
w
™| B DIA @—-*
N ®l 4 noles
! 1 || WM INCH
0.657 | | 0.079 maxi | mini | maxi| min
squar(*:ig.gé? (16.7) (2 Al16.3 [16.1 {0.6420.63
2o 1] %ége)‘» BJ3.3 [3.2 [0.13]0.12§
(025.4) C[18.3518.16/0.7220.715]
NOMINAL IMPEDANCE 50 a i CABLES :BELN 1673A
FREQUENCY RANGE 0-11 GHz : :agooo-s
TEMPERATURE RATING -65/+105 “c RG 402
L SUCOFORM 141
V.S.W.R 1.15 + x F(GHz)Maxi}
RF INSERTION LOSS 0.048 JFicHz) dB Maxi:E
VOLTAGE RATING 335 veff Maxii
DIELECTRIC WITHSTANDING VOLTAGE 1000 vVeff Mini:
INSULATION RESISTANCE 5000 MaMiny : OTHERS CHARACTERISTICS
3,
HERMETIC SEAL NA - Atm.oa™/s: cin ¢ peTENTION 500 N Mini
LEAKAGE (pressurized only) NA i CENTER CONTACT RETENTION
MECHANICAL DURABILITY 500 cycles : Axial force - mating end NA N Mini
36.32 Axial farce - opposite end NA N Mini
WEIGHT & gr i Torque NA cm.N Mini
SPECIFICATION i RECOMMENDED TORQUES
Mating NA cm.N
Panel nut NA ocm.N
Clamp nut 150 com.N
s
CONNECTOR PARTS;  MATERIALS :  FINISH (351 py3nees ane given )
BODY {BRASS iBBR 2
OUTER CONTACT :
CENTER CONTACT {BERYLLIUM COPPER :{GOLD 0.5 OVER NICKEL 2
INSULATOR :PTFE i-
GASKET i-
OTHERS PIECES {BAASS i60LD 0.2 OVER NICKEL 2
"=l ®
ISSUE CREATION DATE |FILE PART-NUMBER 1P R
o Bl RADIALL

The information given here is subject to change without notice.

Design changes may be in order to improve the product . 5'0/7/76’01‘ ZO Zf/)e fUZU/‘E)




BUERIN

TECHNICAL DATA

Page 2/ 2

=5 '

RADIALL

REDUCER CENTRE CONTACT

sy

R161.277.300

ISSUE (0523 AOQ [SERIES

INSULATOR

e

N

— BODY

Take the tool kit : R 282 125 010 .

Strip the dielectric of the cable .
Stripping tool cable : R 282 053 .
Trimmer : A 282 066 010 .

Clean the cable .

Stripping

inch 0

mm

Screw the positioner R282 744 260 onto
the soldering jig R 282 740 030 .

Slide contact into positioner .

Insert solder gauge R 282 862 030 between
contact and cable .

Tighten and solder the contact .

TIGHTEN

After cooling remove cable assembly from
the jig .

Put positioner R282 744 310 on the
soldering jig .

Slide cable into the reducer until it
bottoms againts positioner R282 744 310 .

Tighten .

Put 3 rings of solder around the cable
and solder .

POSITIONER

After cooling remove cable assembly from
the jig .

Slide insulator into the centre contact .

Socrew sub-assembly into the connector
body .
{ recommended coupling torque 13.27 in.1b )

—"
L

0.472 /2flats

The information given here is subject to change without notice.Oesign changes may be in order to improve the product.
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