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HONGJU(DONGGUAN)ELECTRONIC & METAL PRODUCTS CO.,LTD

R-4 Rating: 16A 125V AC (UL CUL )
16(4)A 250V AC (UL CUL VDE ENEC CB CQC)
Contact Resistance: 50m Q (Max)
Insulation Resistance: DC 500V 100M Q (Min)
Dielectric Strength: AC1500V 1 minute
Electrical life: 10,000 cycles
Operating Temperature: 0°C~85C
Safety Approval: R\ CB & [Roris]

25

30.6

CUT-OUT
N‘ r /\ y
l[@)I
© HONGJU R SERIES m X Y
1en 2sqvac O | 0.75~1.25|28.0+0.10|22.0+0.10
i 1 ] 1.25~2.00 | 28.2+0.10|22.0+0.10
S 2.00~3.00]28.4+0.10/22.0+0.10
i i 0.8
11
SWITCHING CIRCUIT
gk
O
ON-OFF
= x| 0|1 |2]34]|5 V4 8 | P
MATERIAL: c
) . 4 .
Body:Nylon66,UL rated:94V-0 = - o (o] /[on]| (=) [=]l[ 1| frommz| [Front]|[ B
. . 9 O
Actua_tor.Nonn66!UL _rated.94V 0 S 2 of ||| == ||| O ||| O || [sacors || [sack ||| &
Terminal:Brass with silver-plate
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