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1.1 Current Rating (FiEH#i) : 1.0A

1.2 Voltage Rating (g #JE) : 60V DC/AC

1.3 Insulation Resistance (Z££FH3T) : 500MQ Min
1.4 Nominal Characteristic Impedance (Kqt:RH3E) @ 500Q

1.5 Dielectric Withstanding Voltage (fifHE) 200V AC 1 Minute

1.6 Contact Resistance (E:ffiHfH) : 20mQ Max
1.7 Durability (fif/Af£) : =100 Cycles
1.8 VSWR (BEE:H) 11.3 max(DC~3 G) 1.4 max(3~6 G) 1.5 max(6~8 G)/4\

2.0 Material:

Housing (&) : LCP,UL94V-0,White
Contact (f5E3TF) : Copper Alloy, Contact area Au:G/F,Solder area Au: G/F
Shell (¥H#151M5%) : Copper Alloy, Contact area Au:G/F,Solder area Au: G/F;
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3D VIEW
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REV. | DESCRIPTION OF REVISIONS| APPR. | CHKD.| DRAW. DATE
A New Release DING 2022,/06,/13
A | Original modelR4151-2 DING | 2023/10/17
A Au plated Notes DING | 2024/02/19
A Original Radio Frequency DING 2024,/09/19
1.00
|
SIGNAL TERMINAL
S 4

i

2.20

1.90
4.00

RECOMMENDED P.C.B. LAYOUT

PATTERN FOR 3 PAD
(TOLERANCE +0.05)

3 Shell 1 Copper alloy, Gold plated over Nickel
2 Contact 1 Copper alloy, Gold plated over Nickel
1 Insulation 1 LCP UL94V-0,White
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PROCESS COMPLIANT
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