REV.| ECN NO. DESCRIPTION DATE DESIGN
RIFHLE:
S Compliant -
Capanle || 2011/65/EU Compliant
SPECTFICATION
= 1.CURRENT RATING:1.5 AMP.
2 VOLTAGE RATING: 125 VAC RMS.
o SINSULATION RESISTANCE:500 MEGOHMS MIN.
© AWITHSTAND VOLTAGE:

m ~H pDC 500V RMS 50Hz or 60Hz MIN.

o 5. CONTACT RESISTANCE: 40 MILLIOHMS MAX.

] 6.DURRABILITY: 750 MATING CYCLES MIN.
7.MAT//\/G/U/\/MAT//\/G FORC:2.24 KG.F MAX.
8.0PERATION TEMPERATURE: —40t~+85¢.
9.STORAGE TEMPERATURE: —40t~+85%.
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Shenzhen Juxingtai Electronic Technology Co., Ltd
U‘ ‘U LED 2 TIN PLATING X.£0.55 X5 PART 'NO. TITLE:
ERL SHELL 1 C2680 T=0.2mm NI PLATING X.X:£0.25 XXt2r RJ45-5031-8P RJU45 9.9H ## 1.1 DIP #Z#1
1.02 TERMINAL | g C5191 T=0.25mm Au PLATING ON CONTACT AREA, XXX:A0.15 XXCET DESIGN:  Ethas
le 914 z TIN PLATING ON SOLDER AREANI PLATING ALL AREA. UNITS mm : MANUFACTURE DWG
: : 1 HOUSING | 1 LCP UL94V—0 BLACK MATERILA — — — | CHED: Olvia ~ L [ SCALE [ SHEeT
NO. | PART NAME |Q'TY MATERIAL PLATING & COLOR  Remark | FINISH - APPD: Ava & Na 1/




