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FEE S SS-13D07VG4

1:GENERAL SPECIFICATION A= Ij

1.1

RATING (&isg{f): DC 50V 500mA

1.2

PRACTICAL TEMPERATURE RANEG:
U EEJEE . ZE-10°C~+50°C ¥ B i .

- 10°C™+50°C.

1.3

MR HERAS -

(1) ¥REE k5735°C

STANDARD ATMOSPHEIC CONDITIONS :

UNLESS OTHERWISE SPECIFIED. THE STANDARD RANGE OF ATMOSPHERIC

CONDITIONS FOR MAKING MEASUREMENTS AND TESTS ARE AS FOLLOWS:
(1) AMBIENT TEMPERATURE
(2) RELATIVE HUMIDITY
(3) AIR PRESSURE

: 5°C TO 35C;
: 45% TO 85%;
. 86Kpa TO 106Kpa.
ERATRERED TR, @A, URWT:
(2) Y& J345% 85%;

(3) S Jy86Kpa~106Kpa.

2. ELECTRICAL CHARACTERISTICS (HE S 1EBEIIAR) -

£, LN EWARPR I
(1) P [a].
(2) Hhse AR 18]

ITEM T3 H TEST CONDITIONS k4t PERFORMANCE (DATA) it CH4i8)
5 1 REgTE$X§CE MEASURED AT 1KHz SMALL CURRENT (100 mA OR 30mQ VAX.
APPLY A VOLTAGE OF 500V DC FOR 1 MIN.
THE FOLLOWING CONTACE TEST METHOD:
INSULATION | (1)BETWEEN BODY AND CONDUCTOR.
2.2 (2) BETWEEN CONDUCTORS NOT TO BE CONTAC O0OME2 MIN.
RESISTANCE | (2 : CONTAC. 5003KHKLL |
diggipy | WUAB00V DCHLHS 13, 4% LR Hefd 77 s '
(1) Hefiuhsis 52 i),
(2) e P A AR -2 T,
AC 500V (50-60Hz) FOR 1 MIN TRIP CURRENT:0. 5mA
THE FOLLOWING CONTACE TEST METHOD:
ELECT RIC | (D/BETWEEN TERMINALS. THOUT DAMAGE T0
23 | SrrENeTH (2) BETWEEN INDIVIDUAL TERMINALS AND FRAME. PARTS ARCING OR
. i ANAC500V (50-60Hz) F1Hs, 143-BMk fE fifi A 0. BmA, BREAKDOWN ETC

WHEGBIRE T

3 . MECHANICAL CHARACTERISTICS (MLMEIEREIAL) -

ITEM  JiH TEST CONDITIONS JliR 41 ERFORMANCE (DATA) A% (Hidi )
OPERATION \ N
3.1 FORCE LATERAL PUSH (il in]4fE3h) WWFT@(ﬁgﬁE)
HHE Sy :200gf +50gf
IN THE HORIZONTAL DIRECTION SWITCH HANDLE
OPRATION, WITH AN EQUAL TO 2TIMES THE THRUST OF
TRAVEL TO THE SWITSH FORM ONE POSITION TO THE NEXT GEAR,
32 CLOSURE | MOVING DISTANCE MEASURING HANDLE. 2mm 0. 2mm
SEATRE LETFIHENIEAT AT ], Lh— N2 54 8 T 5
— AU IB BN BN R, D AR RS B
THERE SHALL BE NO DAMAGE
STEM STRENGTH | AND ALONG THE RUNNING DIRECTION AT APEX HANDLE (500gf) gméﬁgﬁﬁﬁégfgiﬁECHAN'CAL
Gl TR S I AT N b (500gE) JIBEM AR, WHRA308D. | SATISFIED AL R,
THU, AR
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4, DURABILITY (if A M)
ITEM 15 H TEST CONDITIONS M3k 244 PERFORMANCE (DATA) 4% CEIE)
AN ACTUATOR SHALL BE WITH A THRUST OF NO GREAT THAN 1
1) CONTACT RESISTANCE
TIMES SWITH POVER TO 5000 CYCLES AT A SPEED OF 30 )SHALL BE 50000 MAX
LIFE TEST | cyCcLES FOR 1 MIN y '
4.1 % ik ! o : ‘ o 2) LIFETIME : 50007
I BEAEE AR B30I MR, A KT o145 1 4 1) 32 fi 1 BELR #2 F-500m Q
J1 i 5000 YR A7 e MR, 2) 7577 : 50007
THE SWITCH SHALL BE STORED AT A TEMPERATURE
OF 85+2°C FOR 96 HOURS. AND THEN IT SHALL BE
19 ?E}s\i SUBJECTED TO THE CONTROLLED RECOVERY CONDITIONS FOR
T B 2 5 1 HOUR AFTER WHICH MEASUREMENT SHALL BE MADE.
CEAENLESS £ 2 CH96/NI J5, FHCE IEH i 1N
JEll .
THE SWITCH SHALL BE STORED AT A TEMPERATURE gﬂﬁigESgﬁk'ﬁpggR/ﬁﬁCE
OF-25+3°C FOR 96 HOURS. AND THEN IT SHALL VECHANICAL. AND
COLD TEST BE SUBJECTED TO THE CONTROLLED RECOVERY ELECTRICAL
4.3 i 510 CONDITIONS FOR 1 HOUR AFTER WHICH MEASUREMENT CHARACTERISTICS SHALL
SHALL BE MADE. BE SATISE.!ED‘%
TR 254 3°C 96N, TR IE 3 3 SIS, T L
TN S E. ik, HAERE
THE SWITCH SHALL BE STORED AT A TEMPERATURE OF
40+2°C AND A HUMIDITY OF 80% TO 85% FOR 96 Hr.
HUMIDITY THEN THE JACK SHALL BE MAINTAINEDAT STANDARD
TEST ATMOSPHERIC CONDITION FOR 1
4.4 SN S Hr FOR OTHER PROCEDURES.
TRUE AE40 4+ 2°CAHXHE 5 80~ 85% £ 15 rh 96/ Nif T, Tl
FE S JBCEE TE 5 =i H /N ) 5 5
HAND SOLDERING T-4&.
1) DIVCE T H: SOLDER TRON Hi &%k,
A. 350°CMAX. , 2 sec Max
B. 270°CMAX. , 4 sec Max
2) REFLOW SOLDERING [H]¥ifi: <250°C THERE SHALL BE NO
DAMAGE ONAPPEARANCE
SOLDERING i MECHANICAL AND
4.5 CONDITIONS —250C ELECTRICAL
1851 230C ‘ CHARACTERISTICS SHALL
BE SATISEIED‘
180°C 9IjXJrJ%j@rﬁ,A e Tl
1500 4——— M, A MR
il fi i) (%)
. s fiith _40s_
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NO PART MATERIAL [ QTY | FINISHING || NO PART MATERIAL | QTY | FINISHING
1 |FRAME CRS 1 |NI PLATED|| 4 |TeErRMINAL BASE |PHENOL RESIN| 1 [NATURAL
2 |KNOB POM 1 |BLACK 5 |CONTACT [P B S 1 |AG PLATED
3 [TERMINAL |B S P 4 |AG PLATED
I SSUED SPECIFCATION TITLE: IR
RATING: DC 50V 0.54 MODEL NO: SS-13D07VG4
CONTACT RESISTANCE: 30m ohm max
i
INSULATION RESISTANCE: 500M ohm at 500v pc | UNIT: mm DN | FEA
WITHSTAND VOLTAGE: AC 500V for 1 minute SCALE: 5-1 CHK"D 5‘{@%:\
SWITCHING LIFE: 5000cycles (Unloading/15-18cycles/min)
DRWG NO: @%%
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