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= TEM PN 1060 WELDING
SPECIFICATION: 1| TCR16-22121602-01 | Witn Out_| With out
1 ELECTRICAL CHARACTERISTICS: 2| TCR16-22121602-02 | With With Out
1.1 CURRENT RATING: 1.5A/Pin MAX(A4,49,84,89) 3 | TCR16-22121602-03 | With With
1.25A/Pin MAX(A1,A12,B1,812),0.25A(OHER PIN) 4| TCR16-22121602-04 With Qut | With
1.2 CONTACT RESISTANCE: 40 MILLONHM MAX.
1.3 DIELECTRIC WITHSTANDING VOLTAGE: 100 VAC r.m.s (5) |MID PLATE 1 PCS | STAINLESS STEEL | NO SURFACE TREATMENT
1.4 INSULATION RESISTNACE: 100 MEGOHMS MIN. N 500" VIN_UNDER PLATED OVER ALL
2.MECHANICAL CHARACTERISTICS @ CONTACT B 1 SET. COPPER ALLOY ?(L‘:O &?U;&m?ﬁgkmgsﬁgﬁr&‘% E\R’E?N())F CONTACT.
2.1 INSERTION FORCE: 5~20N
2.2 EXTRACTION FORCE: Initial:8~20N;Durability:6~20N(1000cycles); (© |contacr A 1 SET_ | COPPER ALLOY | pioTG SPECFICATIONS OF THE SOLDER AREA FOLLOW THE PN
= 2.3 DURABILITY:10,000CYCLES (2) | HousING 3 PCS  [THERMOPLASTIC COLOR: BLACK&WHITE
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