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1.ELECTRICAL CHARACTERISTICS:
1.1 CURRENT RATING: 1.5A/Pin MAX(A4,A9,84,89)
1.254/Pin MAX(A1,A12,81,812),0.25A(CHER PIN)
1.2 CONTACT RESISTANCE: 40 MILLIONHM MAX.
1.3 DIELECTRIC WITHSTANDING VOLTAGE: 100 VAC r.m.s (5) [MID_PLATE 1 PCS SUS301 NO SURFACE TREATMENT
: 304" NN, T ,
;j;g@EAUNLQTA‘ENCS,ES);SCTTNE/E%T"CEOO MEGOHMS NN @ CONTACT B 1 SET C1814 E‘u 33%“ meNTEDU Ngrg RT;EMFERC%E&LA%REA OF CONTACT.
2.1 INSERTION FORCE: 5~20N (3 |coNTACT A 1°SET C1814 E’GL%\DNGPLSAPT‘ENCG\HTC}Z‘T(\:gsgS(SJFF%%O‘QO[QERP/(i’;gA FOLLOW THE P/N
2.2 EXTRACTION FORCE: Initial:8~20N;Durability:6~20N(1000cycles);
; 2.3 DURABILITY:10,000CYCLES (D | HoUSING 3 PCS PA10T COLOR: BLACK
ﬁ S.ENVIRONMENTAL - CHARACTERISTICS (1) | SHELL 1 PCS SUS304 Ni 30u” MIN. UNDER PLATED OVER ALL.
- 16-0.1840.05 3.1 TEMPERATURE RANGE: —40 °C ~ 85 °C
SPOT_WELDING (3 o5 [&]0.10]A[B]C] 32. IR REFLOW: NO. | DESCRIPTION | QTY. MATERIAL FINISH
. : THE PEAK TEMPERATURE ON THE BOARD SHALL - —
%7 05 BE MANTAINED FOR 10 SECONDS AT 260°C. UNLESS OTHERWISE a R RISV A ARAF
= 4.PART NO.: SPECIFED TOLERANCES '\ SHENZHEN KRCONN TECHNOLOGY CO. , LTD
2*1.75
%7 94 DECIMALS: ANGLES: TITLE |[Type.C 16PIN L=6.5mm L/P1.6mm CONN. REC.
: TC=TYPE.C_CONN.
2%2.56 R=RECPTACLE e Sones N0 X 405 X 2 |DWN [ chenjun | PART NO. TCR28—16121602—0X
ST M WW : XX 030 XX 1" [CHKD [ chenjun | SCALE::1 [ UNT: mm | @& =%
£ .36 Qz=gu Ay blating XXX :40.20 APVD | Kevin.d | SIZE: A4 [SHEET:10F1 REV: B
=== 2=WITH_OUT_POST 03015 1M XXXX :+0.10 DRAW NO. C—DWG—TCR28-10 | CUSTOMER COPY
1 \ 2 3 4 5 6




1 2 3 4 5 6
@ RoHS REV. ECN NO OR DESCRIPTION REVISED DATE
S Compliant Coll*mpw A PROPOSE ONLY ERIC 2021.08.05
Capable Halogen Free

, REEL OFF SECTION , 1500PCS PULL OUT DIRECTION
| (20 POCKETS) | | (20 POCKETS)
4.0
[Tel
~
~ 2.0 12.0 1,50
A N
\r)’ Kf" Kf’l Kf’l Kf’l Kf’l Kf’l Kf’l 7
) = ' —— ~ = =7
ri (e feadbhe=
= nH L i iH i L
A R
o = A=
< E= =
~ (= =
S @Lr =L
18 8 - 12 8 -
1} | | - I | -
AR S0 | B
— PULL OUT DIRECTION ~—_ ToTAL
CUSTOMER TO USE DIRECTION —>
(R 10LAYERS
LABEL
R/,
| 004,/4/ PEELING ANGLE

165°

~ 180

CONN. PART NO.

CONN. QTY./REEL

REEL QTY./CARTON

CONN. QTY./CARTON

TCR28—16121602—0X 1500 10 15000 PCS
PUCKER
BOARD
REEL AR CAP
PAPER
BOARD

1 \\\‘
o
M - - -
| UNLESS OTHERWISE 4 R EML VR H AR AT
i SPECIFED TOLERANCES 7\ " SHENZHEN KRCONN TECHNOLOGY CO. , LTD
i DECIMALS: ANGLES:  |TITLE [Type.C 16PIN L=6.5mm L/P1.6mm CONN. REC.
| X 405 X :£2 [DWN [ chenjun | PART NO. TCR28—16121602—0X
| 300MIN PRODUCT SO00MIN XX £0.30 XX :£1° [CHKD | chenjun | SCALE::t | UNT: mm | @ =2
é?é%ﬁﬁfD LOADING SECTION UNLOADED XXX :£0.20 APVD | Kevind | SIZE: A4 SHEET:10F 1 REV: B
SECTION XXXX :£0.10 DRAW NO. C—DWG—TCR28—10 | CUSTOMER COPY
1 2 3 4 5 6




