1.View and size(¥1L & f R ~})

Main technical indicators( 3 245 RIEFE)

1.Mating (4R %) >100
2.Working Temperature (If.J¥) -40~+80 C
3.IP Rating (747 2%51) IP 67
4.Diameter of socket end (¥ & ¥iii EL1%)

5.Rated voltage (#i5E Hi ) 60V
6.Rated impulse voltage (%72 i B JE) 1500V
7.Rated Current (%ii7E FLIT) 4A

8.Sheathing material(¥h 71k}

Cuzn( B4 LR/
Brass nickel plated )

9.Contact material(fi 5 £1})

CuZn( ##i/Brass )

L el e2 H N S1 s2 M
10.Insulation(£E 44 £ PA MM 16.0 V&1 | M805 8 5 73 10 25
in | 0.6299 0.3149 | 0.2362 | 0.2874 | 0.3937 | 0.0984
Sum up(is &%)
Series(#741) M8
N HGG:Fixed receptaCXe, nut fixing,
?Q/%IJ Isjt);le/model SOl watertight or vacuum-tight/ [ i
Y S, WRRPE G, KEEE
Button (§%4) A button(—/M% %)
Termination type (4 1F:257 Mother solder tin(‘A#£45)
Line diameter awg(Z:#4 Ei /%) 28AWG-24AWG
Cable diameter® (HZ5E %) -
Match plug(l/C e i )
Location pin combination GEfZ444HE) @
(%5) Number of positioning g LT
Numder pins(5E fir 4 K &) aita Ty
Welded surface Pane hole size
. 1 (K1) (AR F LT
B 1
TE A.M8.PO3.N P A
Appearance(4Mi)
D 2
Positioning pin(5Ei24H)
Series(£ %))
A B C | ANGLE Needle core configuration(& A5t & )
5-10 +0.02 +0.05 +0.1 0°-30° £0.1° N
50-100 +0.1 0.15 0.2 61°-90° | +0.5° Outer casing(4}7E)
50100 | #0.15 02 £0.25 Insulator(4i 25 14k)
100- $0.15% | $0.20% | +0.25% Needle core(s}its)
DESIGNED (#%11) DATE(H #9) SCALE(LL4) N/ACRIE F) MODEL TYPE
- A5 TEA.M8.PO3.NPA
CHECKED (%) DATE(H 1) VIEW(HLE]) @' = PARTNO.  1B2 core socket
APPROVED (% #%) DATE(H 1) UNIT(8fz) MM K MBAE fir 354
DWG NO.:
REVISIONS | MATERIAL (KD
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