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o0s LMATERIAL:
1.1 INSULATOR: LCP+30%GF, UL94V-0; COLOR: BLACK.
1.2 SLIDELCP+30%GF, ULL94V—-0; COLOR: BLACK.
1.3 CONTACT: CS5191R-EH, T=0.15mm A
1.4 SHELL: SUS304 1/2H. T=0.15mm
2 FINISH:
21'CONTACT: GOLD FLASH PLATED IN CONTACT AREA ;
100u” MIN. TIN PLATED IN SOLDER AREA
50u” MIN. NICKEL UNDERPLATED OVERALL.
22 SHELL: 50u® MIN, NICKEL PLATED OVERALL.
AND GOLD FLASH PLATED IN SOLDER AREA —
3ELECTRICAL CHARACTERISTICS
PIN NO.| NAME YTRE DESCRIPTION 3.1 CURRENT RATING: AC/DC 0.5A.
. 13.2 . 32 OPERATING VOLTAGE:100V AC(RMS)/DC
el 1 DAT2. | I/O/PP DATE LINE(BIT2) 3.2 CONTACT RESISTANCE: 100mQ MAX
- 8.80 - N 2 |CD/DAT3| I/0/PP | CARD DETECT DATE LIN(BIT3) 33 INSULATION RESISTANCE: 1000MQ MIN DC 250VDC.
= -—1.10 —|~—070| S 3.4 DIELECTRIC WITHSTANDING VOLTAGE: AC 500V PER MINUTE.
T N I R ! = D PP COMMAND RESPONSE 35 OPERATING TEMPERATURE: —25°C ~ +85°C, U
{ — LT Yo AL f{q I gt 4 VDD S SUPPLY VOLTAGE 4NOTES!
L— 7N 7] ) ['f("‘i“" 5. n 5 CIX ] CLOCK 41 THIS COMPONENT AND ITS HOMOGENEOUS SUBCOMPONENTS
i B RS i ARE RoHS COMPLIANT.
& ‘ - S 6 VSS S SUPPLY VOLTAGE GROUND 4.2 RESISTANCE TO SOLDERING HEAT: 260+5°C FOR 10 SECONDS.
s —= =120 Leadll & 7 patO | I/0/PP DATE LINE(BITO) 4.3 COPLANARITY IS 0.IMM MAX
2 i 8 DAT1 | 1/0/PP DATE LINE(DIT1) B
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