1.View and size(#t & & JX~F)

— ~L
Main technical indicators(3: Z 4 R & #45)
1.Mating (ffiR X %L) >100 H M
2.Working Temperature (iz/%) -40~+80 'C
3.IP Rating (Bi#*4%5)) IP 67
4. Diameter of socket end (1 & i EL1%)
5.Rated voltage (%5 HLJE) 30V I
6.Rated impulse voltage (i 7 B %) 800V
7.Rated Current (%72 H1ii) 1.5A
i e CuZn( ¥ H4E Y
8.Sheathing material(#h 7261} Brass nickel plated ) S1
9.Contact material(fil 5 £1 ) CuZn( #&4/Brass )
L M H S1 a1 el e2
10.Insulation(4: 41 1) PA
MM 25.5 8 9.5 18 1 M12*1.0 | M16*1.5
Sum up(E4) in [1.0039 | 03150 | 0.3740 | 0.7087 | 0.0394
Series(R51) M8
4. | HGG:Fixed receptaCXe, nut fixing,
?Q/;Iul zt);le/model Rkt watertight or vacuum-tight/[f 72
A S, BEEFIEGE, KA
Button (Jit) A button(—M#4) 5.45
Termination type (% 1-26%!) Mother solder tin(A 1245) PN
< | o 13.6£0.1
Line diameter awg(4 b1 £i7) 26AWG-24AWG ‘ 5! ‘
([
Cable diameterg (HLAIFE %) 6-8mm p ! /\
Match plug(l/CEe i 42) Y 1 ‘
~ 1
Location pin combination CGELIEHZAHE) 0 d> o0
N | =
(F5) Number of positioning A [V
Numder pins(E A HUE) s 70.9+0.1 415
@ Pane hole size
PBCHRJF 4 Y (ERIFALRA)
A 1
B 1
TG AM12.P08.N P AN
Appearance(#M)
D 2
Positioning pin(iE 17 44)
Series(R %))
- B CY | ANGLE Needle core configuration(t:t5 it &)
5-10 +0.02 +0.05 +0.1 0°-30° +0.1° .
50-100 £0.1 +0.15 +0.2 61°-90° +0.5° OUter CaSIng(&I\E)
50-100 +0.15 +0.2 +0.25 Insulator(Z6 2 1K)
100- +0.15% +0.20% +0.25% Needle Core(%‘I“—E;)
DESTGNED (8£it) DATE(F1 1) SCALE(H:4) NA(RiER)  |MODEL TYPE
- 5 TGA.M12.P08.NPAN
CHECKED (Kext) DATE(H ) VIEW(#LE) @ = [FarTnO. 182 core socket
APPROVED (# 1%) DATE(HH 1) UNIT(347) MM B F: M12ASE B85 /A B
DWG NO.:
REVISIONS | MATERIAL (b1}

www.helloxkb.com www.helloxkb.cn

| XKB INDUSTRIAL PRECISION CO.,LIMITED

WEIGHT(E%)' SHEET(ﬁ)lREVISION(ﬂZiJ)

n AQ



http://www.tcpdf.org

