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THD0520 Series lPitch=0.5mm , H=2.0mm FPC Connector (Front-Flip lower contact)

B Scope

This specification covers the 0.5 mm Pitch FPC Connector THD0520 series.
M Ordering information

THDO0520 - xx CL - SN
(1) O O (4)

(1) Series name : THD0520
Plating:
® | Number of contacts:4 TO 70 o GF= 1p”~31” Gold Flash
G3= 3p” Gold over Nickel

® | contact type :CL:Lower contact G5= 5u” Gold over Nickel
CU:Upper contact SN= Tin (Lead Free) over Nickel

B Rating

Item Standard
Voltage Rating(Max.) 50V AC
Current Rating(Max.) 0.5A DC
Operating Temperature Range -25°C ~ +105°C (Including terminal temperature rise)
M Material
Housing Actuator Terminal Solder pin Plating
L.C.P (UL94V-0) | L.C.P (UL94V-0) . _
Copper alloy Copper alloy Tin Over Nickel
Color : White Color . Black
B Performance
Item Test Condition Specification
) Mate applicable FPC and measure by dry circuit, 20mVv
Contact Resistance Max, 1mA 30 mQ Max.

Mate applicable FPC and apply 500V DC between adjacent

Insulation Resistance )
terminal or ground.

500 MQ Min.

Mate applicable FPC, apply 250V AC(rms) fo
Dielectric Strength ) PPS d PPy ) (rms) r No Breakdown
1 minute between adjacent terminal or ground.

Insert the actuator, pull the FPC at a rate of 25+3mm

FPC Retention Force )
per minute.

Per pin x 0.15N Min.

Terminal Retention Apply axial pull out force at the rate of 2543 mm/minute Per pin x 0.05Kgf {0.5N} Min.

Force on the terminal assembled in the housing.
Mate connectors and subject to the following vibration Appearance No Damage
conditions, for period of 2 hours in each of 3 mutually [~""""""""""""""""f~"""""---------------
perpendicular axes, passing DC 1lmA during the test. Contact
. . . 50 mQ Max.
Vibration Resistance

Amplitude : 1.5mm P-p
Frequency : 10~55~10 Hz in 1 minute.

- ; Discontinuity 1 psec Max.
Duration : 2 hours in each of X,Y,Z axes.

Mate applicable FPC and subject to the following shock Appearance No Damage

conditions. 3 times of shocks shall be applied for each f-----------------f---mommmmm o

Shock 6 directions along 3 mutually perpendicular axes, Contact 50 mQ Max.

passing DC 1 mA current during the test. __B?EE?PREQ? ------------------------
Discontinuity 1 psec Max.
Peak value : 490m/s? {50G}
Mate applicable FPC and expose to the following salt
mist conditions. Upon completion of the exposure
period, salt deposits shall be removed by a gentle wash Appearance No Damage
or dip in running water, after which the specified
salt Spray measurements shall be performed. | |
NaCl solution
Concentration 5+ 1%
Spray time Au:48 hours Sn: l2hours antact 50 mQ Max.
Ambient temperature : 35 % 2°C Resistance
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THD0520 Series lPitch=0.5mm , H=2.0mm FPC Connector (Front-Flip lower contact)

Item Test Condition Specification
. o
Mate appllcab}e FPC and expose to 8512 ? for 96 hours. Appearance No Damage
Upon completion of the exposure period, the test |-} _______]
Heat Resistance specimens shall be conditioned at ambient room Contact
conditions for 1 to 2 hours, after which the specified . 50 mQ Max
Resistance
measurements shall be performed.
Mate applicable FPC and expose to -40+2°C for 96 hours.
. . Appearance No Damage
Upon completion of the exposure period, the test | ~~ | ~—— — "~ |
Cold Resistance specimens shall be conditioned at ambient room Contact
conditions for 1 to 2 hours, after which the specified gn ac 50 mQ Max.
Resistance
measurements shall be performed.
Appearance No Damage
Mate applicable FPC and expose to 60 + 2°C, relative __“gééggé; ___________________________
humidity 90 to 95% for 96 hours. Upon completion of Resistance 50 mQ Max.
Humidit the exposure period, the test specimens shall be | ___ |l ________]
umidi
Y conditioned at ambient room conditions for 1 to 2 Dielectric
hours, after which the specified measurements shall Strength No Breejdeyn
be performed. mmemsmssssssessofosososooooo-ooo- - oo
Insulation
) 50 MQ Min
Resistance
) Mate applicable FPC and measure the temperature rise | Temperature o
Temperature Rise ) ) Y 30°C Max.
of contact when the maximum AC rated current is passed. rise
Mate applicable FPC and subject to the following
conditions for 5 cycles. Appearance No Damage
Upon completion of the exposure period, the test
specimens shall be conditioned at ambient room |~~~ T[T
. conditions for 1 to 2 hours, after which the specified
Temperature Cycling
measurements shall be performed.
1 cycle Co&tact 50 mQ Max.
a) -55+3°C 30minutes Resistance
b) +85+3°C 30minutes
(Transit time shall be with in 3 minutes)
Tip of solder tails and fitting nails into the molten Solder 95% of immersed
Solderability solder (held at 245+5°C) up to 0.lmm from the bottom Wettin area must show no
of the housing for 3+0.5 seconds. g voids, pin holes.
When reflowing refer to Infrared reflow condition
Soldering iron method
Resistance to Soldering|0.2mm from terminal tip and fitting nail tip. Appearance No Damage
Soldering time 5 seconds Max.
Solder temperature 370~400°C
B Recommended Temperature Profile
Temperature (T)
300 T 260T Max. Peak Temp)1Osec.or less
260
250
230
200
150
100
25
f
Time (sec)

2t~5%/Sec
60~90Sec
30~50Sec
30Sec
4t~7t/Sec
260TMax

T1 Temperature Ramp Up Rate
T2 Preheat:150t~200T

T3 Time Over 230t
T4 Preheat:200t~260t

T5 | Ramp Down Rate During Cooling

Peak Temperature

373
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1
— PITCH 0.5mm FPC CONNECTOR SMT TYPE
DIM=B (N+1>%0.50£0.05 ———
. DIM=C 050 —| |=——————— (N-Dx0.50£0.03 ———— Cireutt w*omog,om PINA§| DIM=A | DIM=B | DIM=C | DTM=D [PIN#§| DIM=A | DIM=B | DTM=C | DIM=D
_ Ircul
Na1 | 020£0.03 2020 ja,mogaw D,wm%,owJ d 70P [39. 40 [36.50 [34.50 [35.60 | 32P [20.40 [17.50 [15.50 |16.60
N _ A~ 050 20— .
0.20+0.03 i a o o 69P [38.90 |36.00 [34.00 |35.10 | 31P [19.90 |17.00 |15.00 |16.10
_ ! o A 68P [38.40 |35.50 [33.50 |34.60 | 30P [19.40 |16.50 |14.50 |15.60
i N
« 67P [37.90 |35.00 [33.00 |34.10 | 29P [18.90 |16.00 |14.00 |15.10
A& 60 66P |37.40 |34.50 |32.50 |33.60 | 28P |18.40 [15.50 |13.50 |14.60
Q@
| L 65P [36.90 |34.00 |32.00 |33.10 | 27P [17.90 [15.00 |13.00 |14.10
64P [36.40 |33.50 |31.50 |32.60 | 26P |17.40 [14.50 |12.50 |13.60
¥ 63P [35.90 |33.00 |31.00 |32.10 | 25P [16.90 [14.00 |12.00 [13.10
— A 62P |35.40 |32.50 30.50 |31.60 | 24P [16.40 [13.50 |11.50 |12.60
)‘I \ — _ ~ q a0 a q 09 c q ©
DIM=A -~ 61P [34.90 |32.00 {30.00 |31.10 | 23P [15.90 [13.00 |11.00 [12.10
RECOMMENDED FPC/FFC DIMENSION 60P [34.40 [31.50 [29.50 [30.60 | 22P [15.40 [12.50 [10.50 [11.60
59P [33.90 [31.00 [29.00 [30.10 [ 21P [14.90 [12.00 [10.00 [11.10
58P [33.40 [30.50 [28.50 [29.60 [ 20p [14.40 [11.50 [9.50 [10.60
A 57P [32.90 [30.00 [28.00 [20.10 [ 19P [13.90 [11.00 [9.00 [10.10
(909 | 56P [32.40 [29.50 [27.50 [28.60 | 18P [13.40 [10.50 [8.50 |9.60
Q % 55P [31.90 [29.00 [27.00 [28.10 | 17P |12.90 [10.00 |8.00 |9.10
I _ — D (3.6> | 54P [31.40 [28.50 [26.50 [27.60 | 16P [12.40 |9.50 [7.50 |8.60
N0 0 2.0 [Té&s74 53P [30.90 |28.00 [26.00 |27.10 | 15P [11.90 |9.00 |7.00 |8.10
T T T —t N 52P [30.40 [27.50 [25.50 [26.60 | 14P |11.40 [8.50 |6.50 |7.60
DIM=D f 51P [29.90 [27.00 [25.00 [26.10 | 13P [10.90 [8.00 [6.00 [7.10
1.00 0.70 50P [29. 40 [26.50 [24.50 [25.60 | 12P |10.40 [ 7.50 |5.50 |6.60
- 3,53 — 49P [28.90 [26.00 [24.00 [25.10 | 11P [9.90 |7.00 [5.00 |6.10
SECTION A-A 48P [28.40 [25.50 [23.50 [24.60 | 10P [9.40 |6.50 [4.50 |5.60
Note: SCALE 111 47P [27.90 [25.00 |23.00 [24.10 | 9P [8.90 |6.00 [4.00 |5.10
1. Material: 46P [27.40 |24.50 [22.50 [23.60 | 8P |8.40 [5.50 |3.50 [4.60
Circuit 1 11 Housing' thermoplastic high temp.UL94V-0; Color: natural. | 45P |26.90 |24.00 |22.00 [23.10 | 7P [7.90 |5.00 [3.00 |4.10
DIM C+0.05 1.2 Latch: thermoplastic high temp.UL94V-0; Color: black. 44P |26.40 [23.50 [21.50 [22.60 | 6P |7.40 |4.50 [2.50 |3.60
2.70 — 0.50£005 | omo%,omJj L3 Terminal: copper alloy. 43P [25.90 [23.00 [21.00 [22.10 | 5P [6.90 [4.00 [2.00 |3.10
ﬁ R 14 Fitting Naili copper alloy. 42p [25.40 [22.50 [20.50 [21.60 | 4P |6.40 [3.50 [1.50 |2.60
mjujuuunuuuuuinyuiuyauagugn m ﬂ__\.dm_\.d“
0 10 10 0 A YR A 1.30 . . 41P [24.90 |22.00 [20.00 |21.10
AR 1 1 4 N 5 N 2.1 Terminal: 5150 119.50 12060
« ;G Underplating: Au/matt Tin overall. - E.oo _m.oo mo.S
— , 2.2 Fitting Nail: e :
1.60 m_ _u i Underplating: matt Tin overall, 20.50 |18.50 |19.60
T — 3. Product must comply HF RoHS specification. 20.00 [18.00 |19.10
ng - ‘ 4, CHARACTERISTIC 19. 50 {17.50 118. 60
W Operating voltage:S0V AC,DC 19.00 [17.00 |18.10
Current rating:0.5A AC.DC 18.50 |16.50 |17.60
A Operating temperaturei-25°c~+105°c 18.00 |16.00 |17.10
S.PART NO:
RECOMMENDED PCB PATTERN LAYOUT THD0S20-xxCL-SN e
|_| I_H b SHEN ZHENSHI THD ELECTRONIC CO., LTD.
GF:GOLD FLASH DRAWN: PART NO
0.5 PITCH 2.0H FPC CONN. SN:TIN OVER NICKEL CENERAL TOLERANCE | ™ "Kavin _ z0z400.11 ol
OTHERWISE. SPECIFED | CHECKED: THDO520—xxCL-SN
NOOF CONTACTSK04Pin~70Pin> e TN amonn [TE
XXX +0.20 %nmgéww sozceqy | 0-2 PITCH 2.0H FPC CONN.
A it e | XXX 2010 & SHEET:  |UNT:  [SCAE  |SZE  |REV
REV. REVISIONS DAE | MG %2 = 1/1 mm| 14 M X2
1 2 3 4 5 I 6 I I 8 I 9 I 0
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tY) .
di - _Tape width 16 and 24 mm REEL Dim
<,
H 2 J
2%, ~—12.00£0. 1—— 2.35£0.1 @
T O.O\,A.oo“_”o.a_ 2.00+0.1 0.30+0.05 \_ :
/ ]
N N N I N PN (©+1.4) ~——(2100) —=
* rvﬂr_\r\r\r\r_\r_\r_\r_\
: \ w Hallls |
M H
nv. L
|
T BaERE
A W.N }V
/ i J5 Z20PCS
H
- Tape width 32 and 56 mm
o -
H % 12.00£0.1
0 T
= KX 4.00£0.1 2.3520.1
o.A 2.004£0. 1 0.30£0.05 6
L A Al A A ld A A A
» r_\/t/r_\rtr_\((r_\r_\rtr_\r_\
s = i
H ]
m E (#330)
M « 5 F
[o)e) =
HH B
=Q CARTON(1PCS) —
ER @
K] H
@PE BAG(1PCS)- t
00000000009 (PEPTIE) | DESICCANT(2 PCS)
Notes: @AR BLADDER BAG—___ || (39/PCS)(THiH) |
" (RIS TR E A 1PCS) 7 o
1.Component load per 13” reel:2000 Pcs L _—
. . (Fr i) BER REEL Contacts A B C (carToN) m:i?,mv_u
2.Material : Black Conductive Polystyrene Alloy. ORIVET z%:%o@/ (#a) T
16 7.5 i 12 24000
3.Thickness : 0.3£0.05mm @CARTON(1PCS)(4tH) I
THD0520 12pin 24pin 2 1.5 R 10 20000 .
4.All dimensions meet EIA-481-C requirements.
THD0520 25pin~35pin 39 14.2 28. 4 8 16000 c
@OU LABLE THDO520  36pin 5dpin| 44 20.2 40. 4 6 12000
(B {MEE)(1PCS) |
THD0520  55pin~60pin 56 26.25 | 52.5 5 10000
0 :
=xiE SHEN ZHENSHI THD ELECTRONIC CO., LTD.
DRAWN: PART NO.
GENERAL TOLERANCE . -
® D i /‘\ OTHERWSE. SPECFED n_ﬂMx,m% A THDO520—xxCL-SN
MEAS:35%34%34 CM S 13 2004081{TTE:
(1PCS) APPROVED: 0.5 PITCH 2.0H FPC PACKNG|A
I mhmm._mc.m = UNIT: SCALE: SIZE: REV:
REV. REVSIONS | CHK | DATE @m_ 11 .33_ .z_ i_ X
T 7 3 7 5 T B _ 7 _ g _ 0
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