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NOTES:

1. Material:
Insulation:LCP,UL94V—0(Beige)

Pin:Phosphor Bronze/Tin—Plated
Tab:Phosphor Bronze/Tin—Plated

NO O A LN

. Current Rating: 1A AC,DC
. Voltage Rating: 150V AC,DC
. Temperature Rang: —25'C~+85C

Contact Resistance: 20mQ Max
. Insulation Resistance: 500MQ Min
. Withstanding Voltage: 500V AC/minute
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P.C.B Layout

DIM(mm

Poles A B C ) E

3 2.50 8.65 7.25 5.25 3.0

4 3.75 9.90 8.50 55 3.0

5 5.00 11.15 9.75 6.75 3.5

6 6.25 12.40 | 11.00 8.0 3.5

7 7.50 13.65 | 12.25 9.25 4.0

8 8.75 14.90 | 13.50 10.5 4.3

9 10.00 | 16.15 | 1475 | 11.75 4.3

10 11.25 | 17.40 | 16.00 13.0 4.3

1 12.50 | 18.65 | 17.25 | 14.25 4.3

12 13.75 | 19.90 | 18.50 15.5 4.3

13 15.00 | 21.15 | 19.75 | 16.75 7.2

14 16.25 | 22.40 | 21.00 18.0 7.2

15 17.50 | 23.65 | 22.25 | 19.25 7.2

16 18.75 | 24.90 | 23.50 20.5 7.2

17 20.00 | 26.15 | 24.75 | 21.75 7.2

18 21.25 | 27.40 | 26.00 23.0 7.2

19 22.50 | 28.65 | 27.25 | 24.25 7.2

20 23.75 | 29.90 | 28.50 25.5 7.2
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