% 1 (Customer): RAT 9 5 J.SPC.50.67-000
K AT H 3 2018.5.14
wirx s I omm [ sce

o ) A -
| A & AP
SPECIFICATION FOR APPROVAL
P2 i A4 FR 6.0X6 .0Bracket Shape
iRt =2
s ) A 5 THDMZ29-A023BW-R
¥ %2 BN AL AR E AR
ACKNOWLEDGEMENT WE ACKNOWLEOGE RECEIVING THIS DOCUMENT.
MONTH / DAY / YEAR
DATE: / /
G. MGR LEADER CHECKED SIGNED

KATHEBI T FARER
TEL: 0577-61302509%%8008
FAX: 0577-61300308

Wil E B T AR A A

ZHEJIANG JIANFU ELECTRONICS CO., LTD

Huhb T8 SRiE R T X T R 48R 2892 5
TEL: 0577-61302509 61302221
FAX: 0577-61300308 61301196

) R Gk HELHE

o w @ NN

18.05.14 180514 )| 180514 )|| 180514 )
u/|\&tﬁ$/ \%%ﬂ% / M

JIANFU



y R EE TR
ﬁ *ﬁ ﬂ M :Fs J.SPC.50.67-000

i 4 6X6 Bracket Shape M 5 | THDM29-A023BW-R 1/10

1. General Specification FAiBH

1.1 Scope Ju[E This specification covers the requirements for single key switches which have no
Key top(TACT SWITCHES:MECHANICAL CONTACT). I HITE & 56 B HERN A TCHERR B 5 i P o B 5k

1.2 Operating Temperature Range & #5765
-40 to+85°C (normal humidity, normal press.) IE%# ¥R, FruEE

1.3 Storage Temperature Range -7 75 il
-40 to+85°C (normal humidity, normal press.)

1.4 Test Conditions iz 414
Tests and measurements shall be made in the following standard conditions unless otherwise
specified: WAMTHE4% T F1IFRHE 5K AR B ERR 2R Ul B
Normal temperature (temperature 5t0 35°C)  #nifEiR
Normal humidity (relative humidity 45 to85%) 1E 7 &<,
Normal pressure (pressure 860 to 1060 mbars)  #5ifE[E /7
In case any question arises from the judgment made, tests shall be conducted in the following

conditions:
Temperature (20£2C) I
Relative humidity (65+5%) AR
Pressure (860 to 1060 mbars) & 71

2. Type Of Actuation zh#E%!

Tactile feedback % fifiik [

3. Contact Arrangement_ 1 poles_ 1 throws it 1 #2050 1 [H1#

(Details of contact arrangement are given in the assembly drawings.)
Y% R AR i P

4. Maximum Ratings DC__ 12 V 50 mA FRHUEME

DC_ 1 V 10 v A &E/NEEME

ZHEJIANG JIANFU ELECTRONICS CO., LTD
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M S P.C.B LAND DIMENSION
™ L ﬁ +_“® SPECIFICATION
| o — [ 3 1.Rating:DC 12V 50mA Max
o 04N + N 2.Contact resistance: 100mQ MAX
M_ 5 W = M_ 3. Insulation resistance: 100MQ Min
™ ]NW — o - L ™ 4.Dielectric strength: 250VAC/min
< | 0 | — <+ 5.0perating force: 180gf+50gf
Ny v 6. Operating life: 100,000 cycles
o
o
(D = 7 STEM (Fic4H) I PPX
— — 6 COVER (4 1 SUS Ag plating
5 JE 1 PPA
i itk I L —
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1 BASE 1 PABT
2 TERMINAL 1 BRASS Ag plating
3 CONTACT 1 SUS301 Ag plating
4 RUBBER PAD 1 SILICA GEL
5 PRESSURE PAD 1 PPA
6 COVER 1 SUS304 Ag plating
7 STEM 1 PPA
8
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6. General Specification g

6.1 AR

Item Wi H Test Condition MR 244 Requirements Zk
Applying static load twice the actuating force to
the center of the stem, measurements shall be
Contact made with a 1 kHz small-current contact
6.1.1 | Resistance ) 100mQ L |
5l LB resistance meter.
FHWAE B AE 21 Rt BUr i T3 i o0, 90 1
T/ B AL Aok r BELASCIN
Measurements shall be made following
Insulation | application of DC500V potential between
6.1.2 | Resistance | terminals and between individual terminals and 100M Q L |
# % WPH | frame for 1 minute. 765 7 53 12 18] 3% 7 5 4155
Z |8t inDC500V, —7%+
F)lelectrl'c AC 250V (5QH2 or 60Hz) shall'be 'ar')plled There shall be o
withstanding | between terminals and between individual
6.1.3 . . . " breakdown.
voltage terminals and frame for one minute. £ -5 ¥ . AR R
HUSI I | 218 37 55 45 2 AT AC 250V (50HZ-60HZ) TR
Lightly striking the center of the stem at a rate
encountered in normal use ( 3 to 4 operations per
Sec),
Bounce shall be tested when “ON” and “OFF”.
TEIE A A (CAEEFY 3-4 IR A I 2 e F R
HR 7y 7 8 5 i fa) a2
Switch
Bounce .
[ h >
014 $13)) — DC3-5v 5k QD o Os%gﬁap 5mS LLR
- -
T oufib s shmt i)

ZHEJIANG JIANFU ELECTRONICS CO., LTD
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6.2 HLIHIHERE

Item i E

Test Condition Mi&A%& 4

Requirements &3k

6.2.1

Actuating
Force

2Nk

Place the switch such that the direction of
switch operation is vertical and then gradually
increase the load applied to the center of the
stem, the maximum load required for the stem
to come to a stop shall be measured. JF 5% () zh /&
73 1) g BT8O T 9 [ea) FHEAVS H O 8 T 1 16 47 A
L S HHEAD 5% L BT P00 R ) o K A e

180 + 50 of

6.2.2

Travel
ITHE

Place the switch such that the direction of
switch operation is vertical and then apply a
static load twice the actuating force to the
center of the stem, the travel distance for the
stem to come to a stop shall be measured. ¢
(R BAETT I R ELRCE TF O, 1 LLXUE S E 7 1) &
BT A AR v O DN S HERR O 46 D IR AT REER
)

6.2.3

Return Force
LA il

The sample switch is installed such that the
direction of switch operation is vertical and,
upon depression of the stem in its center the
whole travel distance, the force of the stem to
return to its free position shall be measured. 7+
KN T7 1) A2 B E TR E S AT R HERR
SRR [ I R A NS A B0 N T S 2R A= s
#71

30 gf min

6.2.4

Static Strength
CEAIRC: S

Placing the switch such that the direction of
switch operation is vertical, a static load of _

3 kgf shall be applied in the direction of stem
operation for a period of 15 seconds. Jf5%/%h
VET7 [0 9 38 BB TR AR EIAE J7 [ i i 3KG
(R A7 a7, 15 AP ]

There shall be no sign of
damage mechanically
and electrically.
TEHUG R A F AR A A 328
%

ZHEJIANG JIANFU ELECTRONICS CO., LTD
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6.3 i FH i A RE

Item Wi B Test Condition MRk 14 Requirements Zk
Measurements shall be made following the test set g(;)(;] tacrtn 0 I\;Z?Sta%;c;
forth below: #% T %1 k47 % v ik 46 e ' ‘
(1)DC 5V 5mA resistive load. DC 5V 5mA BHM: . .

Operating | 14 Insulation resistance
: _ . . 10MQ Min. a2l
6.3.1 Life (2)Rate of operation: 2 to 3 operations per second . -\
. e o et Actuating force: k7
AEFFdr | Eh1EMR: 2-3 YRR o
. . +_30 %or-_30%of initial
(3)Depression: _ 270 gf kS force. + 30% W1z 1
(4)Cycles of operation: 10X 10* cycles  #h{f ik % e
i&. 10>< 104 e Item 6.1.3
' Item 6. 2.2
Following the test set forth below the sample shall
be left in normal temperature and humidity | Contact resistance:
conditions for one hour before measurements are | 200 m Q Max. il
Moisture | made: #¥ 5 4% T 51 S AR 3EAT A I 158, 108 S 7E IE | HLRH
6.3.2 | Resistance | i EEFIR LSRR FHCE 1 /N S I E Insulation resistance
i} (1) Temperature: 40+2°C ¥ 10MQ Min. 4zl
(2) Relative humidity: 90 to 95% AHXVEE Item 6.1.3. 6.1.4
(3) Time: 96 hours i [d] Item 6. 2.1~6.2.3
Water drops shall be removed.  #ERx/KEk
Following the test set forth below the sample shall : .
: ... | Contact resistance:
be left in normal temperature and humidity N
. 2000 mQ Max. #Hfi
Low conditions for one hour before measurements are L
6.3.3 Temperature | made: # 5 4% T #1 5 AFBEAT ARG X 56, 5056 )5 72 1E Insulation  resistance
e Resistance | ¥ il BEARE A6AF NSCE 1 /N fE e .
e . ‘ . 10MQ Min. 4izkeiH
i Rt (1)Temperature: -25+3°C "
. X Item 6.1.3. 6.1.4
@) Time: 96 hours i ] ltem 6. 2.1~6.2.3
Water drops shall be removed. #%[% /K2 T
Following the test set forth below the sample shall | Contact resistance:
be left in normal temperature and humidity | 200 m Q Max. it
Heat conditions for one hour before measurements are | HiH
6.3.4 | Resistance | made: ¥ ih4% T 51 5 AF#EAT MY G5, w50 5 AE IE % | Insulation  resistance
i 4 T FEANR R S T IRE 1 /N e 10MQ Min. #aZiH
(1)Temperature: 80+£2°C & & Item 6.1.3. 6.1.4
2 Time: 96 hours ff [f] Item 6. 2.1~6.2.3

ZHEJIANG JIANFU ELECTRONICS CO., LTD
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Item i E

Test Condition WM& 4

Requirements &3k

6.3.5

Change  of
Temperature

i LA

Following ten cycles of high temperature test .The
Sample shall be Placed in Normal temperature and
humidity Conditions for one hour before
measurements are made. During this test, water
drops shall be removed.

FE %N PSRBT S IR A e, 56 J5 72
Eﬁﬁﬁﬂﬁﬁﬁ#?ﬂﬁl$ﬁFW

B (C) +851+2°C
-40+27C
2 /NES
AN

2 /NES

| 1 /Nf

J’ J P ] (hour)

Cycling: Five cycles
A H#H: 5k

A,

T'.F.”..UOPPP

LAL.L

Contact resistance:

200 mQ Max. #fih

F BH

Insulation resistance

10MQ Min. Zaz Bl
ltem 6.1.3. 6.1.4
ltem 6. 2.1~6.2.3

6.3.6

Vibration
Resistance

[Nz

Measurements shall be made following the test set
forth below: %~ %1 2%F AT ik ah ik

(1)Range of oscillation: 10 to 55Hz i i

(2) Amplitude,pk-to-pk:1.5 mm #EiE:&-1& 1.5mm
(3)Cycle of sweep: 10-55-10Hz in one

minute, approx.$34# & #: 10-55-10Hz Z1— 240 p
(4)Mode of sweep: Logarithmically sweep or
uniform sweep. #7720 0 Ed = E E
(5)Direction of oscillation: #3774

Three  mutually  perpendicular  directions,
including the direction of stem travel. 3 4~ H 3
L7 ) AR HERN AT A )T 1)

(6)2 hours each ,for a total of 6hours. %7717 2 /)N
3L 6 /NS

Item 6.1
Item 6. 2.1. 6.2.2

ZHEJIANG JIANFU ELECTRONICS CO., LTD
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Item T H Test Condition X% Requirements Exk
Measurements shall be made following the test set
forth below: 4% T #1126 FaAT b i 56
Impact (1)Acceleration: 50g Jfini# &
Shock (2)Cycles of test : 3 cycles each in 6directions, for Item 6.1
6.3.7 | pesistance | @ total of 18cycles KU A3, 6 M1 | 1tem 6. 2.1. 6.2.2
fropd | P18 K f -
!
7. SRR
Item T H Recommended conditions #E# &4
Please practice according to bellow conditions:
(1)Soldering temperature : <<350°C
Hand (2)Continuous soldering time:<<3 S
71 solderin (3)Capacity of soldering iron:<<60 W
T Frmn | ST AT
O)EZRE: <350°C
(2)IELL R RN ] <3S
()R BRI Th A : <60 W
For the product of SMT , type solder according to the following conditions
XFF SMT Pl B4 LN SR AR AT 154
surface of product temperture
R IREZ (C)
A
255°C 260°C max. 3sec max.
930°C // ;'\ peak temperature
|| | |
150C A | I
I I
Automatic . i | | i i i
- flow =i | A — tine W[ (7))
' soldering 5~ 10sec
H sh 55 120~150sec 60sec
pre-heating (Fi#) -—
Caution: the condition mentioned above is a temperature on the PWB surface
on which parts are mounted. There are cases where PWB temperature greatly
differs from switch's surface temperature depending on PWB material, size,
thickness, etc. The switch's surface temperature shall not allowed to exceed
260°C y¥i: DRI RRIFREE L PWB REFEE, BT PWB KM KL
FOF JREESEAR, PWB AT GRS IR B W AR AR, Hit, T4
AN ANEAEIF K TR B2 T 260°C

ZHEJIANG JIANFU ELECTRONICS CO., LTD
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8. Other Precautions Aty & HEIR.

(1) Following the soldering process, do not try to clean the switch with a solvent or the like.
BEAT AR AR o, AT DL VA R B SRRt i e T %

(2) Safeguard the switch assembly against flux penetration from its topside.
77 L1 Bl 0 AT SR FR T 92 N

(3) Please have the products keep in close status and the storage time is 90 days guaranty after
delivering the goods at most.

A ERAETT RAL T J #RAS I EEAE I /] 90 REA T
9.Reel Packaging #3

9.1 Scope Vi
This specification covers the requirements of the reel packaging for SMT standard type of tact
switches. ZMEAL S SMT Frife B3R BT I 1 Gty 1 25 (1) B R

9.2 Packaging Materials 3341k}

Item T H | Description i B
Package £l %% | Cartons RIEFH
Reel ¥ %l | Delete Cartons 1 F&fA4H
Carrier Tape #; 7 | Polypropylene K744

9.3 Packaging Quantity #3¥E

9.3.1 The number of the reels. % % % &
Twenty (20) reels at maximum. Which contain 8K pcs switches
Shall be packed in a package. —#f%% 20 £, 8K H =i

9.3.2 The number of the switches. 7= /ih%&E
400 pcs switches shall be packed in a reel. —ANE#lf 400 H 77 &

9.3.3 It should be noted that we regard two cartons X H 140,25 75 vE & WM e T 3
mentioned above as on package for export.

ZHEJIANG JIANFU ELECTRONICS CO., LTD
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- TORE % L
- oAb S-S b , , * THE SPECIFICATION FOR PACKAGING *
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* THE SPECIFICATION FOR PACKAGING *
Fnd Start
], WOTI0T DoToEL TopesT
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/
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