BIWIN /Sab

Technical Data
@ Through-hole/ SMD/ Right angle

3C/3E Basic Switch |

RoHS Compliant

& Single pole/ Momentary PATENTED
€ 50mA/ 24VDC
4 10,000,000 operations life time(Max.)
@ Meet IP67
& Contact resistance : < 30mQ (Initially)
& Insulation resistance : > 10MQ
@ Basic temp.: -40/ +115°C
& High temp.: -40/ +160°C
€ Max actuation force : 100N for 10 Sec.
@ Actuation force : 3.5N+1N(Standard)
3CS-8.0 3CH/T-9.5 3CY
Dimensions (SMD) Dimensions (Through-hole) Dimensions (Right angle)
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3CH/T-10.4 3CS-11.0 3ES

Dimensions (Through-hole)

Dimensions (SMD)

Dimensions (SMD)

r 9.70— 0 —9.70—
2 )e 1
| =
\J’\D—@—LO CS O
4 -
4 3 =
19 g
u|l=
| - I =] LY
0.e5. y Min 1021%04_ S ‘%7‘62—-‘ ‘ ‘
o g S — ———13.4040.20—
B
Order Informantion
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BasicSwitch series Mounting ActuationForce  X:Standard Total Height Package
3¢ H: Thru-hole 2: 250gf/2.5N U:HalogenFree None: 6.4mm(Standard) None:Tube
3E S: SMD 3: 350gf/3.5N (Standard) 6.7: 6.7mm R: Tape & Reel
Y:Right angle 6 650gf/6.5N 8.0: 8 .0mm
r Lzrf:jc;r\:vogeorg;rin 9.5: 9.5mm
¢ 10.4: 10.4mm
11.0: 11.0mm
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