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MoK’ B
SPECIFICATIO N

1. —&ﬁﬁ General Characteristics

1.1 #iE 8 (Rating Value) : DC 12V 50mA
1.2 TAEWEJE (Work Temperature Range): -30°C ~ 8 5 C
1.3 fEW7 i BF (Store Temperature Range): -20°C = 80°C
1.4 JEH AR 2 ORA SRR R U0 &0 ZE LT S8 A 30 4T) -
General test condition (Tests and measurements shall be made under the following standard
conditions unless otherwise specified):

IEHEE: 5C35TC FHXTUEE . 45% 85% RH A JE: 8,600710, 600 M
Temperature: 5°C " 35°C Relative humidity: 45% 85% Air pressure: 8,600710,600 pa

2. ™ BRI W B R B 3R Appearance & Dimension Requirement
2.1 FERAMESMEE, ERAAR.

The structure of product is compact, and assembly of parts has no badness.

2.2 FEMMBBREAETLEEESK. P RIES AL BT EIA.
The plastic parts of product have no serious defects such as very serious shrink, scarcity,
fleck, disrepair, transmutation, etc.

2.3 PGS T EAMA . BT B, BRIEEEASR.
Lead feet and shell have no serious defects such as oxidation, smudge, disrepair, burr, defects
on plating.

2.4 TJPRERAEMNG, 3722 K05, LB REIR.

Operating switch is unhindered, rhythmed , and there is not palpable clag.

2.5 RN EEHE JORSE S P R AR
Construction and dimensions: Refer to individual product drawing.

3. X ¥ Electronic Characteristics

No. moH WAk Ty vk WAk % & oM E R
Ttem Test Method Equipment Requirements

Fz i FLBEL TEAG HL IR (< 100mA) 254 R R AL HL BEL 3 A

3.1 Contact Measured at low current (100mA or Low Resistance 150m Q MAX
Resistance less). Meter
DA AH AR 51 2 8], 51 85 4 58 2 o
3.2 4% T 1V 14 &6 45 BEL 35 482 AL
. I lati
Insulation Measurement shall be made between Rnsg atton 10OM Q MIN
Resistance : . esistance
adjacent terminals, between Tester

terminal and shell.

50-60H
3.3 [ERESR7S AC 250V)1 2mA, 1 WA Y TR
. Kt EL A%
Dielectric i = W 4 AL N@éﬁﬁ_#%-b K
Cih q Apply certain voltage (50-60Hz, Puncture Tester dO armggd, rea
Withstan AC 250V) for 1 minute between down and damaging
Voltage adjacent contacts of the connector insulation.

with 2mA leakage sensitivity.
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4. mmﬁfﬂi Mechanical Characteristics

No i H R RS 5 2% e PEELR
’ Ttem Test Method Equipment Requirements
BT ERAE I A, W&
L1 e F ORBE A TARATIER BT &5
' e KERIE L. A
Operation Operate the keystoke of the Force Gauge 30+20gf
Force switch and then increase press
strength gradually, Measured
maximum operation force while
the travel of the switch is full.
5. OJfE¥E W R Reliability trial
\o o H M 7 2 WM& % PR
' ITtem Test Method Equipment Requirements
Ui TR NS, o 3 g
\ Y ° T b 75 95% .
5.0 | Aitkg | NB0ESC MEsEIB L SRS 0
The top of the terminals RGP Ninety—-five percent of
Solder shall be dipped in the solder Solder Stove | terminals shall be dipped.
ability Test bath at 250%£5°C for 5%*1
seconds.
73100000 &
SO JE
TEORAE T a3 B & L DL 2 “i2% B H: 10MQMin
90 X T R & sl AR, o .
R/ ST g NGB Bk Jr: A5 LLE + 50% 1 TF %
L YR TS B o e
e BN UL T 45 4 T A
5.9 ﬁ’ﬁﬁﬁﬁgﬁ %Dﬂlﬁ%*ﬂ )
: ’ ) ) Switch shall be operated ' Life test:100000 cycles
Operation Life . Life Tester |after test, Insulation
continuously at about 90 ’
cycles /min without load. resistance:10MQ Min
Operating force: Change
should be within =£50% of
specified value.
No abnormalities shall be
recognized in appearance
and construction.
SIS,
HE 260+ 5°C, A -
N Ja=| by ZIKMK%/E}I:?, H%YWE%HL
T L 51 b CEERIATT b . e b
> Resistagge FHIND - P b B, HUERE.
Appearance should be not
to ] ) ) Solder Stove .
Soldering Terminals shall be dipped in damagec.l, electrical and
heat the solder bath at 260+5°C mechanlcal .
. characteristics shall be
for 5+1 seconds without tisfied
additional force for satistied.
terminals.
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5. O/ W & Reliability trial

No moH URFNER MR A 2% B OE K
. Item Test Method Equipment Requirements
> NE o 2 . .
FRELEILIE 80+ 2 CHEE T 96 /N SEIL, Wb B
i o uyEL B HyE R TA Bl AT A7 AT S
54 | Wemmat |0 PRETISERRIER DAREIE. | RCRRIL | RERFATER.
‘ The switch shall be stored at a High & Low Appearance,
Resistance temperature of 80+2C for 96 hours, Temperature electrical and
to Heat Test Measurements shall be made after it 1P mechanical
be subjected to the standard conditions Tester characteristics
for 1 hour. shall be satisfied.
B AR E-20+ 2 CH T 96 /NI A, SR, LA LA
1IEH 2% L /N JE I =N REITF & EK,
- R HETIERXMT 1 /A EE ety | BERITREEDR
] The switch shall be stored at a High & Low Appearance,
Resistance to | temperature of -20+2°C for 96 hours, electrical and
Cold Test Measurements shall be made after it be | lemperature mechanical
subjected to the standard conditions for Tester characteristics
1 hour. shall be satisfied.
BT 10£2°C, FIXHEEZ S 90796% —
g | I 96 IR, HEFEBET L gy | o DO
5.6 | WHRIENEL | pag e Gem oK) Temperature | 100 2ok
Resistance to | The switch shall be stored at a & Humidity Appearz?mce,
Humidity Test | temperature of 40+2°C, relative Tester electr.lcal and
humidity 90796% for 96 hours, Chamber mechanical
Measurements shall be made after it be characterlst'lcs.
subjected to the standard conditions for shall be satisfied.
1 hour (Wipe out water drip).
RAE T IR S5 fe i & -
L B 3B5E5°C
2. TRIRWORIE: 5+1% (FEH
5 7 g tto, 3. EEGEf[E]: 24 /N, LR Ft s
% Yt R i T
Salt Mist 4. RISE, KRV Kb B R ] JEE R BT 45
Test The switch shall be checked after No remarkable
following test: Salt Spray corrosion shall be
1. Temperature: 35+5°C Tester recognized in metal
2.Salt solution: 5+1%(Solids by mass) parts.
3.Duration: 24 hours,
4. After immersing, salt deposit shall
be removed by running water.
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